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Table A.1: Types of Mobile Stations
	Item
	Type of Mobile Station
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Standard GSM Band (P-GSM)
	3GPP TS 05.05, 2
3GPP TS 45.005, 2
	Phase 2
	O.101
Note 1
	
	TSPC_Type_GSM_P_Band


…
	142
	GSM900 and GSM1900 Band Interworking
	3GPP TS 05.05, 2
3GPP TS 45.005, 2
	Phase 2
	O
	
	TSPC_GSM900_GSM1900_Interworking

	1434
	GSM850 and GSM900 Band Interworking
	3GPP TS 05.05, 2
3GPP TS 45.005, 2
	Phase 2
	O
	
	TSPC_GSM850_GSM900_Interworking

	144
	DTM/EGPRS Multislot Class 1
	3GPP TS 05.02, 6.4
3GPP TS 45.002, 6.4
	R99
	O
	
	TSPC_DTM_EGPRS_Multislot_Class_1

	145
	DTM/EGPRS Multislot Class 5
	3GPP TS 05.02, 6.4
3GPP TS 45.002, 6.4
	R99
	O
	
	TSPC_DTM_EGPRS_Multislot_Class_5




Table A.2: Mobile Station Features
	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN


…
	141
	Support of RACH Power reduction
	3GPP TS 45.008 4.2
	Rel-10
	M
	
	TSPC_RACH_Power_Reduction

	142
	Support of VAMOS Type 3
	3GPP TS 45.005
	Rel-12
	O.201
	
	TSPC_VAMOS_Type3

	144143
	Support of Downlink Multi Carrier (DLMC)
	3GPP TS 44.060
	Rel-12
	O
	
	TSPC_DLMC

	144
	Support for BDS
	3GPP TS 44.031
	Rel-12
	O
	
	TSPC_BDS

	145
	Support of eDRX
	3GPP TS 44.018
	Rel-13
	C.220
	
	TSPC_eDRX


…
	152
	Support of handling NAS reject messages without Integrity protection
	3GPP TS 24.008
	Rel-13
	M
Note 2
	
	TSPC_NAS_rej_integrity

	O.201
	Only one of these items can be supported
	

	[bookmark: stat_feat_speech]C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	[bookmark: stat_feat_humanif]C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	[bookmark: stat_feat_autocall]C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	Void
	

	C.213
	Void
	

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66) THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation) OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )



Table A.25: Additional Information
	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2
3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate


…
	142
	Support of Rel-4 acoustic implementation
	3GPP TS 26.131
3GPP TS 26.132
	Rel-4
	O
	
	TSPC_AddInfo_Rel4_Acoustic

	1434
	MS with no components having RF performance sensitive to vibration condition during testing
	3GPP TS45.005, D2.3
	R99
	O
	
	TSPC_No_Vibration_Sensitive_Components

	144
	Use of NITZ Full Name
	3GPP TS 2.42
3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Full_Name




…
Table B.1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	


…
	43.4.1.2
	EC-GSM-IoT / Packet transfer / EC Uplink TBF / Verification of Coding schemes
	Rel-13
	MS supporting EC-GSM-IoT
	
	C614
	
	

	43.4.1.3
	VoidEC-GSM-IoT / Packet transfer / Negatively acknowledged blocks
	Rel-13
	MS supporting EC-GSM-IoT
	
	C614
	
	

	43.4.2.1
	EC-GSM-IoT / Packet transfer / EC Downlink TBF / Decoding of Coding schemes
	Rel-13
	MS supporting EC-GSM-IoT
	
	C614
	
	

	44.2.1.1.1
	GPRS attach/accepted
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	



…
Table B.1a: Applicability of tests – Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


…
	C128
	IF A.25/68 THEN A ELSE N/A
	-- TSPC_AddInfo_VGCS_Listening

	C129
	IF (A.1/4 OR A.1/6) AND (NOT A.2/49 OR (A.2/47 OR A.2/48)) THEN A ELSE N/A
	-- (TSPC_Type_DCS_Band OR TSPC_Type_MB_Simul) AND (NOT TSPC_operation_mode_C OR (TSPC_operation_mode_A OR TSPC_operation_mode_B))

	C130
	IF A.25/19 AND A.25/54 THEN A ELSE N/A
	-- TSPC_AddInfo_MTsvc AND TSPC_AddInfo_RefusalCall


…
	C402
	IF A.2/60 AND NOT (A.2/95) AND A.25/140 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT TSPC_MSA_A-GANSS AND TSPC_A-GPS_Data_Reset AND TSPC_MOLR_POS

	C403
	IF A.2/59 AND NOT (A.2/94) AND A.25/140 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_A-GPS_Data_Reset

	C404
	IF A.2/71 AND NOT A.2/83 THEN A ELSE N/A
	-- TSPC_GAN AND NOT TSPC_Simult_CS_PS_GAN


…
	C472
	IF A.2/85 THEN A ELSE N/A
	-- TSPC_Downlink_DualCarrier

	C473
	IF (A.25/41 OR A.25/42) AND A.2/20 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_AD

	C474
	IF (A.1/18 OR A.1/55) AND (A.1/1 OR A.1/2 OR A.1/4) THEN A ELSE N/A
	-- (TSPC_Type_PCS_Band OR TSPC_Type_GSM_850_Band) AND (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_P_Band OR TSPC_Type_DCS_Band)



…
	C555
	IF A.2/128 THEN A ELSE N/A
	-- TSPC_TIGHTER_EGPRS2

	C556
	IF A. 2/129 THEN A ELSE N/A
	-- TSPC_DTR

	C557
	IF A.2/84 OR A.2/130 THEN A ELSE N/A
	-- TSPC_Latency_Reductions OR TSPC_FANR_Capability

	C558
	IF (A.2/84 OR A.2/130) AND A.2/81 THEN A ELSE N/A
	-- (TSPC_Latency_Reductions OR TSPC_FANR_Capability) AND TSPC_Enhanced_DTM_CS

	C559
	IF A.25/79 AND A.25/113 AND A.2/126 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_TIGHTER_SPEECH_SIGNALLING AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C560
	IF A.25/2 AND A.2/126 AND (A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_TIGHTER_SPEECH_SIGNALLING AND (TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C561
	IF A.2/126 AND NOT (A.2/121 OR A.2/122 OR A.2/142) THEN A ELSE N/A
	-- TSPC_TIGHTER_SPEECH_SIGNALLING AND NOT (TSPC_VAMOS_Type1 OR TSPC_VAMOS_Type2 OR TSPC_VAMOS_Type3)

	C562
	IF A.2/132 AND (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	--TSPC_PRIORITY_BASED_RESELECTION_AND (TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND))

	C563
	IF A.2/48 AND A.25/105 OR A.2/49 THEN A ELSE N/A
	-- (TSPC_operation_mode_B AND TSPC_AddInfo_Comb_DP_no_pwr_off) OR TSPC_operation_mode_C


…
	C579
	Void
	

	C580
	IF A.2/89 AND A.2/128) THEN A ELSE N/A
	-- TSPC_EGPRS2A AND TSPC_TIGHTER_EGPRS2

	C581
	IF A.2/59 AND NOT (A.2/94) AND A.25/2 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_MSB_A-GANSS AND TSPC_AddInfo_Full_rate_version_1



