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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification".
[3]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Overall description; Stage 2".
[4]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC) protocol specification".
[5]
3GPP TS 38.300: "NR; Overall description; Stage 2".
[6]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[n1]
3GPP TS 38.101-1: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone” 
[n2]
3GPP TS 38.101-2: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone”
[n3]
3GPP TS 38.101-3: “NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios”

<End of modified section>
<Start of next modified section>
4.3
Reference test conditions
4.3.1
Test frequencies
The test frequencies are based on operating bands defined in TS 38.101-1 [n1], TS 38.101-2 [n2] and TS 38.101-3 [n3].
Editor’s note: The lists of test frequencies of NR operating bands and band combinations should be selected and updated based on TS 38.101-1,2,3 and specific test reaquirement evolvement. The example table formats are based on TS 36.508 [2] for one operating band and two operating bands. Details and further enhancement are needed, but the intention is to create a uniform structure.
4.3.1.1
Test frequencies for NR operating bands in FR1
4.3.1.1.1
Operating bands in FR1
Table 4.3.1.1-1: NR operating band n1
	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	

	Mid Range
	FFS
	 
	 
	 
	 

	High Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	


Table 4.3.1.1-2: NR operating band n2
	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	

	Mid Range
	FFS
	 
	 
	 
	 

	High Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	


4.3.1.1.2
Intra-band CA in FR1
4.3.1.1.3
Inter-band CA in FR1
4.3.1.1.4
Operating bands for DC in FR1
4.3.1.1.5
Operating band combination for SUL in FR1
4.3.1.2
Test frequencies for NR operating bands in FR2
4.3.1.2.1
Operating bands in FR2
Table 4.3.1.2.1-1: NR operating band n257
	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	

	Mid Range
	FFS
	 
	 
	 
	 

	High Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	


Table 4.3.1.2.1-2: NR operating band n258
	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	

	Mid Range
	FFS
	 
	 
	 
	 

	High Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	


4.3.1.2.2
Intra-band CA in FR2
4.3.1.2.3
Inter-band CA in FR2
4.3.1.3
Test frequencies for NR operation with other radios
4.3.1.3.1
Inter-band CA
Table 4.3.1.3.1-1: Inter-band CA combination CA_n71A_n257A
	Range
	FFS
	
	
	NR FR1
	
	
	
	
	NR FR2
	
	

	
	
	BW
[RB]
	FFS
	fUL
[MHz]
	FFS
	fDL
[MHz]
	BW
[RB]
	FFS
	fUL
[MHz]
	FFS
	fDL
[MHz]

	Low
	FFS
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	FFS
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Mid
	FFS
	
	
	
	
	
	
	
	
	
	

	
	FFS
	
	
	
	
	
	
	
	
	
	

	High
	FFS
	
	
	
	
	
	
	
	
	
	

	
	FFS
	
	
	
	
	
	
	
	
	
	


4.3.1.3.2
EN-DC (two bands)
Table 4.3.1.3.2-1: EN-DC combination DC_1_n28
	Range
	FFS
	
	
	E-UTRA
	
	
	
	
	NR
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	FFS
	fUL
[MHz]
	FFS
	fDL
[MHz]

	Low
	FFS
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	FFS
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Mid
	FFS
	
	
	
	
	
	
	
	
	
	

	
	FFS
	
	
	
	
	
	
	
	
	
	

	High
	FFS
	
	
	
	
	
	
	
	
	
	

	
	FFS
	
	
	
	
	
	
	
	
	
	


4.3.1.3.3
EN-DC (three bands)

4.3.1.3.4
EN-DC (four bands)

4.3.1.3.5
EN-DC (five bands)

<End of modified section>
