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	AdditionalSpectrumEmission-v1440 is not included in SL-V2X-PreconfigFreqInfo, it’s unable to configure NS_33, NS_34 for AdditionalSpectrumEmission applied test cases.

	
	

	Summary of change:
	AdditionalSpectrumEmission-v1440 is added in the SL-V2X-PreconfigFreqInfo-r14-DEFAULT

	
	

	Consequences if not approved:
	It’s unable to configure NS_33, NS_34 for AdditionalSpectrumEmission applied test cases for V2x UE

	
	

	Clauses affected:
	4.6.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Unchanged Contents Omitted>
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–
SL-V2X-PreconfigFreqInfo-r14-DEFAULT

Table 4.6.3-20K: SL-V2X-PreconfigFreqInfo-r14-DEFAULT

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	    rohc-Profiles-r12 SEQUENCE {
	
	-- PDCP configuration
	

	      profile0x0001-r12
	false
	
	

	      profile0x0002-r12
	false
	
	

	      profile0x0004-r12
	false
	
	

	      profile0x0006-r12
	false
	
	

	      profile0x0101-r12
	false
	
	

	      profile0x0102-r12
	false
	
	

	      profile0x0104-r12
	false
	
	

	    }
	
	
	

	    carrierFreq-r12
	f1 as per table 6.2.3.5-1
	ARFCN-ValueEUTRA-r9
	

	    maxTxPower-r12
	26
	
	

	    additionalSpectrumEmission-r12
	1(NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1
	

	additionalSpectrumEmission-v1440
	NS_33
	
	A-MPR V2X 

	    sl-bandwidth-r12
	Set according to specific message content
	
	

	    tdd-ConfigSL-r12 SEQUENCE {
	
	TDD-ConfigSL-r12
	

	      subframeAssignment
	none
	
	

	    }
	
	
	

	    reserved-r12
	‘0000000000000000000’B
	
	

	  }
	
	
	

	  v2x-CommPreconfigSync-r14
	Not present
	
	

	  v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6
	
	

	  }
	
	
	

	  v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using conditions BITMAP_6 and COND_TX
	
	

	  }
	
	
	

	  p2x-CommTxPoolList-r14
	Not present
	
	

	  v2x-ResourceSelectionConfig
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	  zoneConfig-r14
	Not present
	
	

	  syncPriority-r14
	gnss
	
	

	  thresSL-TxPrioritization-r14
	Not present
	
	

	  offsetDFN-r14
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	A-MPR V2X
	V2X UE A-MPR applies
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