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	Reason for change:
	It was decided to move the USIM default settings for IMS eCall from TS 34.229-1 clause 21 to TS 36.508, because they are also used by 36.523-1 IMS eCall test cases. 


	
	

	Summary of change:
	The USIM default settings for IMS eCall have been moved TS 34.229-1 clause 21 to TS 36.508.
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	The USIM default settings for IMS eCall cannot be used by 36.523-1 IMS eCall test cases. 
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	Other comments:
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4.9.3.3
Modified contents of the USIM Elementary Files and additional USIM Elements files at the MCPTT level

EFUST (USIM Service Table)

	Services
	Description
	Activated
	Version

	Service n°109
	MCPTT
	Optional
	

	Note:
Only the relevant MCPTT related services indicated.


EFMST (MCPTT Service Table)

If service n°109 is "available" in the USIM Service Table or service n°15 is "available" in the ISIM Service Table, this file shall be present. This EF indicates the coding of the MCPTT management objects and which MCPTT services are available. If a service is not indicated as available in the MCPTT Service Table, the ME shall not select this service.

Coding of the MCPTT management objects = '00' (XML format).

	Services
	Description
	Activated
	Version

	Service n°1:
	UE configuration data
	
	

	Service n°2:
	User configuration data
	
	

	Service n°3:
	Group configuration data
	
	

	Service n°4:
	Service configuration data
	
	


EFMCPTT_CONFIG (MCPTT configuration data)

If service n°1, 2, 3 or 4 is "available" in the MCPTT Service Table, this file shall be present.

Encoded in XML format (as specified in the MCPTT Service Table).

	MCPTT configuration data objects
	Tag Values
	Condition

	MCPTT UE configuration data
	'80'
	Shall be present if service n°1 is "available" in the MCPTT service table

	MCPTT User configuration data
	'81'
	Shall be present if service n°2 is "available" in the MCPTT service table

	MCPTT Group configuration data
	'82'
	Shall be present if service n°3 is "available" in the MCPTT service table

	MCPTT Service configuration data
	'83'
	Shall be present if service n°4 is "available" in the MCPTT service table

	Note:
MCPTT configuration data objects, as specified in 3GPP TS 24.483 [66] Annex B.2, Annex B3, Annex B.4 and Annex B.5.


4.9.3.5
Modified contents of the Elementary Files for eCall over IMS

For the eCall over IMS test cases EFs shall be extended as follows:

-
Table 4.9.3.5-1 specifies the EF extensions for test cases for eCall capable supporting UEs,

-
Table 4.9.3.5-2 specifies the EF extensions for test cases for eCall only supporting UEs.

Table 4.9.3.5-1: EF extensions eCall capable UEs

	EF field
	Value

	EFUST
	Service n°4 Service Dialling

Numbers (SDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available

	EFEST
	Services n°4 Service Dialling

Numbers (SDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are enabled

	EFSDN
	Two entries of SDNs, eCall Test Number (123456)

and eCall reconfiguration number (345678)

	EFSDNURI
	Two entries of SDNs, eCall Test Number (tel:123456)

and eCall reconfiguration number (tel:345678)


Table 4.9.3.5-2: EF extensions for eCall only UEs

	EF field
	Value

	EFUST
	Service n°2 Fixed Dialling

Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available

	EFEST
	Service n°2 Fixed Dialling

Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are enabled

	EFFDN
	Two entries of FDNs, eCall Test Number (123456)

and eCall reconfiguration number (345678)

	EFFDNURI
	Two entries of FDNs, eCall Test Number (tel:123456)

and eCall reconfiguration number (tel:345678)


