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5.4.9
Generic Test Procedure for MCPTT communication in E-UTRA / Change of cells
5.4.9.1
Initial conditions

System Simulator:

-
SS (MCPTT server)

-
SS E-UTRA

-
Parameters are set to the default parameters for the basic E-UTRA single mode multi cell network scenarios, as defined in TS 36.508 [6] clause 4.4, unless otherwise specified in the test case.
-
3 cells (Cell 1, Cell 2 and Cell 4, all operating on the same frequency). Cells 1 and 2 are on the same PLMN1, whereas Cell 4 is on a different PLMN2.

NOTE:
The procedure only requires at maximum 2 cells to be active at any one instance.
User Equipment:

-
The UE has performed the Generic Test Procedure for MCPTT UE registration as specified in subclause 5.4.2 and is in E-UTRA Registered, Idle Mode state on Cell 1. The UE is allowed to operate on both PLMN1 and PLMN2.
-
The UE has performed the Generic Test Procedure for MCPTT Authorization/Configuration and Key Generation as specified in subclause 5.3.2 and thereby the MCPTT client is authorised for and able to use the MCPTT service including making group and private calls on- and off-network, and, the MCPTT user is registered for receiving MCPTT service through the MCPTT Client. The PLMN1 is set as HPLMN and PLMN2 is set as VPLMN in Table 5.5.8.1-1: MCPTT Initial UE Configuration Defaults
-
Detailed initial conditions for the UE (MCPTT client) shall be specified in the TC referring to the present procedure.
5.4.9.2
Definition of system information messages

The E-UTRA default system information messages as defined in TS 36.508 [6] are used.

5.4.9.3
Procedure
Table 5.4.9.3-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" ... "Tn" are to be applied subsequently. The exact instants on which these values shall be applied are described elsewhere in the present clause.

Table 5.4.9.3-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 4

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	"Off"
	"Off"

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-79
	"Off"

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	"Off"
	-79


Table 5.4.9.3-2: EUTRA/EPS signalling for UE changing cells
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS configures:

Cell 1 and Cell 2 parameters according to the row "T1" in table 5.4.9.3-1 in order to simulate needs for cell reselection to Cell2.
	-
	-

	2
	Wait for 5 sec to allow the UE to adjust to cell changes.
NOTE: Depending on implementation the UE may start transmitting MCPTT protocol relevant data earlier. What maybe transimitted is specified in the TCs
	-
	-

	3
	The SS configures:

Cell 2 and Cell 4 parameters according to the row "T2" in table 5.4.9.3-1 in order to simulate needs for cell reselection to Cell4.
	-
	-

	4
	The Generic test procedure for 'Tracking area updating procedure' defined in TS 36.508 [18] clause 4.5A.2 take place.
NOTE: The UE may start transmitting MCPTT protocol relevant data as soon as it receives TRACKING AREA UPDATE ACCEPT message. If this happens the SS shall not execute step 7 of the Generic test procedure for 'Tracking area updating procedure' and shall continue with the rest of the messages exchange defined in the test case.
	-
	-


5.4.9.4
Specific message contents
None.
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