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Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Width of Operating band

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	CC 100
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 100
	18498
	1969.8
	498
	2159.8

	
	
	
	f3
	CC 100
	18102
	1930.2
	102
	2120.2

	CA_2C
	60
	100 + 100
	f1
	CC 100
	18901
	1880.1
	901
	1960.1

	
	
	
	f2
	CC 100
	19099
	1899.9
	1099
	1979.9

	
	
	
	f3
	CC 100
	18703
	1860.3
	703
	1940.3

	CA_3C
	60
	100 + 100
	f1
	CC 100
	19505
	1740.5
	1505
	1835.5

	
	
	
	f2
	CC 100
	19703
	1760.3
	1703
	1855.3

	
	
	
	f3
	CC 100
	19307
	1720.7
	1307
	1815.7

	CA_5B
	25
	50+50
	f1
	CC_50
	20476
	831.6
	2476
	876.6

	
	
	
	f2
	CC_50
	20575
	841.5
	2575
	886.5

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_7B
	70
	75+25
	f1
	CC 100
	21050
	2530
	3050
	2650

	
	
	
	f2
	CC 100
	21248
	2549.8
	3248
	2669.8

	
	
	
	f3
	CC 100
	20852
	2510.2
	2852
	2630.2

	CA_7C
	70
	100 + 100
	f1
	CC 100
	21050
	2530
	3050
	2650

	
	
	
	f2
	CC 100
	21248
	2549.8
	3248
	2669.8

	
	
	
	f3
	CC 100
	20852
	2510.2
	2852
	2630.2

	CA_8B
	35
	50+50
	f1
	CC_50
	21651
	900.1
	3651
	945.1

	
	
	
	f2
	CC_50
	21750
	910
	3750
	955

	
	
	
	f3
	CC_50
	21552
	890.2
	3552
	935.2

	CA_12B
	17
	25+25
	f1
	CC_25
	23095
	707.5
	5095
	737.5

	
	
	
	f2
	CC_25
	23143
	712.3
	5143
	742.3

	
	
	
	f3
	CC_25
	23047
	702.7
	5047
	732.7

	CA_23B
	20
	50+50
	f1
	CC_50
	25551
	2005.1
	7551
	2185.1

	
	
	
	f2
	CC_50
	25650
	2015
	7650
	2195

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_27B
	17
	25+25
	f1
	CC_25
	27100
	813
	9100
	858

	
	
	
	f2
	CC_25
	27148
	817.8
	9148
	862.8

	
	
	
	f3
	CC_25
	27050
	808
	9050
	853

	CA_38C
	50
	100 + 100
	f1
	CC 100
	37901
	2585.1
	37901
	2585.1

	
	
	
	f2
	CC 100
	38099
	2604.9
	38099
	2604.9

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_39C
	40
	100 + 50
	f1
	CC 100
	38401
	1895.1
	38401
	1895.1

	
	
	
	f2
	CC 50
	38545
	1909.5
	38545
	1909.5

	
	
	
	f3
	NA
	NA
	NA
	NA
	NA

	CA_40C
	100
	100 + 100
	f1
	CC 100
	39051
	2340.1
	39051
	2340.1

	
	
	
	f2
	CC 100
	39249
	2359.9
	39249
	2359.9

	
	
	
	f3
	CC 100
	38853
	2320.3
	38853
	2320.3

	CA_41C
	194
	100 + 100
	f1
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f2
	CC 100
	40719
	2602.9
	40719
	2602.9

	
	
	
	f3
	CC 100
	40323
	2563.3
	40323
	2563.3

	CA_41E
	194
	100 + 100
	f1
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f2
	CC 100
	40719
	2602.9
	40719
	2602.9

	
	
	
	f3
	CC 100
	40323
	2563.3
	40323
	2563.3

	CA_42C
	200
	100+100
	f1
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f2
	CC 100
	42689
	3509.9
	42689
	3509.9

	
	
	
	f3
	CC 100
	42293
	3470.3
	42293
	3470.3

	CA_66B
	70+901
	50+50
	f1
	CC_50
	132322
	1745
	66816
	2145

	
	
	
	f2
	CC_50
	132421
	1754.9
	66915
	2154.9

	
	
	
	f3
	CC_50
	132223
	1735.1
	66717
	2135.1

	CA_66C
	70+901
	100+100
	f1
	CC 100
	132322
	1745
	66816
	2145

	
	
	
	f2
	CC 100
	132520
	1764.8
	67014
	2164.8

	
	
	
	f3
	CC 100
	132124
	1725.2
	66618
	2125.2

	CA_70C
	15+251
	75+50
	f1
	CC 75
	133047
	1702.5
	68411
	2002.5

	
	
	
	f2
	CC 50
	N/A
	N/A
	68531
	2014.5

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	NOTE 1:
Asymmetric operating band (UL + DL)


<Unchanged sections skipped>
Table 6.2.3.2-4: Test frequencies for E-UTRA PCell and SCell for CA non-contiguous Intra-band operation

	E-UTRA CA Configuration
	Width of Operating band

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_2A-2A
	60
	50 + 50
	f1
	CC 50
	18650
	1855
	650
	1935

	
	
	
	f2
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f3
	CC 50
	18900
	1880
	900
	1960

	CA_3A-3A
	75
	50 + 50
	f1
	CC 50
	19250
	1715
	1250
	1810

	
	
	
	f2
	CC 50
	19900
	1780
	1900
	1875

	
	
	
	f3
	CC 50
	19575
	1747.5
	1575
	1842.5

	CA_4A-4A
	45
	50 + 50
	f1
	CC 50
	20000
	1715
	2000
	2115

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f3
	CC 50
	20175
	1732.5
	2175
	2132.5

	CA_5A-5A
	25
	50 + 50
	f1
	CC 50
	20450
	829
	2450
	874

	
	
	
	f2
	CC 50
	20600
	844
	2600
	889

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_7A-7A
	70
	50 + 50
	f1
	CC 50
	20800
	2505
	2800
	2625

	
	
	
	f2
	CC 50
	21400
	2565
	3400
	2685

	
	
	
	f3
	CC 50
	21100
	2535
	3100
	2655

	CA_23A-23A
	20
	25 + 50
	f1
	CC 25
	25525
	2002.5
	7525
	2182.5

	
	
	
	f2
	CC 50
	25650
	2015
	7650
	2195

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_25A-25A
	65
	50 + 50
	f1
	CC 50
	26090
	1855
	8090
	1935

	
	
	
	f2
	CC 50
	26640
	1910
	8640
	1990

	
	
	
	f3
	CC 50
	26365
	1882,5
	8365
	1962.5

	CA_41A-41A
	194
	100 + 100
	f1
	CC 100
	39750
	2506
	39750
	2506

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f3
	CC 100
	40620
	2593
	40620
	2593

	CA_41A-41C
	194 + 194
	100 + 100
	f1
	CC 100
	39750
	2506
	39750
	2506

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f3
	CC 100
	40620
	2593
	40620
	2593

	CA_41C-41D
	194 + 194
	100 + 100
	f1
	CC 100
	39750
	2506
	39750
	2506

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f3
	CC 100
	40620
	2593
	40620
	2593

	CA_42A-42A
	200
	100 + 100
	f1
	CC 100
	41690
	3410
	41690
	3410

	
	
	
	f2
	CC 100
	43490
	3590
	43490
	3590

	
	
	
	f3
	CC 100
	42590
	3500
	42590
	3500

	CA_66A-66A
	70+901
	50 + 50
	f1
	CC 50
	132022
	1715
	66486
	2115

	
	
	
	f2
	CC 50
	132622
	1775
	67086
	2175

	
	
	
	f3
	CC 50
	132322
	1745
	66786
	2145

	NOTE 1:
Asymmetric operating band (UL + DL) 


6.2.3.3
Test frequencies for ProSe signalling test
<Unchanged sections skipped>
