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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<< Unchanged sections omitted >>
Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01b
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01e
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	C01g
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25 AND A.4.5-1/7) THEN R ELSE N/A

	C01i
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND NOT(A.4.5-1/40)) THEN R ELSE N/A

	C01j
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/5 AND NOT( A.4.5-1/40)) THEN R ELSE N/A

	…………Skipped lines……..

	…………Skipped lines……..

	…………Skipped lines……..

	C140
IF (A.4.1-1/1 AND A.4.5-1/40) THEN R ELSE N/A

	C141
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15) THEN R ELSE N/A

	C142
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14) THEN R ELSE N/A

	C143
IF (A.4.1-1/2 AND A.4.5-1/41) THEN R ELSE N/A

	C144
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND 4.4-1a/25) THEN R ELSE N/A

	C144a
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND A.4.4-3a/111 AND (NOT A.4.6.1-1/1)) THEN R ELSE N/A

	C145
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND A.4.4-3a/111 AND A.4.6.1-1/1) THEN R ELSE N/A

	C146
IF (A.4.1-1/2 AND A.4.5-1/19 AND A.4.5-1/32 AND A.4.4-3a/111 AND A.4.6.1-1/1) THEN R ELSE N/A

	C146a
IF (A.4.1-1/2 AND A.4.5-1/19 AND A.4.5-1/32 AND A.4.4-3a/111 AND (NOT A.4.6.1-1/1)) THEN R ELSE N/A

	C147
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND 4.4-1a/5) THEN R ELSE N/A

	C148
IF (A.4.1-1/1 AND A.4.5-1/32 AND 4.4-1a/5) THEN R ELSE N/A

	C149
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND 4.4-1a/16) THEN R ELSE N/A

	C150
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/20 AND A.4.5-1/32 AND 4.4-1a/16) THEN R ELSE N/A

	C151
IF (A.4.1-1/2 AND A.4.5-1/20 AND A.4.5-1/32 AND 4.4-1a/16) THEN R ELSE N/A

	C152
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/16) THEN R ELSE N/A

	C153
IF (A.4.1-1/1 AND A.4.5-1/32 AND A.4.5-1/15 AND A.4.5-1/19 AND A.4.4-3a/111 AND A.4.6.1-1/1) THEN R ELSE N/A

	C153a
IF (A.4.1-1/1 AND A.4.5-1/32 AND A.4.5-1/15 AND A.4.5-1/19 AND A.4.4-3a/111 AND (NOT A.4.6.1-1/1)) THEN R ELSE N/A

	C154
IF (A.4.1-1/8 AND A.4.3-4c/1) THEN R ELSE N/A

	C155
IF (A.4.1-1/8 AND A.4.3-4c/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C156
IF A.4.1-1/1 AND (A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.3-1/11) OR A.4.6.2-1/4 OR A.4.6.2-1/5 AND A.4.4-3a/111 THEN R ELSE N/A

	C157
IF (A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND 4.4-1a/16 AND A.4.5-1/33) THEN R ELSE N/A

	C158
IF (A.4.1-1/2 AND A.4.5-1/14 AND A.4.5-1/32 AND 4.4-1a/16 AND A.4.5-1/33) THEN R ELSE N/A

	C159
IF (A.4.1-1/2 AND A.4.5-1/32 AND 4.4-1a/25) THEN R ELSE N/A

	C160
IF (A.4.1-1/2 AND A.4.5-1/32 AND A.4.4-3a/111 AND A.4.6.1-1/1) THEN R ELSE N/A

	C161
IF A.4.1-1/2 AND (A.4.6.1-1/4 or A.4.6.3-1/6 or A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.3-1/11) OR A.4.6.2-1/4 OR A.4.6.2-1/5 AND A.4.4-3a/111 THEN R ELSE N/A

	C162
IF (A.4.1-1/8 AND A.4.3-4c/1 AND A.4.5-1/34) THEN R ELSE N/A

	C163
IF (A.4.1-1/1 AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND A.4.4-3a/111) THEN R ELSE N/A

	C164
IF (A.4.1-1/1 AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND A.4.4-3a/111) THEN R ELSE N/A

	…………Skipped lines……..

	…………Skipped lines……..

	…………Skipped lines……..

	C194
IF (A.4.1-1/1 AND A.4.3-4a/1a) THEN R ELSE N/A

	C195
IF (A.4.1-1/1 AND A.4.3-4a/1a) THEN R ELSE N/A

	C196
IF (A.4.1-1/1 and A.4.3-7/yy) THEN R ELSE N/A

	C197
IF (A.4.1-1/2 and A.4.3-7/yy) THEN R ELSE N/A


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].

	Note 2:
The Dual Connectivity TCs verify the same RRM requirements(s) however with different synchronous or asynchronous DC scenarios, this according to the guidance in TS 36.521-3, Annex 3A.5 [2].

	Note 3:
Unique FS3 Event triggered reporting tests are defined for one or more FS3 cells. Therefore, only the test case specific to the number of FS3 cells needs to be executed.


<< Unchanged sections omitted >>
