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<Unchanged sections skipped>
4.3.1.1.72
FDD reference test frequencies for operating band 72

Table 4.3.1.1.72-1: Test frequencies for E-UTRA channel bandwidth for operating band 72

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	133479
	451.7
	68943
	461.7

	
	3[1]
	133487
	452.5
	68951
	462.5

	
	5[1]
	133497
	453.5
	68961
	463.5

	Mid Range
	1.4/3[1]/ 5[1]
	133497
	453.5
	68961
	463.5

	High Range
	1.4
	133515
	455.3
	68979
	465.3

	
	3[1]
	133507
	454.5
	68971
	464.5

	
	5[1]
	133497
	453.5
	68961
	463.5

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.73
Void
4.3.1.1.74
FDD reference test frequencies for operating band 74
Table 4.3.1.1.74-1: Test frequencies for E-UTRA channel bandwidth for operating band 74
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	133579
	1427.7
	69043
	1475.7

	
	3
	133587
	1428.5
	69051
	1476.5

	
	5
	133597
	1429.5
	69061
	1477.5

	
	10
	133622
	1432
	69086
	1480

	
	15
	133647
	1434.5
	69111
	1482.5

	
	20
	133672
	1437
	69136
	1485

	Mid Range
	1.4/3/5/10/15/20
	133787
	1448.5
	69251
	1496.5

	High Range
	1.4
	133995
	1469.3
	69459
	1517.3

	
	3
	133987
	1468.5
	69451
	1516.5

	
	5
	133977
	1467.5
	69441
	1515.5

	
	10
	133952
	1465
	69416
	1513

	
	15
	133927
	1434.5
	69391
	1510.5

	
	20
	133902
	1460
	69366
	1508


4.3.1.2
TDD Mode Test frequencies

4.3.1.2.1
TDD reference test frequencies for Operating Band 33
<Unchanged sections skipped>
