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Begin of Change 

4.10.2
V2X management data object configuration

V2X management data object is specified in 3GPP TS 24.385. This subclause provides the default content of V2X management object for conformance testing.

The V2X management data object can be configured in USIM or pre-configured in ME.

	Derivation Path: TS 24.385 clause 5

	V2X management objects
	MO Values
	Comment

	<X>
	N/A
	

	  Name
	Default Management Object for Conformance Testing
	

	  V2XoverPC5
	N/A
	

	    Expiration
	BIN‘0000000000000000001001111000110100000000’
	31st January 2012 00:31:00 (GPS time) (UTC time: TBD)

	    ServedByEUTRAN
	N/A
	

	      AuthorizedPLMNs
	N/A
	

	        <X>
	N/A
	

	          PLMN
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	

	    NotServedByEUTRAN
	N/A
	

	      Authorized
	1
	Indicates that the UE is authorized to use V2X communication over PC5 when the UE is not served by E-UTRAN for V2X communication

	      RadioParameters
	N/A
	

	        <X>
	N/A
	

	          RadioParametersContents
	Set as defined in SL-V2X-Preconfiguration in subclause 4.10
	

	          GeographicalArea
	N/A
	

	            Polygon
	N/A
	

	              <X>
	N/A
	

	                Coordinates
	N/A
	

	                  <X>
	N/A
	

	                    Latitude
	Set as defined in GNSS scenario used by specific test case
	

	                    Longitude
	Set as defined in GNSS scenario used by specific test case
	

	          OperatorManaged
	0
	Indicates that the radio parameters are "non-operator managed"

	    AuthorizedV2XServiceList
	N/A
	

	      <X>
	N/A
	

	        V2XServiceIdentifier
	TBD
	

	        DestinationLayer2ID
	HEX ‘0000AA’
	Same as default Destination Layer2ID defined in Table 4.7I-2

	    PPPPtoPDBMappingRule
	N/A
	

	      <X>
	N/A
	1st entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	1
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	2nd entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	2
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	3rd entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	3
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	4th entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	4
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	5th entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	5
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	6th entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	6
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	7th entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	7
	

	        PacketDelayBudget
	100
	

	      <X>
	N/A
	8th entry of PPPPtoPDBMappingRule

	        ProSePerPacketPriority
	8
	

	        PacketDelayBudget
	100
	

	    DefaultDestinationLayer2ID
	Not present
	

	    PrivacyConfig
	Not present
	

	  V2XServiceIDtoV2XFrequencyMappingRule
	Not present
	

	  V2XoverLTEUu
	
	

	    Expiration
	BIN‘0000000000000000001001111000110100000000’
	31st January 2012 00:31:00 (GPS time) (UTC time: TBD)

	    AuthorizedPLMNs
	N/A
	

	      <X>
	N/A
	

	        PLMN
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	

	        V2XASMBMSConfig
	N/A
	

	          TMGI
	MBMS Service ID set to HEX ‘000000’
MCC and MNC are the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card 
	

	          SAIList
	N/A
	

	            <X>
	N/A
	

	              SAI
	0
	

	          Frequency
	f1 as per table 6.2.3.3-2 using  the same band as cell1
	

	          SDPInV2XASMBMSConfig
	vnd.3gpp.v2x
	

	        V2XServiceIdentifierUnrelated
	N/A
	

	          V2XMBMSConfigs
	N/A
	

	            <X>
	N/A
	

	              V2XMBMSConfig
	N/A
	

	                TMGI
	MBMS Service ID set to HEX ‘000000’
MCC and MNC are the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	

	                SAIList
	N/A
	

	                  <X>
	N/A
	

	                    SAI
	0
	

	                Frequency
	f1 as per table 6.2.3.3-2 using  the same band as cell1
	

	                SDPInV2XASMBMSConfig
	vnd.3gpp.v2x
	

	        V2XServiceIdentifierRelated
	N/A
	

	          AuthorizedV2XServiceList
	N/A
	

	            <X>
	N/A
	

	              V2XServiceIdentifier
	TBD
	

	              V2XMBMSConfigs
	N/A
	

	                TMGI
	MBMS Service ID set to HEX ‘000000’
MCC and MNC are the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	

	                SAIList
	N/A
	

	                  <X>
	N/A
	

	                    SAI
	0
	

	                Frequency
	f1 as per table 6.2.3.3-2 using  the same band as cell1
	

	                SDPInV2XASMBMSConfig
	vnd.3gpp.v2x
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