Page 1



3GPP TSG-RAN WG5 Meeting #79 
R5-182594
Busan, Korea, 21 – 25 May 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-1
	CR
	4208
	rev
	-
	Current version:
	15.1.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to the V2V test applicability

	
	

	Source to WG:
	LG Electronics

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_SL_V2V-UEConTest
	
	Date:
	2018-05-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The LTE connection is not need for the V2V test cases. However the E-UTRA UE is mentioned in the test applicability.

	
	

	Summary of change:
	E-UTRA is removed in the test applicablity as follows:
This test case applies to all types of UE release 14 and forward that support V2X Sidelink communication.

	
	

	Consequences if not approved:
	The conformant V2V UE will not be tested.

	
	

	Clauses affected:
	6.2.2G.1.2, 6.2.2G.3.2, 6.2.2G.4.1.2, 6.2.3G.1.1.2, 6.2.3G.1.2.2, 6.2.3G.1.4.2, 6.2.4G.1.2, 6.2.5G.1.2, 6.2.5G.3.2, 6.3.2G.1.2, 6.3.2G.3.2, 6.3.3G.1.2, 6.3.3G.3.2, 6.3.4G.1.2, 6.3.4G.3.2, 6.3.4G.4.2, 6.3.5G.1.2, 6.3.5G.3.2, 6.5.1G.1.2, 6.5.2.1G.1.2, 6.5.2.2G.1.2, 6.5.2.3G.1.2, 6.5.2.3G.3.2, 6.5.2.4G.1.2, 6.6.1G.1.2, 6.6.1G.3.2, 6.6.2.1G.1.2, 6.6.2.1G.3.2, 6.6.2.2G.1.2, 6.6.3G.1.2, 6.6.3G.1_1.2, 6.6.3G.3.2, 6.6.3G.3_1.2, 6.7G.1.2, 6.7G.3.2, 7.3G.1.2, 7.3G.3.2, 7.4G.1.2, 7.4G.3.2, 7.5G.1.2, 7.5G.3.2, 7.6.1G.1.2, 7.6.1G.3.2, 7.6.2G.1.2, 7.6.2G.3.2, 7.7G.1.2, 7.7G.3.2, 7.8.1G.1.2, 7.8.1G.3.2, 7.9G.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Unchanged sections omitted >>
6.2.2G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.2.2G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.2.2G.4.1.2
Test applicability

This test case applies to all types of UE Power Class 2 release 14 and forward that support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.2.3G.1.1.2
Test applicability

The requirements of this test apply in the test case 6.6.2.3G Adjacent Channel Leakage power Ratio for V2X Communication to all types of UE release 14 and forward that support V2X Sidelink communication.

NOTE:
As a result TC 6.2.3G.1.1 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

<< Unchanged sections omitted >>
6.2.3G.1.2.2
Test applicability

The requirements of this test apply in the test case 6.6.2.3G Adjacent Channel Leakage power Ratio for V2X Communication to all types of UE release 14 and forward that support V2X Sidelink communication.

NOTE:
As a result TC 6.2.3G.1.2 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

<< Unchanged sections omitted >>
6.2.3G.1.4.2
Test applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.
<< Unchanged sections omitted >>
6.2.4G.1.2
Test applicability

The requirements of this test apply in test case 6.6.2.2.4 Additional Spectrum Emission Mask for network signalled values NS_33 to all types of UE release 14 and forward that support V2X Sidelink communication.

The requirements of this test apply in test case 6.6.3.3 Additional Spurious Emissions for network signalled values NS_33 to all types of E-UTRA UE release 14 and forward that support V2X communication.

NOTE:
As a result TC 6.2.4G.1 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

<< Unchanged sections omitted >>
6.2.5G.1.2
Test applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.2.5G.3.2
Test applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.2G.1.2
Test applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.2G.3.2
Test applicability

This test applies to all types of E-UTRA release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.3G.1.2
Test applicability

The requirements of this test case apply in the test case 6.3.4G.1 General ON/OFF time mask for V2X Communication / Non-concurrent with E-UTRA uplink transmissions to all types of UE release 14 and forward that support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.3.3G.3.2
Test applicability

The requirements of this test case apply in the test case 6.3.4G.3 General ON/OFF time mask for V2X Communication / Intra-band contiguous multi-carrier operation to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.4G.1.2
Test applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.4G.3.2
Test applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.
<< Unchanged sections omitted >>
6.3.4G.4.2
Test applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.3.5G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.
<< Unchanged sections omitted >>
6.3.5G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
6.5.1G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X sidelink communication.
<< Unchanged sections omitted >>
6.5.2.1G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.
<< Unchanged sections omitted >>
6.5.2.2G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.
<< Unchanged sections omitted >>
6.5.2.3G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.
<< Unchanged sections omitted >>
6.5.2.3G.3.2 Test Applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.
<< Unchanged sections omitted >>
6.5.2.4G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that supports V2X Sidelink communication.

<< Unchanged sections omitted >>
6.6.1G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.1G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.2.1G.1.2
Test applicability

This test case applies to UE release 14 and forward which support V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.2.1G.3.2
Test Applicability

This test case applies to UE release 14 and forward which support Intra-band contiguous multi-carrier operation V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.2.2G.1.2
Test applicability

This test case applies to UE release 14 and forward which support V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.3G.1.2
Test applicability

This test case applies to UE release 14 and forward which support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.6.3G.1_1.2
Test applicability

This test case applies to UE release 14 and forward which support V2X Sidelink communication.
<< Unchanged sections omitted >>
6.6.3G.3.2
Test applicability

This test case applies to UE release 14 and forward which support Intra-band contiguous multi-carrier operation V2X communication.

<< Unchanged sections omitted >>
6.6.3G.3_1.2
Test Applicability

This test case applies to UE release 14 and forward which support V2X Sidelink communication.

<< Unchanged sections omitted >>
6.7G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink communication.

<< Unchanged sections omitted >>
<< Unchanged sections omitted >>
6.7G.3.2
Test applicability.

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.3G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.3G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.4G.1.2
Test applicability

This test case applies to all types of UE release 14 and forward that support V2X Sidelink Communication.
<< Unchanged sections omitted >>
7.4G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.5G.1.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.5G.3.2
Test Applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.6.1G.1.2
Test Applicability
This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.6.1G.3.2
Test Applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.6.2G.1.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.6.2G.3.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.7G.1.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.7G.3.2
Test applicability

This test case applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.
<< Unchanged sections omitted >>
7.8.1G.1.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.8.1G.3.2
Test Applicability

This test applies to all types of UE release 14 and forward that support Intra-band contiguous multi-carrier operation V2X Sidelink Communication.

<< Unchanged sections omitted >>
7.9G.1.2
Test Applicability

This test applies to all types of UE release 14 and forward that support V2X Sidelink Communication.

<< End of changes >>
