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–
MIMO-Layers
Table [4.6.4-10]: MIMO-Layers
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MIMO-LayersDL
	[Not checked]
	
	

	MIMO-LayersUL
	[Not checked]
	
	


–
ModulationOrder
Table [4.6.4-11]: ModulationOrder
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	ModulationOrder
	[Not checked]
	
	


–
RAT-Type
Table [4.6.4-12]: RAT-Type
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RAT-Type
	eutra-nr
	
	


–
SupportedBasebandProcessingCombination

Table [4.6.4-13]: SupportedBasebandProcessingCombination
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SupportedBasebandProcessingCombination::= SEQUENCE (SIZE(1.. maxBasebandProcComb)) OF SEQUENCE {
	1 entry
	
	

	
	
	
	

	    basebandParametersDL[1] SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BasebandParametersPerBandDL SEQUENCE {
	1 entry
	
	

	      ca-BandwidthClassDL[1]
	CA-BandwidthClassNR
	
	

	      freqRange[1]
	[Not checked]
	
	

	      basebandParametersPerCC-DL[1] SEQUENCE (SIZE (1.. maxNrofServingCells)) OF {
	1 entry
	
	

	        supportedSubcarrierSpacingDL[1]
	SubcarrierSpacing
	
	

	        supportedBandwidthDL[1] CHOICE {
	
	
	

	          fr1
	[Not checked]
	
	

	          fr2
	[Not checked]
	
	

	        }
	
	
	

	        scalingFactor0dot75[1]
	[Not checked]
	
	

	        timeDurationForQCL[1] SEQUENCE {
	
	
	

	          scs-60kHz
	[Not checked]
	
	

	          sch-120kHz
	[Not checked]
	
	

	        }
	
	
	

	        scellWithoutSSB[1]
	[Not checked]
	
	

	        csi-RS-MeasSCellWithoutSSB[1]
	[Not checked]
	
	

	        maxNumberMIMO-LayersPDSCH[1]
	MIMO-LayersDL
	
	

	        supportedModulationOrderDL[1]
	ModulationOrder
	
	

	        srs-AssocCSI-RS[1]
	[Not checked]
	
	

	        type1-3-CSS[1]
	[Not checked]
	
	

	        pdcchMonitoringAnyOccasions[1]
	[Not checked]
	
	

	        ue-SpecificUL-DL-Assignment[1]
	[Not checked]
	
	

	        pdsch-DifferentTB-PerSlot[1]
 SEQUENCE {
	
	
	

	          scs-15kHz
	[Not checked]
	
	

	          scs-30kHz
	[Not checked]
	
	

	          scs-60kHz
	[Not checked]
	
	

	          scs-120kHz
	[Not checked]
	
	

	        }
	
	
	

	        crossCarrierScheduling[1]
	[Not checked]
	
	

	        searchSpaceSharingCA-DL[1]
	[Not checked]
	
	

	      }
	
	
	

	    }
	
	
	

	    basebandParametersUL[1] BIT STRING (SIZE (1..maxBasebandProcComb))
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRAT-ContainerList

Table [4.6.4-14]: UE-CapabilityRAT-ContainerList
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-ContainerList::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF SEQUENCE {
	1 entry
	
	

	    rat-Type[1]
	RAT-Type
	
	

	    ue-CapabilityRAT-Container[1]
	UE-MRDC-Capability
	
	EN-DC

	  }
	
	
	

	}
	
	
	


–
UE-MRDC-Capability
Table [4.6.4-15]: UE-MRDC-Capability
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-MRDC-Capability::= SEQUENCE {
	
	
	

	  measParametersMRDC SEQUENCE { 
	
	
	

	    measParametersMRDC-Common SEQUENCE {
	
	
	

	      independentGapConfig
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	[Not checked]
	
	

	      sftd-MeasNR-Cell
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB- DiffNumerology
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  rf-ParametersMRDC SEQUENCE {
	
	
	

	    supportedBandCombination
	BandCombinationList
	
	

	    bandCombinationParametersUL-List
	BandCombinationParametersUL-List
	
	

	  }
	
	
	

	  phy-ParametersMRDC SEQUENCE {
	
	
	

	    phy-ParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	    phy-ParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  generalParametersMRDC SEQUENCE {
	
	
	

	    splitSRB-WithOneUL-Path
	[Not checked]
	
	

	    splitDRB-withUL-Both-MCG-SCG
	[Not checked]
	
	

	    srb3
	[Not checked]
	
	

	  }
	
	
	

	  fdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	[Not checked]
	
	

	      sftd-MeasNR-Cell
	[Not checked]
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	[Not checked]
	
	

	      splitDRB-withUL-Both-MCG-SCG
	[Not checked]
	
	

	      srb3
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	[Not checked]
	
	

	      sftd-MeasNR-Cell
	[Not checked]
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	[Not checked]
	
	

	      splitDRB-withUL-Both-MCG-SCG
	[Not checked]
	
	

	      srb3
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-MRDC-Capabilities
	
	
	

	    phy-ParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      dynamicPowerSharing
	[Not checked]
	
	

	      tdm-Pattern
	[Not checked]
	
	

	    }
	
	
	

	    measParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	[Not checked]
	
	

	  nonCriticalExtension SEQUENCE {
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
UE-NR-Capability
Table [4.6.4-16]: UE-NR-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	
	

	  pdcp-Parameters SEQUENCE {
	
	
	

	    supportedROHC-Profiles
SEQUENCE {
	
	
	

	      profile0x0000
	[Not checked]
	
	

	      profile0x0001
	[Not checked]
	
	

	      profile0x0002
	[Not checked]
	
	

	      profile0x0003
	[Not checked]
	
	

	      profile0x0004
	[Not checked]
	
	

	      profile0x0006
	[Not checked]
	
	

	      profile0x0101
	[Not checked]
	
	

	      profile0x0102
	[Not checked]
	
	

	      profile0x0103
	[Not checked]
	
	

	      profile0x0104
	[Not checked]
	
	

	    }
	
	
	

	    maxNumberROHC-ContextSessions
	[Not checked]
	
	

	    uplinkOnlyROHC-Profiles
	[Not checked]
	
	

	    continueROHC-Context
	[Not checked]
	
	

	    outOfOrderDelivery
	[Not checked]
	
	

	  }
	
	
	

	  rlc-Parameters SEQUENCE {
	
	
	

	    am-WithShortSN
	[Not checked]
	
	

	    um-WithShortSN
	[Not checked]
	
	

	    um-WIthLongSN
	[Not checked]
	
	

	  }
	
	
	

	  mac-Parameters SEQUENCE {
	
	
	

	    mac-ParametersCommon SEQUENCE {
	
	
	

	      lcp-Restriction
	[Not checked]
	
	

	      pucch-SpatialRelInfoMAC-CE
	[Not checked]
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	[Not checked]
	
	

	      logicalChannelSR-DelayTimer
	[Not checked]
	
	

	      longDRX-Cycle
	[Not checked]
	
	

	      shortDRX-Cycle
	[Not checked]
	
	

	      multipleSR-Configurations
	[Not checked]
	
	

	      multipleConfiguredGrantConfigurations
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  phy-Parameters SEQUENCE {
	
	
	

	    phy-ParametersCommon SEQUENCE {
	
	
	

	      csi-RS-CFRA-ForHO
	[Not checked]
	
	

	      dynamicPRB-BundlingDL
	[Not checked]
	
	

	      sp-CSI-ReportPUCCH
	[Not checked]
	
	

	      sp-CSI-ReportPUSCH
	[Not checked]
	
	

	      nzp-CSI-RS-IntefMgmt
	[Not checked]
	
	

	      type2-SP-CSI-Feedback-LongPUCCH
	[Not checked]
	
	

	      multipleCORESET
	[Not checked]
	
	

	      dynamicSFI
	[Not checked]
	
	

	      precoderGranularityCORESET
	[Not checked]
	
	

	      dynamicHARQ-ACK-Codebook
	[Not checked]
	
	

	      semiStaticHARQ-ACK-Codebook
	[Not checked]
	
	

	      spatialBundlingHARQ-ACK
	[Not checked]
	
	

	      dynamicBetaOffsetInd-HARQ-ACK-CSI
	[Not checked]
	
	

	      pucch-Repetition-F1-3-4
	[Not checked]
	
	

	      ra-Type0-PUSCH
	[Not checked]
	
	

	      dynamicSwitchRA-Type0-1-PDSCH
	[Not checked]
	
	

	      dynamicSwitchRA-Type0-1-PUSCH
	[Not checked]
	
	

	      pdsch-MappingTypeA
	[Not checked]
	
	

	      pdsch-MappingTypeB
	[Not checked]
	
	

	      interleavingVRB-ToPRB-PDSCH
	[Not checked]
	
	

	      interleavingVRB-ToPRB-PUSCH
	[Not checked]
	
	

	      interSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      type1-PUSCH-RepetitionOneSlot
	[Not checked]
	
	

	      type1-PUSCH-RepetitionMultiSlots
	[Not checked]
	
	

	      type2-PUSCH-RepetitionOneSlot
	[Not checked]
	
	

	      type2-PUSCH-RepetitionMultiSlots
	[Not checked]
	
	

	      pusch-RepetitionMultiSlots
	[Not checked]
	
	

	      pdsch-RepetitionMultiSlots
	[Not checked]
	
	

	      downlinkSPS
	[Not checked]
	
	

	      configuredUL-GrantType1
	[Not checked]
	
	

	      configuredUL-GrantType2
	[Not checked]
	
	

	      pre-EmptIndication-DL
	[Not checked]
	
	

	      cbg-TransIndication
	[Not checked]
	
	

	      cbg-FlushIndication-DL
	[Not checked]
	
	

	      dynamicHARQ-ACK-CodeB-CBG-Retx-DL
	[Not checked]
	
	

	      rateMatchingResrcSetSemi-Static
	[Not checked]
	
	

	      rateMatchingResrcSetDynamic
	[Not checked]
	
	

	      rateMatchingLTE-CRS
	[Not checked]
	
	

	      bwp-SwitchingDelay
	[Not checked]
	
	

	    }
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	    }
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      twoFL-DMRS
	[Not checked]
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	[Not checked]
	
	

	      supportedDMRS-TypeDL
	[Not checked]
	
	

	      supportedDMRS-TypeUL
	[Not checked]
	
	

	      semiOpenLoopCSI
	[Not checked]
	
	

	      csi-ReportWithoutPMI
	[Not checked]
	
	

	      csi-ReportWithCRI
	[Not checked]
	
	

	      csi-ReportWithoutCQI
	[Not checked]
	
	

	      onePortsPTRS
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      pucch-F2-WithFH
	[Not checked]
	
	

	      pucch-F3-WithFH
	[Not checked]
	
	

	      pucch-F4-WithFH
	[Not checked]
	
	

	      freqHoppingPUCCH-F0-2
	[Not checked]
	
	

	      freqHoppingPUCCH-F1-3-4
	[Not checked]
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	[Not checked]
	
	

	      uci-CodeBlockSegmentation
	[Not checked]
	
	

	      onePUCCH-LongAndShortFormat
	[Not checked]
	
	

	      twoPUCCH-AnyOthersInSlot
	[Not checked]
	
	

	      intraSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      pusch-LBRM
	[Not checked]
	
	

	      pdcch-BlindDetectionCA
	[Not checked]
	
	

	      tpc-PUSCH-RNTI
	[Not checked]
	
	

	      tpc-PUCCH-RNTI
	[Not checked]
	
	

	      tpc-SRS-RNTI
	[Not checked]
	
	

	      absoluteTPC-Command
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	      pusch-HalfPi-BPSK
	[Not checked]
	
	

	      pucch-F3-4-HalfPi-BPSK
	[Not checked]
	
	

	      oneSymbolGP-TDD
	[Not checked]
	
	

	      almostContiguousCP-OFDM-UL
	[Not checked]
	
	

	    }
	
	
	

	    phy-ParametersFR1 SEQUENCE {
	
	
	

	      pdcchMonitoringSingleOccasion
	[Not checked]
	
	

	      scs-60kHz
	[Not checked]
	
	

	      pdsch-256QAM-FR1
	[Not checked]
	
	

	    }
	
	
	

	    phy-ParametersFR2 SEQUENCE {
	
	
	

	      calibrationGapPA
	[Not checked]
	
	

	    }
	
	
	

	    supportedBasebandProcessingCombination
	SupportedBasebandProcessingCombination
	
	

	    basebandCombinationParametersUL-List
	BasebandCombinationParametersUL-List
	
	

	  }
	
	
	

	  rf-Parameters SEQUENCE {
	
	
	

	    supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	1 Entry
	
	

	      bandNR[1]
	FreqBandIndicatorNR
	
	

	      modifiedMPR-Behaviour[1]
	[Not checked]
	
	

	      maxChannelBW-PerCC[1]
	[Not checked]
	
	

	      mimo-ParametersPerBand[1] SEQUENCE {
	
	
	

	        timeDurationForQCL SEQUENCE {
	
	
	

	          scs-60kHz
	[Not checked]
	
	

	          sch-120kHz
	[Not checked]
	
	

	        }
	
	
	

	        maxNumberMIMO-LayersPDSCH
	MIMO-LayersDL
	
	

	        maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	        maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	        maxNumberConfiguredTCIstates
	[Not checked]
	
	

	        maxNumberActiveTCI-PerCC
	[Not checked]
	
	

	        pusch-TransCoherence
	[Not checked]
	
	

	        beamCorrespondence
	[Not checked]
	
	

	        periodicBeamReport
	[Not checked]
	
	

	        aperiodicBeamReport
	[Not checked]
	
	

	        sp-BeamReportPUCCH
	[Not checked]
	
	

	        sp-BeamReportPUSCH
	[Not checked]
	
	

	        beamManagementSSB-CSI-RS SEQUENCE {
	
	
	

	          maxNumberSSB-CSI-RS-ResourceOneTx
	[Not checked]
	
	

	          maxNumberSSB-CSI-RS-ResourceTwoTx
	[Not checked]
	
	

	          supportedCSI-RS-Density
	[Not checked]
	
	

	        }
	
	
	

	        maxNumberRxBeam
	[Not checked]
	
	

	        maxNumberRxTxBeamSwitchDL SEQUENCE {
	
	
	

	          scs-15kHz
	[Not checked]
	
	

	          scs-30kHz
	[Not checked]
	
	

	          scs-60kHz
	[Not checked]
	
	

	          scs-120kHz
	[Not checked]
	
	

	          scs-240kHz
	[Not checked]
	
	

	        }
	
	
	

	        maxNumberNonGroupBeamReporting
	[Not checked]
	
	

	        groupBeamReporting
	[Not checked]
	
	

	        uplinkBeamManagement SEQUENCE {
	
	
	

	          maxNumberSRS-ResourcePerSet
	[Not checked]
	
	

	          maxNumberSRS-ResourceSet
	[Not checked]
	
	

	        }
	
	
	

	        maxNumberCSI-RS-BFR
	[Not checked]
	
	

	        maxNumberSSB-BFR
	[Not checked]
	
	

	        maxNumberCSI-RS-SSB-BFR
	[Not checked]
	
	

	        twoPortsPTRS
	[Not checked]
	
	

	        supportedSRS-Resources SEQUENCE {
	
	
	

	          maxNumberAperiodicSRS-PerBWP
	[Not checked]
	
	

	          maxNumberAperiodicSRS-PerBWP-PerSlot
	[Not checked]
	
	

	          maxNumberPeriodicSRS-PerBWP
	[Not checked]
	
	

	          maxNumberPeriodicSRS-PerBWP-PerSlot
	[Not checked]
	
	

	          maxNumberSemiPersitentSRS-PerBWP
	[Not checked]
	
	

	          maxNumberSP-SRS-PerBWP-PerSlot
	[Not checked]
	
	

	          maxNumberSRS-Ports-PerResource
	[Not checked]
	
	

	        }
	
	
	

	        srs-TxSwitch SEQUENCE {
	
	
	

	          supportedSRS-TxPortSwitch
	[Not checked]
	
	

	          txSwitchImpactToRx

	[Not checked]
	
	

	        }
	
	
	

	        maxNumberSimultaneousSRS-PerCC
	[Not checked]
	
	

	        lowLatencyCSI-Feedback
	[Not checked]
	
	

	      }
	
	
	

	      extendedCP[1]
	[Not checked]
	
	

	      phaseCoherenceUL[1]
	[Not checked]
	
	

	      scellWithoutSSB[1]
	[Not checked]
	
	

	      csi-RS-MeasSCellWithoutSSB[1]
	[Not checked]
	
	

	      srs-AssocCSI-RS[1]
	[Not checked]
	
	

	      type1-3-CSS[1]
	[Not checked]
	
	

	      multipleTCI[1]
	[Not checked]
	
	

	      pdcchMonitoringAnyOccasions[1]
	[Not checked]
	
	

	      ue-SpecificUL-DL-Assignment[1]
	[Not checked]
	
	

	      pdsch-DifferentTB-PerSlot[1] SEQUENCE {
	
	
	

	        scs-15kHz
	[Not checked]
	
	

	        scs-30kHz
	[Not checked]
	
	

	        scs-60kHz
	[Not checked]
	
	

	        scs-120kHz
	[Not checked]
	
	

	      }
	
	
	

	      pusch-DifferentTB-PerSlot[1] SEQUENCE {
	
	
	

	        scs-15kHz
	[Not checked]
	
	

	        scs-30kHz
	[Not checked]
	
	

	        scs-60kHz
	[Not checked]
	
	

	        scs-120kHz
	[Not checked]
	
	

	      }
	
	
	

	      bwp-SameNumerology[1]
	[Not checked]
	
	

	      bwp-DiffNumerology[1]
	[Not checked]
	
	

	      twoPUCCH-Group[1]
	[Not checked]
	
	

	      diffNumerologyAcrossPUCCH-Group[1]
	[Not checked]
	
	

	      diffNumerologyWithinPUCCH-Group[1]
	[Not checked]
	
	

	      crossCarrierScheduling[1]
	[Not checked]
	
	

	      supportedNumberTAG[1]
	[Not checked]
	
	

	      simultaneousTxSUL-NonSUL[1]
	[Not checked]
	
	

	      searchSpaceSharingCA-DL[1]
	[Not checked]
	
	

	      searchSpaceSharingCA-UL[1]
	[Not checked]
	
	

	      pdsch-256QAM-FR2[1]
	[Not checked]
	
	

	      pusch-256QAM[1]
	[Not checked]
	
	

	    }
	
	
	

	    supportedBandCombination
	BandCombinationList
	
	

	    bandCombinationParametersUL-List
	BandCombinationParametersUL-List
	
	

	  }
	
	
	

	  measParameters SEQUENCE {
	
	
	

	    measParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	[Not checked]
	
	

	      eventA-MeasAndReport
	[Not checked]
	
	

	    }
	
	
	

	    measParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	[Not checked]
	
	

	      csi-SINR-Meas
	[Not checked]
	
	

	      csi-RS-RLM
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	[Not checked]
	
	

	      logicalChannelSR-DelayTimer
	[Not checked]
	
	

	      longDRX-Cycle
	[Not checked]
	
	

	      shortDRX-Cycle
	[Not checked]
	
	

	      multipleSR-Configurations
	[Not checked]
	
	

	      multipleConfiguredGrantConfigurations
	[Not checked]
	
	

	    }
	
	
	

	    measParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	[Not checked]
	
	

	      eventA-MeasAndReport

	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	[Not checked]
	
	

	      logicalChannelSR-DelayTimer
	[Not checked]
	
	

	      longDRX-Cycle
	[Not checked]
	
	

	      shortDRX-Cycle
	[Not checked]
	
	

	      multipleSR-Configurations
	[Not checked]
	
	

	      multipleConfiguredGrantConfigurations
	[Not checked]
	
	

	    }
	
	
	

	    measParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	[Not checked]
	
	

	      eventA-MeasAndReport

	[Not checked]
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      twoFL-DMRS
	[Not checked]
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	[Not checked]
	
	

	      supportedDMRS-TypeDL
	[Not checked]
	
	

	      supportedDMRS-TypeUL
	[Not checked]
	
	

	      semiOpenLoopCSI
	[Not checked]
	
	

	      csi-ReportWithoutPMI
	[Not checked]
	
	

	      csi-ReportWithCRI
	[Not checked]
	
	

	      csi-ReportWithoutCQI
	[Not checked]
	
	

	      onePortsPTRS
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      pucch-F2-WithFH
	[Not checked]
	
	

	      pucch-F3-WithFH
	[Not checked]
	
	

	      pucch-F4-WithFH
	[Not checked]
	
	

	      freqHoppingPUCCH-F0-2
	[Not checked]
	
	

	      freqHoppingPUCCH-F1-3-4
	[Not checked]
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	[Not checked]
	
	

	      uci-CodeBlockSegmentation
	[Not checked]
	
	

	      onePUCCH-LongAndShortFormat
	[Not checked]
	
	

	      twoPUCCH-AnyOthersInSlot
	[Not checked]
	
	

	      intraSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      pusch-LBRM
	[Not checked]
	
	

	      pdcch-BlindDetectionCA
	[Not checked]
	
	

	      tpc-PUSCH-RNTI
	[Not checked]
	
	

	      tpc-PUCCH-RNTI
	[Not checked]
	
	

	      tpc-SRS-RNTI
	[Not checked]
	
	

	      absoluteTPC-Command
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	      pusch-HalfPi-BPSK
	[Not checked]
	
	

	      pucch-F3-4-HalfPi-BPSK
	[Not checked]
	
	

	      oneSymbolGP-TDD
	[Not checked]
	
	

	      almostContiguousCP-OFDM-UL
	[Not checked]
	
	

	    }
	
	
	

	    measParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	[Not checked]
	
	

	      csi-SINR-Meas
	[Not checked]
	
	

	      csi-RS-RLM
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	[Not checked]
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      twoFL-DMRS
	[Not checked]
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	[Not checked]
	
	

	      supportedDMRS-TypeDL
	[Not checked]
	
	

	      supportedDMRS-TypeUL
	[Not checked]
	
	

	      semiOpenLoopCSI
	[Not checked]
	
	

	      csi-ReportWithoutPMI
	[Not checked]
	
	

	      csi-ReportWithCRI
	[Not checked]
	
	

	      csi-ReportWithoutCQI
	[Not checked]
	
	

	      onePortsPTRS
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      pucch-F2-WithFH
	[Not checked]
	
	

	      pucch-F3-WithFH
	[Not checked]
	
	

	      pucch-F4-WithFH
	[Not checked]
	
	

	      freqHoppingPUCCH-F0-2
	[Not checked]
	
	

	      freqHoppingPUCCH-F1-3-4
	[Not checked]
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	[Not checked]
	
	

	      uci-CodeBlockSegmentation
	[Not checked]
	
	

	      onePUCCH-LongAndShortFormat
	[Not checked]
	
	

	      twoPUCCH-AnyOthersInSlot
	[Not checked]
	
	

	      intraSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      pusch-LBRM
	[Not checked]
	
	

	      pdcch-BlindDetectionCA
	[Not checked]
	
	

	      tpc-PUSCH-RNTI
	[Not checked]
	
	

	      tpc-PUCCH-RNTI
	[Not checked]
	
	

	      tpc-SRS-RNTI
	[Not checked]
	
	

	      absoluteTPC-Command
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	      pusch-HalfPi-BPSK
	[Not checked]
	
	

	      pucch-F3-4-HalfPi-BPSK
	[Not checked]
	
	

	      oneSymbolGP-TDD
	[Not checked]
	
	

	      almostContiguousCP-OFDM-UL
	[Not checked]
	
	

	    }
	
	
	

	    measParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	[Not checked]
	
	

	      csi-SINR-Meas
	[Not checked]
	
	

	      csi-RS-RLM
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	[Not checked]
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	  }
	
	
	

	}
	
	
	


