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<Start of first modified section>

4.6.3
Radio resource control information elements

<<<Skipped text>>>

–
BWP
Table [4.6.3-n]: BWP

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP ::= SEQUENCE {
	
	
	

	  locationAndBandwidth
	0
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  cyclicPrefix
	Not present
	
	

	}
	
	
	

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  bwp-Common
	[BWP-UplinkCommon]
	
	

	  bwp-Dedicated
	[BWP-UplinkDedicated]
	
	

	}
	
	
	

	BWP-UplinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  rach-ConfigCommon CHOICE {
	
	
	

	    setup
	RACH-ConfigCommon
	
	

	  }
	
	
	

	  pusch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUSCH-ConfigCommon
	
	

	  }
	
	
	

	  pucch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUCCH-ConfigCommon
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  bwp-Common SEQUENCE {
	
	
	

	    genericParameters
	BWP
	
	

	    pdcch-ConfigCommon CHOICE {
	
	
	

	      setup 
	PDCCH-ConfigCommon
	
	

	    }
	
	
	

	    pdsch-ConfigCommon CHOICE {
	
	
	

	      setup 
	PDSCH-ConfigCommon
	
	

	    }
	
	
	

	  }
	
	
	

	  bwp-Dedicated SEQUENCE {
	
	
	

	    pdcch-Config CHOICE {
	
	
	

	      setup 
	PDCCH-Config
	
	

	    }
	
	
	

	    pdsch-Config CHOICE {
	
	
	

	      setup 
	PDSCH-Config
	
	

	    }
	
	
	

	    sps-Config
	Not present
	
	

	    radioLinkMonitoringConfig
	[Not present]
	
	

	  }
	
	
	

	}
	
	
	


–
CellGroupConfig
Table [4.6.3-n]: CellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    logicalChannelIdentity[1]
	1
	
	

	    servedRadioBearer[1] CHOICE {
	
	
	

	      drb-Identity
	DRB-Identity
	
	

	    }
	
	
	

	    reestablishRLC[1]
	Not present
	
	

	    RLC-Config[1]
	RLC-Config using condition AM.
	
	

	    mac-LogicalChannelConfig[1]
	LogicalChannelConfig using condition HI
	
	AM

	
	LogicalChannelConfig using condition LO
	
	UM

	  }
	
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	  physicalCellGroupConfig SEQUENCE {
	
	
	

	    harq-ACK-SpatialBundlingPUCCH
	[true]
	
	

	    harq-ACK-SpatialBundlingPUSCH
	[true]
	
	

	    p-NR
	P-Max
	
	

	    pdsch-HARQ-ACK-Codebook
	[semiStatic]
	
	

	    tpc-SRS-RNTI
	Not present
	
	

	    tpc-PUCCH-RNTI
	Not present
	
	

	    tpc-PUSCH-RNTI
	Not present
	
	

	    sp-CSI-RNTI
	Not present
	
	

	  }
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	ServCellIndex
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	ms1000
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	Not present
	
	

	      [setup]
	[RLF-TimersAndConstants]
	
	

	    }
	
	
	

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	AM
	RLC AM

	UM
	RLC UM


–
DMRS-DownlinkConfig
Table [4.6.3-n]: DMRS-DownlinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Not present
	
	

	  dmrs-AdditionalPosition
	pos1
	
	FR1_FDD, FR1_TDD

	
	pos0
	
	FR2_TDD

	  dmrs-group1
	[111111110000]
	
	FR1

	
	[111100000000]
	
	FR2

	  dmrs-group2
	Not present
	
	

	  maxLength
	Not present
	
	

	  scramblingID0
	Not present
	
	

	  scramblingID1
	Not present
	
	

	  phaseTrackingRS
	Not present
	
	FR1

	  phaseTrackingRS CHOICE {
	
	
	FR2

	    [setup]
	[PTRS-DownlinkConfig]
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 


–
DMRS-UplinkConfig
Table [4.6.3-n]: DMRS-UplinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Not present
	
	

	  dmrs-AdditionalPosition
	pos1
	
	FR1_FDD, FR1_TDD

	
	pos0
	
	FR2_TDD

	  phaseTrackingRS CHOICE {
	
	
	

	    setup
	PTRS-UplinkConfig
	
	

	  }
	
	
	

	  maxLength
	Not present
	
	

	  transformPrecodingDisabled SEQUENCE {
	
	
	

	
	
	
	

	    scramblingID0
	Not present
	
	

	    scramblingID1
	Not present
	
	

	
	
	
	

	  transformPrecodingEnabled
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 


–
FrequencyInfoDL
Table [4.6.3-n]: FrequencyInfoDL

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoDL::= SEQUENCE {
	
	
	

	  absoluteFrequencySSB
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssb-SubcarrierOffset
	Not present
	
	

	  frequencyBandList
	MultiFrequencyBandListNR
	
	

	 absoluteFrequencyPointA
	ARFCN-ValueNR with condition DL_PointA
	
	

	 scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier
	
	

	  }
	
	
	

	}
	
	
	


–
FrequencyInfoUL
Table [4.6.3-n]: FrequencyInfoUL

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoUL::= SEQUENCE {
	
	
	

	  frequencyBandList
	[MultiFrequencyBandListNR] 
	
	

	  absoluteFrequencyPointA
	[ARFCN-ValueNR with condition UL_PointA] 
	
	

	  scs-SpecificCarriers SEQUENCE (SIZE (1..maxSCSs)) OF {
	[1 entry]
	
	

	SCS-SpecificCarrier[1]
	[SCS-SpecificCarrier]
	
	

	}
	
	
	

	  additionalSpectrumEmission
	[AdditionalSpectrumEmission]
	
	

	  p-Max
	[P-Max]
	
	

	  frequencyShift7p5khz 
	[Not present]
	
	

	}
	
	
	


–
LogicalChannelConfig
Table [4.6.3-n]: LogicalChannelConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	[1]
	
	

	    prioritisedBitRate
	infinity
	
	

	    bucketSizeDuration
	ms50
	
	

	    allowedServingCells
	Not present
	
	

	    allowedSCS-List
	Not present
	
	

	
	
	
	

	
	
	
	

	    maxPUSCH-Duration
	Not present
	
	

	    configuredGrantType1Allowed
	Not present
	
	

	    logicalChannelGroup
	[1]
	
	HI

	
	[2]
	
	LO

	    schedulingRequestID
	Not present
	
	

	    logicalChannelSR-Mask
	false
	
	

	    logicalChannelSR-DelayTimerApplied
	false
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority


–
MAC-CellGroupConfig
Table [4.6.3-n]: MAC-CellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    [setup]
	[DRX-Config]
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config
	
	

	  bsr-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	[sf1]
	
	

	    retxBSR-Timer
	[sf80]
	
	

	    logicalChannelSR-DelayTimer
	[Not present]
	
	

	  }
	
	
	

	  tag-Config SEQUENCE {
	
	
	

	    tag-ToReleaseList
	Not present
	
	

	    tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF SEQUENCE {
	1 entry
	
	

	      tag-Id
	0
	
	

	      timeAlignmentTimer
	[infinity]
	
	

	    }
	
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      phr-PeriodicTimer
	[sf10]
	
	

	      phr-ProhibitTimer
	[sf0]
	
	

	      phr-Tx-PowerFactorChange
	[dB1]
	
	

	      multiplePHR
	[true]
	
	

	      phr-Type2PCell
	false
	
	

	      phr-Type2OtherCell
	false
	
	

	      phr-ModeOtherCG
	real
	
	

	    }
	
	
	

	  }
	
	
	

	  skipUplinkTxDynamic
	false
	
	

	  cs-RNTI
	[Not present]
	
	

	}
	
	
	

	DRX-Config ::= SEQUENCE {
	
	
	

	  drx-onDurationTimer CHOICE {
	
	
	

	    milliSeconds
	[ms6]
	
	

	  }
	
	
	

	  drx-InactivityTimer

	[ms1280]
	
	

	  drx-HARQ-RTT-TimerDL
	[56]
	
	

	  drx-HARQ-RTT-TimerUL
	[56]
	
	

	  drx-RetransmissionTimerDL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	  drx-RetransmissionTimerUL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	  drx-LongCycleStartOffset CHOICE {
	
	
	

	  ms10240
	[0]
	
	

	  }
	
	
	

	  shortDRX
	[not present]
	
	

	  drx-SlotOffset
	[0]
	
	

	}
	
	
	


–
P-Max
Table [4.6.3-n]: P-Max

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	[23]
	
	FR1

	
	[26]
	
	FR2


–
PDCCH-ConfigCommon
Table [4.6.3-n]: PDCCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  commonControlResourcesSets SEQUENCE (SIZE(1..2)) OF {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet
	
	

	  }
	
	
	

	  commonSearchSpaces SEQUENCE(SIZE (1..4)) OF {
	[1 entry]
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	
	

	  }
	
	
	

	  searchSpaceSIB1
	Not present
	
	

	  searchSpaceOtherSystemInformation
	Not present
	
	

	  pagingSearchSpace
	Not present
	
	

	
	
	
	

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


–
PDSCH-ConfigCommon
Table [4.6.3-n]: PDSCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pdsch-TimeDomainAllocationList
	PDSCH-TimeDomainResourceAllocationList
	
	

	}
	
	
	


–
PDSCH-Config
Table [4.6.3-n]: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	0
	
	

	  dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF {
	1 entry
	
	

	    TCI-State[1]
	TCI-State
	
	

	  }
	
	
	

	  tci-StatesToReleaseList
	Not present
	
	

	  vrb-ToPRB-Interleaver
	n2
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	  pdsch-TimeDomainAllocationList
	Not present
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rateMatchPatternToAddModList SEQUENCE(SIZE (1.. maxNrofRateMatchPatterns)) OF {
	1 entry
	
	

	  RateMatchPattern[1]
	RateMatchPattern
	
	

	  }
	
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  rateMatchPatternGroup1
	Not present
	
	

	  rateMatchPatternGroup2
	[Not present]
	
	

	  rbg-Size
	config1
	
	

	  mcs-Table
	qam256
	
	FR1

	
	qam64
	
	FR2

	  maxNrofCodeWordsScheduledByDCI
	n2
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	wideband
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	Not present
	
	

	  zp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList SEQUENCE(SIZE (1.. maxNrofZP-CSI-RS-Resource-Sets)) OF {
	1 entry
	
	

	  ZP-CSI-RS-ResourceSet[1]
	ZP-CSI-RS-ResourceSet
	
	

	  }
	
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
	
	
	


–
PDSCH-ServingCellConfig
Table [4.6.3-n]: PDSCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  xOverhead
	[xOh6]
	
	

	  nrofHARQ-ProcessesForPDSCH
	[n16]
	
	

	  pucch-Cell
	[ServCellIndex]
	
	

	}
	
	
	


–
PDSCH-TimeDomainResourceAllocationList
Table [4.6.3-n]: PDSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF {
	[2 entries]
	
	FR1

	  PDSCH-TimeDomainResourceAllocation[1]  SEQUENCE {
	
	Start symbol(S)=0, Length(L)=14
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[0011011]
	
	

	  }
	
	
	

	  PDSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	S=0, L=6
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[1000110]
	
	

	  }
	
	
	

	}
	
	
	

	PDSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF {
	[1 entry]
	
	FR2

	  PDSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	S=0, L=14
	

	    k0
	[Not present]
	
	

	    mappingType
	[typeA]
	
	

	    startSymbolAndLength
	[0011011]
	
	

	  }
	
	
	

	}
	
	
	


–
PRB-Id
Table [4.6.3-n]: PRB-Id

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRB-Id
	0
	
	

	
	Set to value of the number of RBs - 1  correspondent to 10 MHz channel bandwidth in clause 4.3.1 for the carrier and subcarrier under test.
	
	secondHopPRB


	Condition
	Explanation

	secondHopPRB
	The IE secondHopPRB in PUCCH-Resource is now set.


–
PTRS-DownlinkConfig
Table [4.6.3-n]: PTRS-DownlinkConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  frequencyDensity
	FFS
	Waiting for RAN4 decision.
	

	  timeDensity
	FFS
	Waiting for RAN4 decision.
	

	  epre-RatioPort1
	[0]
	
	

	  epre-RatioPort2
	[Not present]
	
	

	  resourceElementOffset 
	[Not present]
	
	

	}
	
	
	


–
PUCCH-Config
Table [4.6.3-n]: PUCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  resourceSetToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-ResourceSets)) OF SEQUENCE {
	4 entries
	
	

	    {
	
	
	

	      pucch-ResourceSetId[1]
	0
	
	

	      resourceList[[1] SEQUENCE (SIZE (0..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 enties
	
	

	        PUCCH-ResourceId[1]
	0
	
	

	        PUCCH-ResourceId[2]
	1
	
	

	        PUCCH-ResourceId[3]
	2
	
	

	        PUCCH-ResourceId[4]
	3
	
	

	        PUCCH-ResourceId[5]
	4
	
	

	        PUCCH-ResourceId[6]
	5
	
	

	        PUCCH-ResourceId[7]
	6
	
	

	        PUCCH-ResourceId[8]
	7
	
	

	      }
	
	
	

	      maxPayloadMinus1[1]
	256
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceSetId[2]
	1
	
	

	      resourceList[2] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      maxPayloadMinus1[2]
	256
	
	

	      pucch-ResourceSetId[3]
	2
	
	

	      resourceList[3] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      maxPayloadMinus1[3]
	256
	
	

	      pucch-ResourceSetId[4]
	3
	
	

	      resourceList[4] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	      maxPayloadMinus1[4]
	256
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceSetToReleaseList
	Not present
	
	

	  resourceToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-Resources)) OF SEQUENCE {
	[16 entries]
	
	

	    {
	
	
	

	      pucch-ResourceId[1]
	0
	
	

	      startingPRB[1]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[1]
	enabled
	
	

	      secondHopPRB[1]
	PRB-Id with condition secondHopPRB
	
	

	      format[1] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	[0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[2]
	1
	
	

	      startingPRB[2]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[2]
	enabled
	
	

	      secondHopPRB[2]
	PRB-Id with condition secondHopPRB
	
	

	      format[2] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[3]
	2
	
	

	      startingPRB[3]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[3]
	enabled
	
	

	      secondHopPRB[3]
	PRB-Id with condition secondHopPRB
	
	

	      format[3] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[4]
	3
	
	

	      startingPRB[4]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[4]
	enabled
	
	

	      secondHopPRB[4]
	PRB-Id with condition secondHopPRB
	
	

	      format[4] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[5]
	4
	
	

	      startingPRB[5]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[5]
	enabled
	
	

	      secondHopPRB[5]
	PRB-Id with condition secondHopPRB
	
	

	      format[5] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[6]
	5
	
	

	      startingPRB[6]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[6]
	enabled
	
	

	      secondHopPRB[6]
	PRB-Id with condition secondHopPRB
	
	

	      format[6] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[7]
	6
	
	

	      startingPRB[7]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[7]
	enabled
	
	

	      secondHopPRB[7]
	PRB-Id with condition secondHopPRB
	
	

	      format[7] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[8]
	7
	
	

	      startingPRB[8]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[8]
	enabled
	
	

	      secondHopPRB[8]
	PRB-Id with condition secondHopPRB
	
	

	      format[8] CHOICE {
	
	
	

	        format1 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	          timeDomainOCC
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[9]
	8
	
	

	      startingPRB[9]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[9]
	enabled
	
	

	      secondHopPRB[9]
	PRB-Id with condition secondHopPRB
	
	

	      format[9] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[10]
	9
	
	

	      startingPRB[10]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[10]
	enabled
	
	

	      secondHopPRB[10]
	PRB-Id with condition secondHopPRB
	
	

	      format[10] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[11]
	10
	
	

	      startingPRB[11]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[11]
	enabled
	
	

	      secondHopPRB[11]
	PRB-Id with condition secondHopPRB
	
	

	      format[11] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[12]
	11
	
	

	      startingPRB[12]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[12]
	enabled
	
	

	      secondHopPRB[12]
	PRB-Id with condition secondHopPRB
	
	

	      format[12] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[13]
	12
	
	

	      startingPRB[13]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[13]
	enabled
	
	

	      secondHopPRB[13]
	PRB-Id with condition secondHopPRB
	
	

	      format[13] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[14]
	13
	
	

	      startingPRB[14]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[14]
	enabled
	
	

	      secondHopPRB[14]
	PRB-Id with condition secondHopPRB
	
	

	      format[14] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBsinitial
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[15]
	14
	
	

	      startingPRB[15]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[15]
	enabled
	
	

	      secondHopPRB[15]
	PRB-Id with condition secondHopPRB
	
	

	      format[15] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[16]
	15
	
	

	      startingPRB[16]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[16]
	enabled
	
	

	      secondHopPRB[16]
	PRB-Id with condition secondHopPRB
	
	

	      format[16] CHOICE {
	
	
	

	        format4 SEQUENCE {
	
	
	

	          nrofSymbols
	14
	
	

	          occ-Length
	n2
	
	

	          occ-Index
	n0
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceToReleaseList
	Not present
	
	

	  format1CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format3 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format4 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2PBSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestResourceToAddModList SEQUENCE (SIZE (1..maxNrofSR-Resources)) OF SEQUENCE {
	1 entry
	
	

	    SchedulingRequestResourceConfig[1]
	SchedulingRequestResourceConfig
	
	

	  }
	
	
	

	  schedulingRequestResourceToReleaseList
	Not present
	
	

	  multi-CSI-PUCCH-ResourceList
	Not present
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF {
	
	
	

	    INTEGER[1]
	2
	
	

	    INTEGER[2]
	3
	
	

	    INTEGER[3]
	4
	
	

	    INTEGER[4]
	5
	
	

	    INTEGER[5]
	6
	
	

	    INTEGER[6]
	7
	
	

	    INTEGER[7]
	8
	
	

	    INTEGER[8]
	9
	
	

	  }
	
	
	

	  spatialRelationInfoToAddModList
	Not present
	
	

	  spatialRelationInfoToReleaseList
	Not present
	
	

	  pucch-PowerControl
	PUCCH-PowerControl
	
	

	}
	
	
	


–
PUCCH-ConfigCommon
Table [4.6.3-n]: PUCCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pucch-ResourceCommon
	[Not present]
	
	

	  pucch-GroupHopping
	neither
	
	

	  hoppingId
	Not present
	
	

	  p0-nominal
	90
	
	

	}
	
	
	


–
PUCCH-PathlossReferenceRS-Id
Table 4.6.3-86: PUCCH-PathlossReferenceRS-Id

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PathlossReferenceRS-Id
	0
	
	


–
PUCCH-PowerControl
Table [4.6.3-n]: PUCCH-PowerControl

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PowerControl ::= SEQUENCE {
	
	
	

	  deltaF-PUCCH-f0
	0
	
	

	  deltaF-PUCCH-f1
	0
	
	

	  deltaF-PUCCH-f2
	0
	
	

	  deltaF-PUCCH-f3
	[0]
	
	

	  deltaF-PUCCH-f4
	0
	
	

	  p0-Set
	Not present
	
	

	  pathlossReferenceRSs SEQUENCE (SIZE (1..maxNrofPUCCH-PathlossReferenceRSs)) OF SEQUENCE {
	1 entry
	
	

	    pucch-PathlossReferenceRS-Id[1]
	PUCCH-PathlossReferenceRS-Id
	
	

	    referenceSignal CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	  }
	
	
	

	  twoPUCCH-PC-AdjustmentStates
	Not present
	
	

	}
	
	
	


–
PUCCH-TPC-CommandConfig
Table [4.6.3-n]: PUCCH-TPC-CommandConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
PUSCH-Config
Table [4.6.3-n]: PUSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	0
	
	

	  txConfig
	codebook
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA
	Not present
	
	

	
	
	
	

	
	
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	  pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor

	Not present
	
	

	  mcs-Table
	qam256
	
	FR1

	
	Not present
	
	FR2

	  mcs-TableTransformPrecoder
	qam256
	
	FR1

	
	Not present
	
	FR2

	  transformPrecoder
	enabled
	
	

	  codebookSubset
	nonCoherent
	
	

	  maxRank
	2
	
	

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	  setup
	UCI-OnPUSCH
	
	

	  }
	
	
	

	
	
	
	

	}
	
	
	

	UCI-OnPUSCH ::= SEQUENCE {
	
	
	

	  betaOffsets CHOICE {
	
	
	

	    semiStatic
	BetaOffsets
	
	

	  }
	
	
	

	  scaling
	f1
	
	

	}
	
	
	

	BetaOffsets ::= SEQUENCE {
	
	
	

	  betaOffsetACK-Index1
	9
	
	

	  betaOffsetACK-Index2
	9
	
	

	  betaOffsetACK-Index3
	9
	
	

	  betaOffsetCSI-Part1-Index1
	6
	
	

	  betaOffsetCSI-Part1-Index2
	6
	
	

	  betaOffsetCSI-Part2-Index1

	6
	
	

	  betaOffsetCSI-Part2-Index2

	6
	
	

	}
	
	
	


–
PUSCH-ConfigCommon
Table [4.6.3-n]: PUSCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  groupHoppingEnabledTransformPrecoding
	enabled
	
	

	  pusch-TimeDomainAllocationList 
	 PUSCH-TimeDomainResourceAllocationList
	
	

	
	
	
	

	
	
	
	

	  msg3-DeltaPreamble
	1
	
	

	  p0-NominalWithGrant
	-90
	
	

	}
	
	
	


–
PUSCH-PowerControl
Table [4.6.3-n]: PUSCH-PowerControl

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	[Not present]
	
	

	  msg3-Alpha
	alpha08
	
	

	  p0-NominalWithoutGrant
	-90
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    p0-PUSCH-AlphaSetId
	0
	
	

	    p0
	0
	
	

	    alpha
	alpha08
	
	

	  }
	
	
	

	  pathlossReferenceRSToAddModList
	1 entry
	
	

	    PUSCH-PathlossReferenceRS[1]
	PUSCH-PathlossReferenceRS
	
	

	  }
	
	
	

	  pathlossReferenceRSToReleaseList
	[Not present]
	
	

	  twoPUSCH-PC-AdjustmentStates
	Not present
	
	

	  deltaMCS
	Not present
	
	

	  sri-PUSCH-MappingToAddModList SEQUENCE (SIZE (1..maxNrofSRI-PUSCH-Mappings)) OF SEQUENCE {
	[1 entry]
	
	

	    sri-PUSCH-PowerControlId
	0
	
	

	    sri-PUSCH-PathlossReferenceRS-Id
	0
	
	

	    sri-P0-PUSCH-AlphaSetId
	0
	
	

	    sri-PUSCH-ClosedLoopIndex
	i0
	
	

	  }
	
	
	

	  sri-PUSCH-MappingToReleaseList
	Not present
	
	

	}
	
	
	

	PUSCH-PathlossReferenceRS SEQUENCE (
	
	
	

	  pusch-PathlossReferenceRS-Id
	0
	
	

	  referenceSignal CHOICE{
	
	
	

	    ssb-Index
	SSB-Index
	
	

	  }
	
	
	

	}
	
	
	


–
PUSCH-ServingCellConfig
Table [4.6.3-n]: PUSCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  rateMatching
	[limitedBufferRM]
	
	

	  xOverhead
	Not present
	
	

	}
	
	
	


–
PUSCH-TimeDomainResourceAllocationList
Table [4.6.3-74]: PUSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF SEQUENCE {
	1 entry
	
	

	  k2[1]
	n7
	
	FR1

	
	n4
	
	FR2

	  mappingType
	typeB
	
	

	  startSymbolAndLength
	0011011
	
	FR1

	
	0001110
	
	FR2

	}
	
	
	


–
PUSCH-TPC-CommandConfig
Table [4.6.3-n]: PUSCH-TPC-CommandConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	  tpc-Index
	[Not present]
	
	

	  tpc-IndexSUL
	[Not present]
	
	

	  targetCell
	[Not present]
	
	

	}
	
	
	


–
RateMatchPattern
Table [4.6.3-n]: RateMatchPattern

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPattern ::= SEQUENCE {
	
	
	

	  rateMatchPatternId
	RateMatchPatternId
	
	

	  patternType CHOICE {
	
	
	

	    [controlResourceSet]
	[ControlResourceSetId]
	
	

	  },
	
	
	

	  subcarrierSpacing
	[SubcarrierSpacing]
	
	

	  mode 
	[semiStatic]
	
	

	}
	
	
	


–
RateMatchPatternId
Table [4.6.3-n]: RateMatchPatternId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RateMatchPatternId
	[0]
	
	


–
RLC-Config
Table [4.6.3-n]: RLC-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	AM

	    ul-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      pollPDU
	[p32768]
	
	

	      pollByte
	[mB18]
	
	

	      maxRetxThreshold
	[t8]
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	  am SEQUENCE {
	
	9.2.1.3 /TS 36.331
	SRB3

	    ul-AM-RLC SEQUENCE {
	
	
	

	         sn-FieldLength
	[size18]
	
	

	         t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	         pollPDU
	[p32768]
	
	

	         pollByte
	[mB18]
	
	

	         maxRetxThreshold
	[t8]
	
	

	      }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	SRB3
	Establishment of SRB3


–
RLF-TimersAndConstants
Table [4.6.3-n]: RLF-TimersAndConstants

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLF-TimersAndConstants ::= SEQUENCE {
	
	
	

	  t310
	[ms1000]
	
	

	  n310 
	[n1]
	
	

	  n311 
	[n1]
	
	

	}
	
	
	


–
SCS-SpecificCarrier
Table [4.6.3-n]: SCS-SpecificCarrier

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SCS-SpecificCarrier ::= SEQUENCE {
	
	
	

	  offsetToCarrier
	Set to value of offset point to carrier in clause 4.3.1 for the carrier and subcarrier spacing under test.
	
	

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  k0
	Set to value of k0 in clause 4.3.1 for the carrier and subcarrier spacing under test.
	
	

	  carrierBandwidth
	Set to value of the number of RBs correspondent to 10 MHz channel bandwidth in clause 4.3.1 for the carrier and subcarrier under test.
	
	

	
	
	
	

	}
	
	
	


–
SchedulingRequestResourceConfig
Table [4.6.3-n]: SchedulingRequestResourceConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  schedulingRequestResourceId
	SchedulingRequestResourceId
	
	

	  schedulingRequestID
	[0]
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sym2
	[NULL]
	
	

	  }
	
	
	

	  resource
	[0]
	
	

	}
	
	
	


–
TCI-State
Table [4.6.3-n]: TCI-State

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	TCI-StateId
	
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    cell
	Not present
	
	

	    bwp-Id
	Not present
	
	

	    referenceSignal CHOICE {
	
	
	

	      ssb
	SSB-Index
	
	

	    }
	
	
	

	    qcl-Type
	typeD
	
	

	  }
	
	
	

	  qcl-Type2
	Not present
	
	

	  nrofPTRS-Ports
	n1
	
	

	}
	
	
	


–
TCI-StateId
Table [4.6.3-n]: TCI-StateId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TCI-StateId
	0
	
	


–
TDD-UL-DL-Config
Table [4.6.3-n]: TDD-UL-DL-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	[SubcarrierSpacing]
	
	

	  dl-UL-TransmissionPeriodicity 
	[ms5]
	
	FR1

	
	[ms0p625]
	
	FR2

	  nrofDownlinkSlots
	[7]
	
	FR1

	
	[4]
	
	FR2

	  nrofDownlinkSymbols
	[6]
	
	FR1

	
	[12]
	
	FR2

	  nrofUplinkSlots
	[2]
	
	FR1

	
	[1]
	
	FR2

	  nrofUplinkSymbols
	[4]
	
	FR1

	
	[0]
	
	FR2

	}
	
	
	


<End of modified section>
