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<<Beginning of changes>>
3A.4.1.2
Principle of testing

3A.4.1.2.1
Single carrier tests

For 4RX capable UEs supporting at least one 2RX band (see note), the, all single carrier tests specified in section 4 to 8 shall be tested on any band where 2RX is supported with the antenna connection specified in 3A.4.1.2.3. For single carrier tests specified in section 9, all tests shall be tested with the antenna connection specified in 3A.4.1.2.3 for bands where 2RX is supported, and the antenna connection specified in 3A.4.1.2.4 for bands where 4RX is supported.

For 4RX capable UEs which do not support any 2RX band (see note), all tests specified in sections 4 to 9 shall be tested using the antenna connection specified in section 3A.4.1.2.4. For radio link monitoring tests, the SNR levels are modified according to table 3A.4.1.2.1-1 and table 3A.4.1.2.1-2.
Note: The band capability of the 4Rx UEs and corresponding test case applicability needs to be determined separately per frame structure {FDD, TDD, FS3}
Table 3A.4.1.2.1-1: Modified parameters for RLM out of sync testing with 4 RX antenna connection

	Test case
	SNR during T3 (dB)

	
	Test 1
	Test 2
	Test 3
	Test 4

	7.3.1_1
	-17
	-17
	-15
	-15.7

	7.3.3_1
	-16.6
	-16.7
	-14.8
	-15.4

	7.3.5_1
	-15.7
	-17
	N/A
	N/A

	7.3.7_1
	-15.4
	-16.6
	N/A
	N/A

	7.3.9_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.10_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.13_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.14_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.17_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.18_1 (cell 1)
	Note 1
	N/A
	N/A
	N/A

	7.3.23_1
	-15.7
	N/A
	N/A
	N/A

	Note 1:
For 4Rx capable UEs without any 2Rx supported RF bands, this test can be skipped.
Note 2:      Note 1 applies to RF bands of the same frame structure under test {FDD, TDD, FS3}


Table 3A.4.1.2.1-2: Modified parameters for RLM out of sync single carrier testing with 4 RX antenna connection

	Test case
	SNR during T3 (dB)
	SNR during T4 (dB)

	
	Test 1
	Test 2
	Test 1
	Test 2

	7.3.2_1
	-14
	-15.7
	-9.9
	-10.8

	7.3.4_1
	-14.8
	-15.4
	-9.9
	-10.8

	7.3.6_1
	-17
	N/A
	-12.2
	N/A

	7.3.8_1
	-16.6
	N/A
	-12.6
	N/A

	7.3.11_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.12_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.15_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.16_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.19_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.20_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.21_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.22_1 (cell 1)
	Note 1
	N/A
	Note 1
	N/A

	7.3.24_1
	-15.7
	N/A
	-10.8
	N/A

	7.3.25_1
	-15.7
	N/A
	-10.8
	N/A

	Note 1:
For 4Rx capable UEs without any 2Rx supported RF bands, this test can be skipped.
Note 2:      Note 1 applies to RF bands of the same frame structure under test {FDD, TDD, FS3}


<<End of changes>>
