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< begin of first modification >
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.3 dB, 4.2GHz < f ≤ 6GHz
	

	< many rows skipped >
	
	

	6.2.3_4 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 64QAM
	Same as 6.2.3
	

	6.2.3_5 Maximum Power Reduction (MPR) for UL 256QAM
	Same as 6.2.3
	

	6.2.3_6 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 256QAM
	Same as 6.2.3
	

	6.2.4 UE Maximum Output Power with additional requirements
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.2.4_1 Additional Maximum Power Reduction (A-MPR) for HPUE
	±0.7 dB, f ≤ 3.0GHz
	

	6.2.4_2 Additional Maximum Power Reduction (A-MPR) for UL 64QAM
	Same as 6.2.4
	

	6.2.4_3 Additional Maximum Power Reduction (A-MPR) with PUSCH frequency hopping
	Same as 6.2.4
	

	6.2.4_4 Additional Maximum Power Reduction (A-MPR) for UL 256QAM
	Same as 6.2.4
	

	6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.4 for sum of powers of all CCs
	

	< many rows skipped >
	
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


< end of first modification >
< begin of second modification >
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	< many rows skipped >
	
	
	

	6.2.3_4 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 64QAM
	Same as 6.2.3_3
	Same as 6.2.3_3
	Same as 6.2.3_3

	6.2.3_5 Maximum Power Reduction (MPR) for UL 256QAM
	Power class 3
f ≤ 3.0GHz
256QAM: MPR ≤ 5dB

3.0GHz < f ≤ 4.2GHz
256QAM: MPR ≤ 5dB
	0.7 dB
1.0 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 3:

256QAM: 23dBm +2.7 / - 7.7dB

256QAM: 23dBm +3.0 / - 8.0dB

	6.2.3_6 Maximum Power Reduction (MPR) for Multi-Cluster PUSCH with UL 256QAM
	Power class 3
f ≤ 3.0GHz

256 QAM: MPR = 5.5dB

256 QAM: MPR = 6 dB

256 QAM: MPR = 7 dB

256 QAM: MPR = 7.5dB

3.0GHz < f ≤ 4.2GHz
256 QAM: MPR = 5.5dB

256 QAM: MPR = 6 dB

256 QAM: MPR = 7 dB

256 QAM: MPR = 7.5dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit: +T(PCMAX_H_C) + TT,
Lower limit: -T(PCMAX_L_C) – MPR – TT
PCMAX_H_C = PPowerClass
PCMAX_L_C = PPowerClass-MPR
Power class 3:

256QAM: 23dBm +2.7 / - 11.2dB

256QAM: 23dBm +2.7 / - 11.7dB

256QAM: 23dBm +2.7 / - 12.7dB

256QAM: 23dBm +2.7 / - 13.2dB

256QAM: 23dBm +2.7 / - 11.5dB

256QAM: 23dBm +2.7 / - 12.0dB

256QAM: 23dBm +2.7 / - 13.0dB

256QAM: 23dBm +2.7 / - 13.5dB

	6.2.3A.1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	Power class 3
f ≤ 3.0GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB

MPR = 3dB

MPR = 8.5dB

3.0GHz < f ≤ 4.2GHz
MPR = 0dB
MPR = 1dB

MPR = 2dB

MPR = 3dB

MPR = 8.5dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit: +T(PCMAX_H) + TT,
Lower limit: -T(PCMAX_L ) – MPR – TT
PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-MPR
Power class 3:

23dBm +2.7 / - 2.7dB

23dBm +2.7 / - 3.7dB

23dBm +2.7 / - 4.7dB

23dBm +2.7 / - 6.2dB

23dBm +2.7 / - 14.2dB

23dBm +3.0 / - 4.0dB (+2/-3 limit for B42)
23dBm +3.0 / - 4.0dB

23dBm +3.0 / - 5.0dB

23dBm +3.0 / - 6.5dB

23dBm +3.0 / - 14.5dB

	< many rows skipped >
	
	
	

	6.2.4_3 Additional Maximum Power Reduction (A-MPR) with PUSCH frequency hopping
	Same as 6.2.4
	Same as 6.2.4
	Same as 6.2.4

	6.2.4_4 Additional Maximum Power Reduction (A-MPR) for UL 256QAM
	For the UE maximum output power modified by MPR and A-MPR, the power limits specified in TS 36.101 [2] clause 6.2.5 apply.

For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.

Power class 3:

256QAM: MPR ≤ 5dB

A-MPR values as given by tables in section 6.2.4.3.
	f ≤ 3.0GHz

0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
	Formula:

Upper limit + TT,

A: (UE Maximum Output Power from 6.2.2) - T(PCMAX) - MPR - TT,

B: (UE Maximum Output Power from 6.2.2) - T(PCMAX) - A-MPR - MPR - TT

Power class 3:

Test Requirement Configuration ID versus Formula Above
Network signalled value NS_03

[A]: 1, 3

[B]: 2, 4, 5, 6, 7, 8, 9, 10, 11

Network signalled value NS_04

[A]: 1, (2, 3, 4, 5) if not low range

[B]: (2, 3, 4, 5) for low range

Network signalled value NS_05

[A]: 1, 5, 6

[B]: 2, 3, 4, 7

Network signalled value NS_06

[A]: 1, 2, 3

[B]: None

Network signalled value NS_07

[A]: 2

[B]: 1, 3, 4

Network signalled value NS_08

[A]: 1

[B]: 2, 3

Network signalled value NS_09

[A]: 1

[B]: 2, 3

Network signalled value NS_11

[A]: 3b, 5c, 6c, 8a with high range RB allocation

[B]: 1a, 1b, 2a, 2b, 3a, 3c, 4a, 4b, 4c, 5a, 5b, 6a, 6b, 7a, 7b, 8a with low range RB allocation, 8b, 9a, 9b, 10a, 10b, 11, 12, 13

Network signalled value NS_12

[A]: None

[B]: 1, 2, 3, 4

Network signalled value NS_13

[A]: None

[B]: 1

Network signalled value NS_14

[A]: None

[B]: 1, 2

Network signalled value NS_15

[A]: None

[B]: 1, 2, 3, 4, 5

Network signalled value NS_16

[A]: 1, 2 for FC = 810.0 MHz, 3 for FC = 814.5 MHz

[B]: 2 for FC < 810.0 MHz, 3 for FC < 814.5 MHz, 4

Network signalled value NS_17

[A]: 1, 2

[B]: None

Network signalled value NS_18

[A]: None

[B]: 1, 2, 3, 4

Network signalled value NS_19

[A]: 1, (2, 3, 4) with high range RB allocation

[B]: (2, 3, 4) with low range RB allocation

Network signalled value NS_20

[A]: 1b with high range RB allocation, 1c, 1d, 2c, 2d, 3a with high range RB allocation, 3b, 5a with high range RB allocation

[B]: 1a, 1b with low range RB allocation, 2a, 2b, 3a with low range RB allocation, 4a, 4b, 5a with low range RB allocation, 6a, 7a, 8a, 9a, 10a, 11a

Network signalled value NS_21

[A]: None

[B]: 1

Network signalled value NS_22

[A]: 1, 2

[B]: 3, 4, 5, 6, 7, 8

Network signalled value NS_23

[A]: 1, 2

[B]: None

Network signalled value NS_24

[A]: 1, 3, 5

[B]: 2, 4, 6

Network signalled value NS_25

[A]: 6

[B]: 1, 2, 3, 4, 5

Network signalled value NS_27

[A]: 1, 2

[B]: 3, 4

Network signalled value NS_35

[A]: 1, 2, 3, 4

[B]: None

Network signalled value NS_36

[A]: 2, 4, 6

[B]: 1, 3, 5

	6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	A-MPR values as detailed in core requirement
	Same as 6.2.4
	Formula:

Upper limit: +T(PCMAX_H) + TT,

Lower limit: -T(PCMAX_L )– A-MPR – TT

PCMAX_H = PPowerClass
PCMAX_L = PPowerClass-A-MPR

	< many rows skipped >
	
	
	

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT


< end of second modification >
