PAGE  

3GPP TSG-WG5 Meeting #79
R5-182229
Busan, Republic of Korea, 21st May 2018 – 25th May 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	4146
	rev
	-
	Current version:
	15.1.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Editorial change – Alignment of RMCs in HST TCs 

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	LTE_high_speed-UEConTest
	
	Date:
	2018-04-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The RMC in the test requirements is not aligned to that in the minimum conformance requirements of TCs 8.2.1.9 and 8.2.2.9.

	
	

	Summary of change:
	The RMC has been aligned to that of the minimum conformance requirement.

	
	

	Consequences if not approved:
	The test requirement will remain incorrect and the test case can not be implemented.

	
	

	Clauses affected:
	8.2.1.9.5, 8.2.2.9.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


< Unchanged sections omitted >

8.2.1.9.5
Test requirement

Table 8.2.1.9.3-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.1.9.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.1.9.5-1: Test requirement for UE in HST-SFN scenario (FRC)

	Test number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.87 FDD
	OP.1 FDD
	HST-SFN
	2x2
	70
	13.3+TT
	≥1

	NOTE 1: The requirement defined is based on the normalized channel model.


< Unchanged sections omitted >

8.2.2.9.5
Test requirement

Table 8.2.2.9.3-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.2.9.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.2.9.5-1: Test requirement for UE in HST-SFN scenario (FRC)
	Test number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.87 TDD
	OP.1 TDD
	HST-SFN
	2x2
	70
	13.2+TT
	≥1

	NOTE 1:
Test case applicability is defined in 8.1.2.1.

NOTE 2:
The requirement defined is based on the normalized channel model.


< End of changes >
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