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	Reason for change:
	The release indicated in the UECapabilityInformation-NB is currently not being checked.

	
	

	Summary of change:
	Check the access stratum release is correct according to the applicability of the test case being tested in 36.523-2. 
NOTE: The same text as used in Table 4.6.1-23 (UECapabilityInformation) is applied. 
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8.1.6
NB-IoT Default RRC message and information elements contents

This clause contains the default values of common RRC messages and information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

< Unchanged messages skipped>

–
UECapabilityInformation-NB
Table 8.1.6.1-17: UECapabilityInformation-NB

	Derivation Path: 36.331 clause 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation-NB ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityInformation-r13 SEQUENCE {
	
	
	

	      ue-Capability-Container-r13 SEQUENCE {
	
	
	

	        accessStratumRelease-r13
	Same as indicated in TC applicability of 36.523-2
	
	

	        ue-Category-NB-r13
	Not checked
	
	

	        multipleDRB-r13
	Not checked
	
	

	        pdcp-Parameters-r13
	Not checked
	
	

	        phyLayerParameters-r13 SEQUENCE {
	
	
	

	          multiTone-r13
	Not checked
	
	

	          multiCarrier-r13
	Not checked
	
	

	        }  
	
	
	

	        rf-Parameters-r13
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	      ue-RadioPagingInfo-r13 SEQUENCE {
	
	
	

	        ue-Category-NB-r13
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
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