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<Start of first modified section>
4.6.3
Radio resource control information elements
<<<Skipped text>>>

Table 4.6.3-7: BWP-UplinkDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkDedicated ::= SEQUENCE {
	
	
	

	  pucch-Config CHOICE {
	
	
	

	    Setup
	PUCCH-Config
	
	

	  }
	
	
	

	  pusch-Config CHOICE {
	
	
	

	    Setup
	PUSCH-Config
	
	

	  }
	
	
	

	  configuredGrantConfig CHOICE {
	

	
	

	    setup
	ConfiguredGrantConfig
	
	

	  }
	
	
	

	  srs-Config
	FFS
	
	

	  beamFailureRecoveryConfig
	Not present
	
	

	}
	
	
	


–
ConfiguredGrantConfig
Table [4.6.3-n]: ConfiguredGrantConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ConfiguredGrantConfig ::= SEQUENCE {
	
	
	

	  frequencyHopping
	Not present
	
	

	  cg-DMRS-Configuration
	DMRS-UplinkConfig
	
	

	  mcs-Table
	qam64
	
	

	  mcs-TableTransformPrecoder
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup CHOICE {
	
	
	

	      semiStatic SEQUENCE {
	
	
	

	        betaOffsetACK-Index1
	Not present
	
	

	        betaOffsetACK-Index2
	Not present
	
	

	        betaOffsetACK-Index3
	Not present
	
	

	        betaOffsetCSI-Part1-Index1
	Not present
	
	

	        betaOffsetCSI-Part1-Index2
	Not present
	
	

	        betaOffsetCSI-Part2-Index1
	Not present
	
	

	        betaOffsetCSI-Part2-Index2
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceAllocation
	FFS
	
	

	  rbg-Size
	Not present
	
	

	  powerControlLoopToUse
	FFS
	
	

	  p0-PUSCH-Alpha
	0
	
	

	  transformPrecoder
	Not present
	
	

	  nrofHARQ-Processes
	FFS
	
	

	  repK
	FFS
	
	

	  repK-RV
	Not present
	
	

	  periodicity
	FFS
	
	

	  configuredGrantTimer
	Not present
	
	

	  rrc-ConfiguredUplinkGrant
	FFS
	
	

	}
	
	
	


<End of modified section>
