Page 1



3GPP TSG RAN WG5#79
R5-182422
Busan, South Korea, 21-25 May 2018

	

	Text Proposal

	

	
	38.508-1
	CR
	N/A
	rev
	N/A
	Current version:
	0.4.0
	

	

	

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Editorial update to generic procedures to respect PRD13 and more

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-05-03

	
	
	
	
	

	Category:
	N/A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The generic procedure description do not follow closely the RAN5 agreements recorded in RAN5 PRD13 in regard to specification of conditional behaviour in the test body.

Some redundant empty paragraphs.

Somewhat confusing text in parameter conditions.

Style H6 not used for sub-clauses which we do not want to see in TOC

	
	

	Summary of change:
	The generic procedure description updated to follow closely the RAN5 agreements recorded in RAN5 PRD13 in regard to specification of conditional behaviour in the test body.

Redundant empty paragraphs removed.

Text in parameter conditions modified.

Style H6 applied.

	
	

	Consequences if not approved:
	Test maybe wrongly implemented in TTCN and correct UE may be failed.

Low quality of 3GPP specifications.

	
	

	Clauses affected:
	4.5.1, 4.5.2, 4.5.3, 4.5.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	Baseline: n/a


4.5
Generic procedures
4.5.1
General
The generic procedures are used by test cases to get UE under test into RRC_IDLE, RRC_INACTIVE or RRC_CONNECTED state.

A test case controls the SS by specifying the required RRC state and a set of generic procedure parameters applicable for the intended testing.

The connectivity EN-DC is MR-DC via E-UTRA-NR Dual Connectivity. This is a UE connected to the EPC. The connectivity E-UTRA, NR, NGEN-DC, NE-DC are all a UE connected to the 5GC.
Table 4.5.1-1 Generic procedure parameters
	Parameter
	Values
	Description
	Parameter condition



	Connectivity
	E-UTRA

	NG-RAN E-UTRA Radio Access

	Mandatory

	
	NR
	NG-RAN NR Radio Access
	

	
	EN-DC
	E-UTRA-NR Dual Connectivity
	

	
	NGEN-DC
	NG-RAN E-UTRA-NR Dual Connectivity
	

	
	NE-DC
	NR-E-UTRA Dual Connectivity
	

	Bearers

	MCG and SCG
	MCG and SCG
	
Mandatory when Connectivity is set to EN-DC, NGEN-DC or NE-DC and when when the generic procedures are used by test cases to get UE under test into RRC_CONNECTED state.
Optional otherwise

	
	MCG and split

	MCG and split

	

	
	MCG only
	MCG only
	

	Test Mode
	On
	UE test mode active as specified in TS 38.509 [11], clause 5.3.
	Optional

	Test Function
	On
	UE test mode and a UE function active as specified in TS 38.509 [11], clauses 5.3.2 and 5.4.2.

	Optional


Editor’s Note: The following values are not available to use in the current version of this specification because details are still FFS: Connectivity (E-UTRA, NR, NGEN-DC, NE-DC), Bearers (MCG and split, MCG only).
4.5.2
RRC_IDLE
4.5.2.1
Initiation
The SS shall:
1>
if connectivity is EN-DC
2>
use 1 E-UTRA cell and 1 NR cell, default parameters;

2>
perform according to the table 4.5.2.2-1 E-UTRA RRC_IDLE.
4.5.2.2
Procedures
Table 4.5.2.2-1: E-UTRA RRC_IDLE

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-9a2
	Same as TS 36.508 [2] table 4.5.2.3-1, steps 1-9a2.
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour which depends on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-

	10a1-10a2
	IF Test Mode=On THEN, same as TS 36.508 [2] table 4.5.2A.3-1, steps 10-11.

The ACTIVATE TEST MODE is using the associated condition for the test loop.
	-
	-

	-
	EXCEPTION: Steps 11 to 11b9b1 describe behaviour which depends on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-

	11a1-11a9b1
	IF Test Mode=On THEN, same as TS 36.508 [2] table 4.5.2A.3-1, steps 12-20b1.
	-
	-

	11b1-11b9b1
	ELSE, same as TS 36.508 [2] table 4.5.2.3-1, steps 10-18b1.
	-
	-


4.5.2.3
Specific message contents
All specific message contents shall be according TS 36.508 [2] clause 4.6 and 4.7.
4.5.3
RRC_INACTIVE
4.5.3.1
Initiation
FFS

4.5.4
RRC_CONNECTED

4.5.4.1
Initiation
The SS shall:

1>
perform according to clause 4.5.2 RRC_IDLE;

1>
if connectivity is EN-DC:

2>
use 1 E-UTRA cell and 1 NR cell, default parameters;

2> perform according to the table 4.5.4.2-1 E-UTRA RRC_CONNECTED.
4.5.4.2
Procedures
Table 4.5.4.2-1: E-UTRA RRC_CONNECTED

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-6
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 2-7.
	-
	-

	7
	Same as TS 36.508 [2] table 4.5.3.3-1, step 8.

The RRCConnectionReconfiguration is using condition SRB2-DRB(2,0) and the associated condition for DC bearers MCG and split or condition SRB2-DRB(1,0) and the associated condition for DC bearers MCG and SCG.
	<--
	RRC: RRCConnectionReconfiguration

NAS:
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST


	8-9a1
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 9-10a1.
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour which depends on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-

	10a1-10a2
	IF Test Mode=On, same as TS 36.508 [2] table 4.5.4.3-1, steps 1-2.

The CLOSE UE TEST LOOP is using the associated condition for the test loop.
	-
	-


4.5.4.3
Specific message contents
All specific message contents shall be according clause 4.6 and TS 36.508 [2] clause 4.6 and 4.7.
