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	Reason for change:
	Currently t-PollRetransmit value in TS 36.508, Table 4.6.3-19A is  “ms855” which is invalid as per specification 36.331 section 6.3.2.
T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, ms800-v1310,











ms1000-v1310, ms2000-v1310, ms4000-v1310,











spare5, spare4, spare3, spare2, spare1}

It seems to be a  typo in 36.508 which should be corrected to avoid any confusion.

	
	

	Summary of change:
	Corrected t-PollRetransmit value from ms855 to ms85 in Table 4.6.3-19A
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	Test Prose will contain misleading and incorrect information.
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< Start of modified section >
4.6.3
Radio resource control information elements

<<Skipped text>

–
RLC-Config-DRB-AM-RECONFIG

Table 4.6.3-19A: RLC-Config-DRB-AM-RECONFIG
	Derivation Path: 36.508 table 4.8.2.1.3.2-1: RLC-Config-DRB-AM

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-AM-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms85
	
	

	      pollPDU
	p64
	
	

	      pollByte
	kB250
	
	

	      maxRetxThreshold
	t8
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms85
	
	

	      t-StatusProhibit
	ms50
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


…

< End of modified section >
