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	Reason for change:
	As per 38.331, ASN.1 definition, servcellIndex and reconfigurationwithSync are conditionally present
-- Serving cell specific MAC and PHY parameters for a SpCell:
SpCellConfig ::=                      SEQUENCE {

    servCellIndex          ServCellIndex                       OPTIONAL,   -- Cond SCG
    reconfigurationWithSync            ReconfigurationWithSync                                             OPTIONAL,   -- Cond ReconfWithSync
    rlf-TimersAndConstants             SetupRelease { RLF-TimersAndConstants }                              OPTIONAL,   -- Need M
    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                                      OPTIONAL,   -- Need S
    spCellConfigDedicated              ServingCellConfig                                                  OPTIONAL,   -- Need M
    ...

}

reconfigurationwithSync is only required for the initial case at the time of adding SCG/split to trigger a RACH procedure for synchronization purposes and when performing a PSCell handover where RACH procedure is required and not in other cases.

spCellConfig is defined as the Parameters for the SpCell of this cell group (PCell of MCG or PSCell of SCG). So the servCellIndex can be the index of PCell ot PSCell depending on whether SCG condition is true or not
The way it is defined in 38.508-1, both reconfigurationwithSync and servCellIndes are mandatorily present. 


	
	

	Summary of change:
	EN-DC is used as a condition to include reconfigurationwithSync and servCellIndex. This condition will be used when RACH procedure is requried to be performed. 

	
	

	Consequences if not approved:
	The specifification will not be aligned with the core specifications.
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4.6.3
Radio resource control information elements
<<Skipped Text>>
–
CellGroupConfig
Table [4.6.3-n]: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    logicalChannelIdentity[1]
	[1]
	
	

	    servedRadioBearer[1] CHOICE {
	
	
	

	      drb-Identity
	DRB-Identity
	
	

	    }
	
	
	

	    reestablishRLC[1]
	[Not present]
	
	

	    RLC-Config[1]
	RLC-Config using condition AM.
	
	

	    mac-LogicalChannelConfig[1]
	LogicalChannelConfig
	
	

	  }
	
	
	

	  rlc-BearerToReleaseList
	[Not present]
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	   physicalCellGroupConfig SEQUENCE {
	
	
	

	    harq-ACK-SpatialBundlingPUCCH
	[Not present]
	
	

	    harq-ACK-SpatialBundlingPUSCH
	[Not present]
	
	

	    p-NR
	P-Max
	
	

	    pdsch-HARQ-ACK-Codebook
	[Dynamic]
	
	

	    tpc-SRS-RNTI
	[Not present]
	
	

	    tpc-PUCCH-RNTI
	[Not present]
	
	

	    tpc-PUSCH-RNTI
	[Not present]
	
	

	  }
	
	
	

	  spCellConfig SEQUENCE {
	[
	
	

	    servCellIndex
	Not present
	
	

	    servCellIndex
	ServCellIndex
	
	EN-DC

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	[ms1000]
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	

	        uplink
	RACH-ConfigDedicated
	
	

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	[Not present]
	
	

	    rlmInSyncOutOfSyncThreshold
	[0]
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  sCellToAddModList 
	[Not present]
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


