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<< Start of changes >>

6.5B
Output RF spectrum emissions for DC

6.5B.1
Occupied bandwidth for EN-DC

Editor’s note: this clause is incomplete. The following aspects are either missing or not yet determined:
- This clause implements Occupied bandwidth for EN-DC within FR1. If this clause needs to be split for different EN-DC configurations depending on TS 38.101-3 [4] is FFS. 
- Occupied bandwidth requirement for EN-DC configuration is not defined in TS 38.101-3 [4]. Minimum conformance requirement is assumed to be the same as in TS 38.101-1 [2] for NR component.
- Same editor’s note as in clause 6.5.1 in TS 38.521-1 [TBD].
6.5B.1.1
Test purpose
Same test purpose as in clause 6.5.1.1 in TS 38.521-1 [TBD] for the NR carrier.

6.5B.1.2
Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting [inter-band] EN-DC.
6.5B.1.3
Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-1 [TBD] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
6.5B.1.4
Test description

Same test description as in clause 6.5.1.4 in TS 38.521-1 [TBD] for the NR carrier with the following exceptions:

· Instead of Initial conditions as in clause 6.5.1.4.1 step 6 in TS 38.521-1 [TBD] use:
6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG according to TS 38.508 [6] clause 4.5.
6.5B.1.5
Test requirement

Same test requirement as in clause 6.5.1.5 in TS 38.521-1 [TBD] for the NR carrier.
6.5B.2
Out-of-band emissions for EN-DC
<< End of changes >>
