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	Reason for change:
	Although all test cases are mandatory for a DUT, not all permitted tested methologies are suitable to measure a certain test requirement. So, it is needed to consider the applicability of the permitted testing methodologies per test requirement and DUT antenna implementation details. In RAN5#2-5G-Adhoc meeting, it was agreed to add an annex in TS 38.521-2 to include a table to describe the permitted testing methodology per test requirement and DUT antenna information. This table is later referenced in the affected test requirements test procedures.

	
	

	Summary of change:
	Annex to describe the permitted test methodologies that apply for each test requirement as a function of DUT antenna implementation details has been included.

	
	

	Consequences if not approved:
	Reference per test requirement to permitted test methodology based on DUT antenna implementation details will remain incomplete.
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	Other comments:
	Baseline: R5-182033
Final version of R5-182990 implementing DUT antenna configuration types defined in R4-1806731 and R5-1806381


<< Start of changes >>
Annex X (normative):
Test applicability per permitted test method

This annex describes, per test requirement, the permitted test methodologies as a function of DUT antenna configuration. 

Table X-1: Test case applicability per permitted test method
	Clause
	No DUT antenna configuration declaration 

	DUT antenna configuration declaration 

	
	
	Configuration 1

(one antenna panel with D ≤ 5 cm active at any one time)
	Configuration 2

(More than one antenna panel D ≤ 5 cm without phase coherency between panels active at any one time)
	Configuration 3

(Any phase coherent antenna panel of any size)

	6.5.1 Occupied bandwidth
	IFF
	DFF, DFF simplification, IFF, NFTF
	DFF, DFF simplification, IFF, NFTF
	IFF

	6.5.2.1 Spectrum Emission Mask
	IFF
	DFF, DFF simplification, IFF, NFTF
	DFF, DFF simplification, IFF, NFTF
	IFF

	6.5.2.3 Adjacent leakage ratio
	IFF
	DFF, DFF simplification, IFF, NFTF
	DFF, DFF simplification, IFF, NFTF
	IFF

	7.5 Adjacent Channel Selectivity
	IFF
	DFF, DFF simplification, IFF, NFTF
	DFF, DFF simplification, IFF, NFTF
	IFF

	7.6.2 In-band Blocking
	IFF
	DFF, DFF simplification, IFF, NFTF
	DFF, DFF simplification, IFF, NFTF
	IFF

	NOTE: 
D = DUT radiating aperture declared by UE vendor.


<<Unchanged sections omitted>>
