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<Start of first modified section>
4.5.4
RRC_CONNECTED

4.5.4.1
Initiation
The SS shall:

1>
perform according to clause 4.5.2 RRC_IDLE;

1>
if connectivity is EN-DC:

2>
use 1 E-UTRA cell and 1 NR cell, default parameters;

2> perform according to the table 4.5.4.2-1: E-UTRA RRC_CONNECTED;

4.5.4.2
Procedures
Table 4.5.4.2-1: E-UTRA RRC_CONNECTED

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-6
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 2-7.
	-
	-

	7
	Same as TS 36.508 [2] table 4.5.3.3-1, step 8.

The RRCConnectionReconfiguration is using a condition SRB2-DRB(1,0) for bearers MCG and SCG or MCG only. The RRCConnectionReconfiguration is using an associated condition for bearers MCG and SCG or MCG and split. For bearers MCG only there’s no associated condition.
	<--
	RRC: RRCConnectionReconfiguration

NAS: 

ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST



	8-9
	Same as TS 36.508 [2] table 4.5.3.3-1, steps 9-10a1.
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour which depends on the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-

	10a1-10a2
	IF Test Loop Function=On, same as TS 36.508 [2] table 4.5.4.3-1, steps 1-2.

The CLOSE UE TEST LOOP is using the associated condition for the test loop. 
	-
	-


4.5.4.3
Specific message contents
All specific message contents shall be according clause 4.6 and TS 36.508 [2] clause 4.6 and 4.7 with the exceptions below.
Table 4.5.4.3-1: Message ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST (step 7, Table 4.5.4.2-1)

	Derivation path: TS 36.508 [2] Table 4.7.3-3

	Information Element
	Value/Remark
	Comment
	Condition

	EPS QoS
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	TFT
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	Negotiated QoS
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	Negotiated LLC SAPI
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	Radio priority
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	Protocol configuration options
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	

	Extended protocol configuration options
	According to reference dedicated EPS bearer context #6 - in TS 36.508 [2] table 6.6.2-1A
	
	


<End of modified section>
