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	Other comments:
	


<Start of first modified section>
4.6.1
Contents of RRC messages

–
DLInformationTransfer
Table 4.6.1-0A: DLInformationTransfer
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
LocationMeasurementIndication
Table 4.6.1-0B: LocationMeasurementIndication
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationMeasurementIndication ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    locationMeasurementIndication ::= SEQUENCE {
	
	
	

	      measurementIndication CHOICE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
MIB
Table 4.6.1-1: MIB
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MIB ::= SEQUENCE {
	
	
	

	  systemFrameNumber
	A valid value as defined in TS 38.331 [6]
	
	

	  subCarrierSpacingCommon
	scs15or60
	
	FR1_FDD

	
	scs30or120
	
	FR1_TDD

	
	scs30or120
	
	FR2_TDD

	  ssb-subcarrierOffset
	0
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  pdcch-ConfigSIB1
	0
	
	

	  cellBarred
	notBarred
	
	

	  intraFreqReselection
	allowed
	
	

	  spare
	0
	
	

	}
	
	
	


	Condition
	Explanation 

	FR1_FDD
	FDD frequency range < 6GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz


–
MeasurementReport
Table 4.6.1-2: MeasurementReport
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport ::= SEQUENCE {
	
	
	

	        measResults
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
Paging
Table 4.6.1-2A: Paging
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCReestablishment
Table 4.6.1-2B: RRCReestablishment
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishment ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReestablishment ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCReestablishmentComplete
Table 4.6.1-2C: RRCReestablishmentComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete ::= SEQUENCE {
	
	
	

	      FFS
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCReestablishmentRequest
Table 4.6.1-2D: RRCReestablishmentRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentRequest ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCReconfiguration
Table 4.6.1-3: RRCReconfiguration

	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	Table 4.6.5-1.
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	
	
	

	        radioBearerConfig
	Not present
	
	

	        secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	        measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	MEAS

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	MEAS
	A NR measurement is configured


–
RRCReconfigurationComplete

Table 4.6.1-4: RRCReconfigurationComplete

	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationComplete ::= SEQUENCE {
	
	
	

	rrc-TransactionIdentifier
	Not checked
	
	

	  criticalExtensions CHOICE {
	
	
	

	
	
	
	

	    rrcReconfigurationComplete ::= SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCReject
Table 4.6.1-4A: RRCReject
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReject ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCRelease
Table 4.6.1-4B: RRCRelease
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcRelease ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCSetupRequest
Table 4.6.1-4C: RRCSetupRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest
	FFS
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCResume
Table 4.6.1-4D: RRCResume
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResume ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcResume ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCResumeRequest
Table 4.6.1-4E: RRCResumeRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResumeRequest ::= SEQUENCE {
	
	
	

	  rrcResumeRequest
	FFS
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCResumeComplete
Table 4.6.1-4F: RRCResumeComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResumeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcResumeComplete ::= SEQUENCE {
	
	
	

	      FFS
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCSetup
Table 4.6.1-4G: RRCSetup
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetup::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcSetup ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCSetupComplete
Table 4.6.1-4H: RRCSetupComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcSetupComplete ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
RRCSystemInfoRequest
Table 4.6.1-4I: RRCSystemInfoRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSystemInfoRequest ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSystemInfoRequest ::= SEQUENCE {
	
	
	

	      FFS
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SecurityModeCommand
Table 4.6.1-4J: SecurityModeCommand
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      securityModeCommand ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SecurityModeComplete
Table 4.6.1-4K: SecurityModeComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeComplete ::= SEQUENCE {
	
	
	

	      FFS
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SecurityModeFailure
Table 4.6.1-4L: SecurityModeFailure
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeFailure ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeFailure ::= SEQUENCE {
	
	
	

	      FFS
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SIB1
Table 4.6.1-5: SIB1
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  ssb-PositionsInBurst ::= SEQUENCE {
	
	
	

	    inOneGroup
	FFS
	
	

	    groupPresence
	FFS
	
	

	  }
	
	
	

	  ssb-periodicityServingCell
	FFS
	
	

	  ss-PBCH-BlockPower
	FFS
	
	

	  frequencyInfoUL
	FFS
	
	

	  supplementaryUplink ::= SEQUENCE {
	
	
	

	    frequencyInfoUL
	FFS
	
	

	  }
	
	
	

	  tdd-UL-DL-configuration
	FFS
	
	

	  pucch-Format0-BaseSequenceHopping
	FFS
	
	

	  PUCCH-Format1-BaseSequenceHopping
	FFS
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SystemInformation
Table 4.6.1-6: SystemInformation
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation-r15 SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
	
	
	

	FFS
	
	
	

	      }
	
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
ULInformationTransfer
Table 4.6.1-7: ULInformationTransfer
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer ::= SEQUENCE {
	
	
	

	        dedicatedInfoNAS
	FFS
	
	

	        lateNonCriticalExtension
	Not checked
	
	

	        nonCriticalExtension
	Not checkled
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


<End of modified section>
