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4.6.3
Radio resource control information elements

 Editor’s Note: Updated based on TS 38.331 V15.1.0 and of baseline CR R2-1806391.
<TABLES SKIPPED>

–
ControlResourceSet
Table 4.6.3-17: ControlResourceSet

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11110000 00000000 00000000 00000000 00000000 00000
	
	

	  duration
	1
	
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList
	Not present
	
	

	  tci-StatesPDCCH-ToReleaseList
	Not present
	
	

	  tci-PresentInDCI
	Not present
	
	

	  pdcch-DMRS-ScramblingID
	Not present
	
	

	}
	
	
	


–
ControlResourceSetId
Table 4.6.3-18: ControlResourceSetId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSetId
	1
	
	


<TABLES SKIPPED>

–
PDCCH-Config
Table 4.6.3-72: PDCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-Config::= SEQUENCE {
	
	
	

	  controlResourceSetToAddModList SEQUENCE (SIZE (1..3)) OF SEQUENCE {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet
	
	

	  }
	
	
	

	  controlResourceSetToReleaseList
	Not present
	
	

	  searchSpacesToAddModList SEQUENCE(SIZE (1..10)) OF SEQUENCE {
	1 entry
	
	

	    SearchSpace[1]
	SearchSpace with condition USS
	
	

	  }
	
	
	

	  searchSpacesToReleaseList
	Not present
	
	

	  downlinkPreemption
	Not present
	
	

	
	
	
	

	  tpc-PUSCH
	Not present
	
	

	  tpc-PUCCH
	Not present
	
	

	  tpc-SRS
	Not present
	
	

	}
	
	
	


–
PDCCH-ConfigCommon
Table 4.6.3-73: PDCCH-ConfigCommon

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	0
	TS 38.213 Table 13-1: 24 RBs, 2 symbols, offset=0
	FR1_FDD

	
	0
	TS 38.213 Table 13-4: 24 RBs, 2 symbols, offset=0
	FR1_TDD

	
	0
	TS 38.213 Table 13-8: 24 RBs, 2 symbols, offset=0
	FR2_TDD

	  commonControlResourceSet
	Not Present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  searchSpaceZero
	0
	TS 38.213 Table 13-11
	FR1

	
	0
	TS 38.213 Table 13-12
	FR2

	  commonSearchSpace
	Not present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  searchSpaceSIB1
	Not present
	
	

	  searchSpaceOtherSystemInformation
	Not present
	
	

	  pagingSearchSpace
	Not present
	
	

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


	Condition
	Explanation 

	FR1_FDD
	FDD frequency range < 6GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz


<TABLES SKIPPED>

–
SearchSpace
Table 4.6.3-123: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	SearchSpaceId with condition CSS
	
	CSS

	
	SearchSpaceId with condition USS
	
	USS

	  controlResourceSetId
	ControlResourceSetId
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	Not present
	1 slot per default
	

	  monitoringSymbolsWithinSlot
	10000000000000
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n8
	
	

	
	n2
	
	FR1_5MHz

	    aggregationLevel4
	n0
	
	

	
	[n1]
	
	FR1_5MHz

	
	[n5]
	
	FR2_200MHz

	    aggregationLevel8
	[n8]
	
	

	
	[n6]
	
	FR1_60MHz

	
	[n0]
	
	FR1_5MHz

	
	[n2]
	
	FR2_200MHz

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS

	      dci-Format0-0-AndFormat1-0 SEQUENCE {
	
	
	

	      }
	
	
	

	     dci-Format2-0
	Not present
	
	

	     dci-Format2-1
	Not present
	
	

	     dci-Format2-2
	Not present
	
	

	     dci-Format2-3
	Not present
	
	

	    }
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_5MHz
	FR1 is used under the test. CBW is set to 5MHz.

	FR1_60MHz
	FR1 is used under the test. CBW is set to 60MHz.

	FR1_80MHz
	FR1 is used under the test. CBW is set to 80MHz.

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_200MHz
	FR2 is used under the test. CBW is set to 200MHz.

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace


Table 4.6.3-124: Void
–
SearchSpaceId
Table 4.6.3-125: SearchSpaceId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpaceID
	1
	
	CSS

	
	2
	
	USS


	Condition
	Explanation

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace


