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Discussion and Endorsement
1 Introduction

By the end of last RAN5 meeting #80 (May-2018), how to define FR2 TT (Test Tolerance) from MU (Measurement Uncertainty) was endorsed in [1], [2]. This contribution proposes MU and TT table format for FR2 specification [3].
2 Discussion

Agreements related to how to define FR2 MU and TT in [1], [2] are summarized as below.
Proposal 1
: Derive the MU for the two frequency ranges FR2a and FR2b ranging from 22.65 – 31.1 GHz and 31.1 – 45.1 GHz, respectively. (in [1])

Proposal 1
: Define TT based on either MUIFF or MUDFF (How to define TT from MU is TBD). (in [2])

In addition, NFTF (Near field to far field transform) method is approved as permitted test setup in the latest [4]. Permitted test setup and test applicability can be summarized as below.
Table 2-1 Permitted test setup and test applicability in TR 38.810
	Test setup
	Test applicability

	DFF
	EIRP, TRP, EIS, EVM, spurious emissions and blocking metrics can be tested.

	IFF
	EIRP, TRP, EIS, EVM, spurious emissions and blocking metrics can be tested.

	NFTF
	EIRP, TRP, and spurious emissions metrics can be tested.


Considering above, following MU and TT table formats are proposed.
Proposal 1
: Use proposed MU table format (Table X) for TS 38.521-2 Annex.
Proposal 2
: Use proposed TT table format (Table Y) for TS 38.521-2 Annex.
(Proposal 1) Table X: Maximum Test System Uncertainty for transmitter tests

	Sub clause
	Maximum Test System Uncertainty
	Test setup
	Derivation of Test System Uncertainty

	6.2.1 UE maximum output power
	FR2a
TBD

FR2b

TBD
	DFF
	

	
	FR2a
TBD

FR2b

TBD
	IFF
	

	
	FR2a
TBD

FR2b

TBD
	NFTF
	


(Proposal 2) Table Y: Derivation of Test Requirements (Transmitter tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	6.2.1 UE maximum output power
	FR2a
TBD (based on MUXXX)
FR2b
TBD (based on MUYYY)
	Upper limit + TT, Lower limit - TT


3 Proposal
Proposal 1
: Use proposed MU table format (Table X) for TS 38.521-2 Annex.
Proposal 2
: Use proposed TT table format (Table Y) for TS 38.521-2 Annex.
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