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4.3.1.1.1.71.2
SCS 30 kHz

Table 4.3.1.1.1.71.2-1: Common parameters for SCS 30 kHz in NR operating band n71

	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	617.015
	123403
	[0]

	UL
	663.015
	132603
	[0]


Table 4.3.1.1.1.71.2-2: SSB for SCS 30 kHz in NR operating band n71

	SSB ID
	GSCN

[N]
	GSCN

[MHz]
	SSB [ARFCN]
	kSSB
	Bandwidth

[MHz]
	Bandwidth

[RBs]
	offset point A to SSB midpoint

[RBs]

	Low Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Mid Range
	[2114]
	[634.505]
	[126901]
	[9]
	10
	52
	[103]

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	High Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Note 1:
kSSB is expressed in terms of 15 kHz subcarrier spacing


Table 4.3.1.1.1.71.2-3: DL Test frequencies for NR operating band n71

	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth

[RBs]
	offset pointA to carrier

[RBs]

	Low Range
	10
	24
	0

	
	15
	38
	0

	
	20
	51
	0

	Mid Range
	10
	24
	35

	
	15
	38
	28

	
	20
	51
	22

	High Range
	10
	24
	72

	
	15
	38
	58

	
	20
	51
	45


Table 4.3.1.1.1.71.2-4: UL Test frequencies for NR operating band n71

	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth

[RBs]
	offset pointA to carrier

[RBs]

	Low Range
	10
	24
	0

	
	15
	38
	0

	
	20
	51
	0

	Mid Range
	10
	24
	35

	
	15
	38
	28

	
	20
	51
	22

	High Range
	10
	24
	72

	
	15
	38
	58

	
	20
	51
	45


4.3.1.1.1.72 – 4.3.1.1.1.74
FFS

4.3.1.1.1.75
Reference test frequencies for NR operating band n75 (SDL)
Table 4.3.1.1.1.75-1: Test frequencies for NR operating band n75 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCN

[kHz]
	GSCN


	absoluteFrequencySSB
[ARFCN]
	
[image: image1.wmf]SSB

k


	Type0-PDCCH search space Offset 
[RBs]

	10
	52
	Downlink
	Low
	1437
	1431,96
	286392
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1469,46
	293892
	2
	
	-
	-
	-
	-

	
	
	
	High
	1512
	1506,96
	301392
	2
	
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	1439,7
	1432,23
	286446
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1467,03
	293406
	2
	
	-
	-
	-
	-

	
	
	
	High
	1509,3
	1501,83
	300366
	2
	
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	1442,1
	1432,2
	286440
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1464,6
	292920
	2
	
	-
	-
	-
	-

	
	
	
	High
	1506,9
	1497
	299400
	2
	
	-
	-
	-
	-


Table 4.3.1.1.1.75-2: Test frequencies for NR operating band n75 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCN

[kHz]
	GSCN


	absoluteFrequencySSB
[ARFCN]
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	Type0-PDCCH search space Offset 
[RBs]

	10
	24
	Downlink
	Low
	1437
	1431,96
	286392
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1469,46
	293892
	2
	
	-
	-
	-
	-

	
	
	
	High
	1512
	1506,96
	301392
	2
	
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	1439,7
	1432,14
	286428
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1466,94
	293388
	2
	
	-
	-
	-
	-

	
	
	
	High
	1509,3
	1501,74
	300348
	2
	
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	1442,1
	1432,2
	286440
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1464,6
	292920
	2
	
	-
	-
	-
	-

	
	
	
	High
	1506,9
	1497
	299400
	2
	
	-
	-
	-
	-


Table 4.3.1.1.1.75-3: Test frequencies for NR operating band n75 and SCS 60 kHz
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCN

[kHz]
	GSCN


	absoluteFrequencySSB
[ARFCN]
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	Type0-PDCCH search space Offset 
[RBs]

	10
	11
	Downlink
	Low
	1437
	1431,6
	286320
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1469,1
	293820
	2
	
	-
	-
	-
	-

	
	
	
	High
	1512
	1506,6
	301320
	2
	
	-
	-
	-
	-

	15
	18
	Downlink
	Low
	1439,7
	1431,78
	286356
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1466,58
	293316
	2
	
	-
	-
	-
	-

	
	
	
	High
	1509,3
	1501,38
	300276
	2
	
	-
	-
	-
	-

	20
	24
	Downlink
	Low
	1442,1
	1432,02
	286404
	2
	-
	-
	-
	-
	-

	
	
	
	Mid
	1474,5
	1464,42
	292884
	2
	
	-
	-
	-
	-

	
	
	
	High
	1506,9
	1496,82
	299364
	2
	
	-
	-
	-
	-
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