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<< Start of changes >>
6.5.2.2FA
Carrier leakage for category NB1 and NB2/Power Class 6
6.5.2.2FA.1
Test purpose

Same as in Clause 6.5.2.2F.1
6.5.2.2FA.2
Test applicability

This test case applies to all types of UE release 14 and forward of UE category NB1 and NB2.

6.5.2.2FA.3
Minimum conformance requirements
Carrier leakage is an additive sinusoid waveform that has the same frequency as a modulated waveform carrier frequency. The measurement interval is one slot in the time domain. The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power of category NB1 or NB2 UE shall not exceed the values specified in Table 6.5.2.2FA.3-1.

Table 6.5.2.2FA.3-1: Minimum requirements for relative carrier leakage power

	Parameters
	Relative limit (dBc)

	0 dBm ≤ Output power
	-25

	-30 dBm ≤ Output power ≤ 0 dBm
	-20

	-40 dBm ( Output power < -30 dBm
	-10


The normative reference for this requirement is TS 36.101 clause 6.5.2F.2.
6.5.2.2FA.4
Test description

6.5.2.2FA.4.1
Initial conditions
Same as in Clause 6.5.2.2F.4.1.

6.5.2.2FA.4.2
Test procedure

Same as in Clause 6.5.2.2F.4.2.

6.5.2.2FA.4.3
Message contents

Same as in Clause 6.5.2.2F.4.3.
6.5.2.2FA.5
Test requirement

Same as in Clause 6.5.2.2F.5.
<< End of changes >>
