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<Start of modified section>
7.5B.1
Adjacent Channel Selectivity for intra-band contiguous EN-DC
Editor’s note: this clause is incomplete. The following aspects are either missing or not yet determined:

- 7.5B.1
Adjacent Channel Selectivity for intra-band contiguous EN-DC has not been defined in TS 38.101-3 [4]. Minimum conformance requirement is assumed to be the same as in TS 38.521-1 [8] for NR component.
- A.3.1
Test Equipment Parts for NSA has not been completed in TS 38.508-1 [6]. RAN4 has not defined yet any interferer requirement for NSA in TS 38.101-3 [4] then Receiver tests using Signal Generator connection diagrams do not include LTE part.
-
Note [4] has not been added in Table 7.5.3-3 in TS 38.521-1 [8].
-
Note [4] has not been added in Table 7.5.3-5 in TS 38.521-1 [8].
-
Note [4] has not been added in Table 7.5.5-2 in TS 38.521-1 [8].
-
Note [4] has not been added in Table 7.5.5-5 in TS 38.521-1 [8].
7.5B.1.1
Test purpose

Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR and E-UTRA signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
7.5B.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting intra-band contiguous EN-DC.

7.5B.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.5.3 in TS 38.521-1 [8] for the FR1 NR carrier with the following exceptions:
· Instead of Note [4] as in Table 7.5.3-3 in TS 38.521-1 [8] use:

Note [4]:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
· Instead of Note [4] as in Table 7.5.3-5 in TS 38.521-1 [8] use:

Note [4]:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
Same minimum conformance requirements as in clause 7.5.3 in TS 36.521-1 [TBD] for the E-UTRA carrier with the following exceptions:
· Instead of Note 3 as in Table 7.5.3-2 in TS 38.521-1 [8] use:

Note 3:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
The normative reference for this requirement is TS 38.101-3 [4] clause [7.5B.1].
7.5B.1.4
Test description

Same test description as in clause 7.5.4 in TS 38.521-1 [8] for the NR and carrier with the following exceptions:

· Instead of Initial conditions as in clause 7.5.4.1 step 1 in TS 38.521-1 [8] use:

1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure [TBD] for TE diagram and section A.3.2.1 for UE diagram.
Same test description as in clause 7.5.4 in TS 36.521-1 [TBD] for the E-UTRA carrier with following exceptions:

· Instead of Initial conditions as in clause 7.5.4.1 step 1 in TS 36.521-1 [TBD] use:

1.
Connect the SS to the UE antenna connectors as shown in TS 38.508 [6] Annex A, in Figure [TBD] for TE diagram and section A.3.2.1 for UE diagram.
7.5B.1.5
Test requirement

Same minimum conformance requirements as in clause 7.5.5 in TS 38.521-1 [8] for the FR1 NR carrier with the following exceptions:
· Instead of Note [4] as in Table 7.5.5-2 in TS 38.521-1 [8] use:

Note [4]:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
· Instead of Note [4] as in Table 7.5.5-5 in TS 38.521-1 [8] use:

Note [4]:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
Same minimum conformance requirements as in clause 7.5.5 in TS 36.521-1 [TBD] for the E-UTRA carrier with the following exceptions:
· Instead of Note 3 as in Table 7.5.5-2 in TS 38.521-1 [8] use:

Note 3:
The REFSENS power level is specified in Table 7.3B.2.1.3-1 in section 7.3B.2.1.
<End of modified section>
