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1. Introduction
At RAN5#80, Occupied BW, Spectrum Emission Mask and ACLR test cases where added into TS 38.521-3 making assumption about missing requirements in TS 38.101-3 v15.1.0. 
Some clarifications on OBW, SEM and ACLR requirements have been added into TS 38.101-3 v15.2.0 [1]. This document intends to analyse those requirements for EN-DC interband within FR1 and proposal how to test them in TS 38.521-3.
2. Discussion

2.1. TS 38.101-3 OBW, SEM, ACLR requirements analysis
Occupied BW

Extracted from TS 38.101-3 [1]:

6.5B.1
Occupied bandwidth for EN-DC
For intra-band contiguous EN-DC the occupied bandwidth is a measure of the bandwidth containing 99% of the total integrated power of the transmitted spectrum.  The OBW shall be less than the aggregated channel bandwidth for EN-DC, denoted as ENBW in sub-clause 5.3B.
Only intra-band contiguous EN-DC requirements are stated. It is assumed inter-band EN-DC within FR1 requirements for NR component is defined in TS 38.101-1 [2]. As there is not any specific interband EN-DC requirement for E-UTRA component defined in TS 38.101-3 [1], it is assumed E-UTRA requirements defined in TS 36.101 [4] apply for E-UTRA component. 
Observation 1: OBW standalone requirement defined in TS 38.101-1 applies to NR component and OBW TS 36.101 requirement applies to E-UTRA component.

Proposal 1: OBW for inter-band EN-DC within FR1 test case leverage the corresponding OBW test defined in TS 38.521-1 according to [5].

The only remaining area to leverage OBW from [3] is the E-UTRA cell configuration for connection setup and for test procedure:

For connection setup, the whole E-UTRA configuration can be leveraged from TS 36.521-1 [7] and TS 36.508 [8].

For test procedure, as there is not any specific interband EN-DC requirement for E-UTRA component it is assumed E-UTRA requirements apply for E-UTRA component and it can be tested through TS 36.521-1 [7]. To improve testing time and avoid duplicate testing, E-UTRA cell can be configured to be active but not measured in OBW for interband EN-DC within FR1.

Proposal 2: E-UTRA cell is configured to be active but not measured in OBW for interband EN-DC within FR1.

Spectrum Emission Mask
Extracted from TS 38.101-3 [1]:

6.5B.2.3
Inter-band EN-DC within FR1
Unless otherewise stated, the OOBE requirements specified in sub-clause 6.6.2.1 of [4], sub-clause 6.5.2.2 of [2] and the additional requirments in 6.6.2.2 of [4] and 6.5.2.3 of [2] apply for each component carrier.

The requirements apply to each antenna connector.
Based on requirement definition, SEM requirement defined in TS 38.101-1 [2] applies to 5G NR component and SEM requirement defined in TS 36.101 [6] applies to E-UTRA component. 

Observation 2: SEM standalone requirement defined in TS 38.101-1 applies to NR component and SEM TS 36.101 requirement applies to E-UTRA component.

Proposal 3: SEM for inter-band EN-DC within FR1 test case leverage the corresponding SEM test defined in TS 38.521-1 according to [3].

The only remaining area to leverage SEM from TS 38.521-1 [3] is the E-UTRA cell configuration for connection setup and for test procedure:

For connection setup, the whole E-UTRA configuration can be leveraged from TS 36.521-1 [7] and TS 36.508 [8].

For test procedure, to improve testing time and avoid duplicate testing, E-UTRA cell can be configured to be active but not measured in SEM for interband EN-DC within FR1 assuming SEM TS 36.101 [6] requirement will be tested in SEM test defined in TS 36.521-1 [7]
Proposal 4: E-UTRA cell is configured to be active but not measured in SEM for interband EN-DC within FR1.

Adjacent channel leakage ratio
Extracted from TS 38.101-3 [1]:

6.5B.2.3
Inter-band EN-DC within FR1
Unless otherewise stated, the OOBE requirements specified in sub-clause 6.6.2.1 of [4], sub-clause 6.5.2.2 of [2] and the additional requirments in 6.6.2.2 of [4] and 6.5.2.3 of [2] apply for each component carrier.

The requirements apply to each antenna connector.
Based on requirement definition, ACLR requirement defined in TS 38.101-1 [2] applies to 5G NR component and ACLR requirement defined in TS 36.101 [6] applies to E-UTRA component. 

Observation 3: ACLR standalone requirement defined in TS 38.101-1 applies to NR component and ACLR TS 36.101 requirement applies to E-UTRA component.

Proposal 5: ACLR for inter-band EN-DC within FR1 test case leverages the corresponding ACLR test defined in TS 38.521-1 according to [5].

The only remaining area to leverage ACLR from TS 38.521-1 [3] is the E-UTRA cell configuration for connection setup and for test procedure:

For connection setup, the whole E-UTRA configuration can be leveraged from TS 36.521-1 [7] and TS 36.508 [8].

For test procedure, to improve testing time and avoid duplicate testing, E-UTRA cell can be configured to be active but not measured in ACLR for interband EN-DC within FR1 assuming ACLR TS 36.101 [6] requirement will be tested in ACLR test defined in TS 36.521-1 [7]

Proposal 6: E-UTRA cell is configured to be active but not measured in ACLR for interband EN-DC within FR1.

In TS 38.101-3 v15.2.0 there is not definition for Maximum power reduction requirement. Just to avoid MPR dependencies with ACLR test for interband EN-DC within FR1 and allow to progress phase 1.5 of RAN5 5G work plan at RAN5#80, it is proposed to decouple MPR requirements from ACLR test for interband EN-DC within FR1 at this stage. MPR measurement into ACLR for interband EN-DC within FR1 test case is not precluded in the future.
Proposal 7: Decouple MPR requirements from ACLR test for interband EN-DC within FR1.
2.2. E-UTRA configuration

E-UTRA component default configuration is proposed to be used in all those test cases, using the only ChBW supported by all LTE bands (5MHz). For frequency range, the proposal is to use MidRange.
Proposal 8: E-UTRA configuration for OBW, SEM and ACLR for initial conditions as defined in TS 36.521-1 and TS 36.508 with the following exception: 5 MHz channel BW and mid for frequency range to cover all LTE bands.

Proposal 9: E-UTRA configuration for OBW, SEM and ACLR during test procedure with UL modulation QPSK and full RB allocation
3. Conclusion
It is proposed that RAN5 discusses and agrees the following proposals for open areas described in section 2 of this document to progress on OBW, SEM and ACLR for inter-band EN-DC within FR1 definition:

Proposal 1: OBW for inter-band EN-DC within FR1 test case leverage the corresponding OBW test defined in TS 38.521-1 according to [5].
Proposal 2: E-UTRA cell is configured to be active but not measured in OBW for interband EN-DC within FR1.

Proposal 3: SEM for inter-band EN-DC within FR1 test case leverage the corresponding SEM test defined in TS 38.521-1 according to [5].

Proposal 4: E-UTRA cell is configured to be active but not measured in SEM for interband EN-DC within FR1.

Proposal 5: ACLR for inter-band EN-DC within FR1 test case leverages the corresponding ACLR test defined in TS 38.521-1 according to [5].

Proposal 6: E-UTRA cell is configured to be active but not measured in ACLR for interband EN-DC within FR1.

Proposal 7: Decouple MPR requirements from ACLR test for interband EN-DC within FR1.

Proposal 8: E-UTRA configuration for OBW, SEM and ACLR for initial conditions as defined in TS 36.521-1 and TS 36.508 with the following exception: 5 MHz channel BW and mid for frequency range to cover all LTE bands.

Proposal 9: E-UTRA configuration for OBW, SEM and ACLR during test procedure with UL modulation QPSK and full RB allocation
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