Page 1



3GPP TSG-RAN WG5 Meeting #80
R5-185024
Gothenburg, Sweden, 20 – 24 August, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-2
	CR
	1198
	rev
	1
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of new R15 CA configurations to 36.523-2

	
	

	Source to WG:
	Bureau Veritas, Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_CA_R15-UEConTest
	
	Date:
	2018-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Some of Rel-15 CA configuration are missing in the TS36.523-2

	
	

	Summary of change:
	Impacted Rel-15 configurations:
CA_1A-3A-7A-32A
CA_2A-2A-4A-71A
CA_2A-2A-66A-71A

CA_2A-66A-66A-71A
· Added 3 band CA combination to Table A.4.3.3.3-4
· Added 1 band CA combination to Table A.4.3.3.3-5


	
	

	Consequences if not approved:
	These CA configurations applicability cannot be defined.

	
	

	Clauses affected:
	A.4.3.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is an update of R5-154588 and the outcome of 1 revision to this document


{Start of changes}

A.4.3.3.3
Inter-band CA Physical Layer Baseline Implementation Capabilities

<Unchanged Sections Skipped>

Table A.4.3.3.3-4: Supported CA configurations for Inter-band CA (three bands)

	E-UTRA CA configuration / Item

(Note 1)
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL

(Note 2)
	Supported UL Bands (Note 5)
	Supported Bandwidth Combination Set(s)

(Note 3)

	CA_1A-3A-5A
	Rel-12
	
	
	
	

	CA_1A-3A-7A
	Rel-13
	
	
	
	

	CA_1A-3A-8A
	Rel-12
	
	
	
	

	CA_1A-3A-19A
	Rel-12
	
	
	
	

	CA_1A-3A-11A
	Rel-14
	
	
	
	

	CA_1A-3A-20A
	Rel-12
	
	
	
	

	CA_1A-3A-26A
	Rel-12
	
	
	
	

	CA_1A-3A-28A
	Rel-13
	
	
	
	

	CA_1A-3A-40A
	Rel-13
	
	
	
	

	CA_1A-3A-41A
	Rel-14
	
	
	
	

	CA_1A-3A-42A
	Rel-13
	
	
	
	

	CA_1A-3C-8A
	Rel-14
	
	
	
	

	CA_1A-5A-7A
	Rel-12
	
	
	
	

	CA_1A-7A-20A
	Rel-12
	
	
	
	

	CA_1A-8A-11A
	Rel-13
	
	
	
	

	CA_1A-8A-28A
	Rel-14
	
	
	1, 8
	

	CA_1A-8A-40A
	Rel-13
	
	
	
	

	CA_1A-11A-18A
	Rel-13
	
	
	
	

	CA_1A-11A-28A
	Rel-14
	
	
	
	

	CA_1A-18A-28A
	Rel-12
	
	
	
	

	CA_1A-19A-21A
	Rel-12
	
	
	
	

	CA_1A-19A-28A
	Rel-13
	
	
	
	

	CA_1A-19A-42A
	Rel-13
	
	
	
	

	CA_1A-21A-42A
	Rel-13
	
	
	
	

	CA_1A-41A-42A
	Rel-14
	
	
	1, 42
	

	CA_1A-41C-42A
	Rel-14
	
	
	1, 42
	

	CA_1A-41A-42C
	Rel-14
	
	
	1, 42
	

	CA_1A-41C-42C
	Rel-14
	
	
	1, 42
	

	CA_2A-2A-4A-5A
	Rel-13
	
	
	
	

	CA_2A-2A-4A-71A
	Rel-15
	
	
	
	

	CA_2A-2A-5A-12A
	Rel-13
	
	
	
	

	CA_2A-2A-5A-30A
	Rel-14
	
	
	
	

	CA_2A-2A-12A-30A
	Rel-14
	
	
	
	

	CA_2A-2A-66A-71A
	Rel-15
	
	
	
	

	CA_2A-4A-5A
	Rel-12
	
	
	
	

	CA_2A-4A-7A
	Rel-13
	
	
	
	

	CA_2A-4A-12A
	Rel-12
	
	
	
	

	CA_2A-4A-13A
	Rel-12
	
	
	
	

	CA_2A-4A-29A
	Rel-12
	
	
	
	

	CA_2A-4A-71A
	Rel-15
	
	
	
	

	CA_2A-5A-12A
	Rel-12
	
	
	
	

	CA_2A-5A-12B
	Rel-13
	
	
	
	

	CA_2A-5A-13A
	Rel-12
	
	
	
	

	CA_2A-5A-30A
	Rel-12
	
	
	
	

	CA_2A-5A-66A
	Rel-14
	
	
	
	

	CA_2A-5B-30A
	Rel-14
	
	
	
	

	CA_2A-5B-66A
	Rel-14
	
	
	
	

	CA_2A-5B-66A-66A
	Rel-15
	
	
	
	

	CA_2A-7A-12A
	Rel-13
	
	
	
	

	CA_2A-12A-30A
	Rel-12
	
	
	
	

	CA_2A-12A-66A
	Rel-14
	
	
	
	

	CA_2A-12A-66A-66A
	Rel-14
	
	
	
	

	CA_2A-13A-66A
	Rel-14
	
	
	
	

	CA_2A-14A-30A
	Rel-15
	
	
	
	

	CA_2A-14A-66A
	Rel-15
	
	
	
	

	CA_2A-29A-30A
	Rel-12
	
	
	
	

	CA_2A-30A-66A
	Rel-14
	
	
	
	

	CA_2A-66A-71A
	Rel-15
	
	
	
	

	CA_2A-66A-66A-71A
	Rel-15
	
	
	
	

	CA_2C-12A-30A
	Rel-13
	
	
	
	

	CA_2C-29A-30A
	Rel-13
	
	
	
	

	CA_3A-7A-8A
	Rel-13
	
	
	
	

	CA_3A-7A-20A
	Rel-12
	
	
	
	

	CA_3A-7A-28A
	Rel-13
	
	
	
	

	CA_3A-8A-11A
	Rel-14
	
	
	
	

	CA_3A-8A-28A
	Rel-14
	
	
	3, 8
	

	CA_3A-8A-40A
	Rel-13
	
	
	
	

	CA_3A-11A-28A
	Rel-14
	
	
	
	

	CA_3A-19A-42A
	Rel-13
	
	
	
	

	CA_3A-20A-32A
	Rel-14
	
	
	
	

	CA_3A-28A-41A
	Rel-14
	
	
	
	

	CA_4A-5A-12A
	Rel-12
	
	
	
	

	CA_4A-5A-13A
	Rel-12
	
	
	
	

	CA_4A-5A-30A
	Rel-12
	
	
	
	

	CA_4A-7A-12A
	Rel-12
	
	
	
	

	CA_4A-12A-30A
	Rel-12
	
	
	
	

	CA_4A-29A-30A
	Rel-12
	
	
	
	

	CA_5A-30A-66A
	Rel-14
	
	
	
	

	CA_5B-30A-66A
	Rel-14
	
	
	
	

	CA_5B-30A-66A-66A
	Rel-15
	
	
	
	

	CA_7A-8A-20A
	Rel-12
	
	
	
	

	CA_8A-11A-28A
	Rel-14
	
	
	8, 11
	

	CA_12A-30A-66A
	Rel-14
	
	
	
	

	CA_14A-30A-66A
	Rel-15
	
	
	
	

	CA_14A-30A-66A-66A
	Rel-15
	
	
	
	

	CA_19A-21A-42A
	Rel-13
	
	
	
	

	CA_29A-46A-66A
	Rel-14
	
	
	66
	

	CA_29A-66A-66A-70A
	Rel-15
	
	
	66, 70
	

	CA_29A-66A-66A-70C
	Rel-15
	
	
	66, 70
	

	CA_29A-66A-70A
	Rel-15
	
	
	66, 70
	

	CA_29A-66A-70C
	Rel-15
	
	
	66, 70
	

	CA_29A-66C-70A
	Rel-15
	
	
	66, 70
	

	CA_29A-66C-70C
	Rel-15
	
	
	66, 70
	

	CA_66A-66A-70A-71A
	Rel-15
	
	
	
	

	CA_66A-66A-70C-71A
	Rel-15
	
	
	
	

	CA_66A-70A-71A
	Rel-15
	
	
	
	

	CA_66A-70C-71A
	Rel-15
	
	
	
	

	CA_66C-70A-71A
	Rel-15
	
	
	
	

	CA_66C-70C-71A
	Rel-15
	
	
	
	

	Note 1:
Notation used for intra-band contiguous CA Bands is according to TS 36.101 [2] Table 5.6A.1-2a, e.g. ‘CA_1A-3A-19A’ indicates CA operation on E-UTRA bands 1, 3 and 19, each with CA Bandwidth class A.

Note 2:
The UL CA capabilities as per Table A.4.3.3-2 can be supported on a single or multiple CA Band(s). The UE supplier shall indicate all supported UL CA Bandwidth Class(es), in uplink of the supported CA Band(s), as per TS 36.101 [2] Table 5.6A.1-2a. The UE shall also indicate in which bands is UL supported. For this release of specification valid choices are ‘N’, ‘XA-YA’ etc, where X,Y,Z are the bands. For example, for UL support in B1+B3, and B3+B19, for CA_1A-3A-19A, UE shall indicate ‘1A-3A’,’3A-19A’,

Note 3:
The UE supplier shall indicate the supported Bandwidth Combination Set(s) as per TS 36.101 [2] Table 5.6A.1-2a.

Note 4:
Reference to all items is 36.101, 5.6A and 36.331, 6.3.6.

Note 5:
List all the CA Combination bands where UL is supported.


Table A.4.3.3.3-5: Supported CA configurations for Inter-band CA (four bands)

	E-UTRA CA configuration / Item

(Note 1)
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL

(Note 2)
	Supported UL Bands (Note 5)
	Supported Bandwidth Combination Set(s)

(Note 3)

	CA_1A-3A-7A-32A
	Rel-15
	
	
	
	

	CA_1A-3A-8A-40A
	Rel-13
	
	
	
	

	CA_2A-4A-5A-12A
	Rel-13
	
	
	
	

	CA_2A-4A-12A-30A
	Rel-13
	
	
	
	

	CA_2A-4A-29A-30A
	Rel-13
	
	
	
	

	CA_2A-5A-30A-66A
	Rel-14
	
	
	
	

	CA_2A-5B-30A-66A
	Rel-14
	
	
	
	

	CA_2A-12A-30A-66A
	Rel-14
	
	
	
	

	CA_2A-14A-30A-66A
	Rel-15
	
	
	
	

	CA_3A-7A-20A-32A
	Rel-14
	
	
	
	

	Note 1:
Notation used for intra-band contiguous CA Bands is according to TS 36.101 [2] Table 5.6A.1-2b, e.g. ‘CA_1A-3A-5A-7A’ indicates CA operation on E-UTRA bands 1, 3, 5 and 7, each with CA Bandwidth class A.

Note 2:
The UL CA capabilities as per Table A.4.3.3-2 can be supported on a single or multiple CA Band(s). The UE supplier shall indicate all supported UL CA Bandwidth Class(es), in uplink of the supported CA Band(s), as per TS 36.101 [2] Table 5.6A.1-2b. The UE shall also indicate in which bands is UL supported. For this release of specification valid choices are ‘N’, ‘XA-YA’ etc, where X,Y are the bands. For example, for UL support in B1+B3, and B3+B5, for CA_1A-3A-5A-7A, UE shall indicate ‘1A-3A’,’3A-15A’, For no UL CA ‘N’.

Note 3:
The UE supplier shall indicate the supported Bandwidth Combination Set(s) as per TS 36.101 [2] Table 5.6A.1-2b.

Note 4:
Reference to all items is 36.101, 5.6A and 36.331, 6.3.6.

Note 5:
List all the CA Combination bands where UL is supported.


{End of changes}
