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	Other comments:
	This is an update of R5-184715 and the outcome of 1 revision to this document


–
BandCombinationList
Table 4.6.4-2: BandCombinationList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE (SIZE (1..maxBandComb)) OF SEQUENCE {
	1 entry
	
	

	  bandList[1] SEQUENCE (SIZE (1..maxSimultaneousBands)) OF CHOiCE {
	
	
	

	    eutra SEQUENCE {
	
	
	

	      bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	      ca-BandwidthClassDL-EUTRA
	CA-BandwidthClassEUTRA
	
	

	      ca-BandwidthClassUL-EUTRA
	CA-BandwidthClassEUTRA
	
	

	    }
	
	
	

	    nr SEQUENCE {
	
	
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      ca-BandwidthClassDL-NR
	CA-BandwidthClassNR
	
	

	      ca-BandwidthClassUL-NR
	CA-BandwidthClassNR
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSetCombination
	FeatureSetCombinationId
	
	

	  ca-ParametersEUTRA
	CA-ParametersEUTRA
	
	

	  ca-ParametersNR
	CA-ParametersNR
	
	

	  mrdc-Parameters
	MRDC-Parameters
	
	

	  supportedBandwidthCombinationSet
	BIT STRING (SIZE (1..32))
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



Table 4.6.4-3: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



Table 4.6.4-4: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



Table 4.6.45]: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


–
CA-BandwidthClassNR
Table 4.6.4-6: CA-BandwidthClassNR

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassNR
	[Not checked]
	
	


–
CA-BandwidthClassEUTRA

Table 4.6.4-7: CA-BandwidthClassEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassEUTRA
	[Not checked]
	
	


–
CA-ParametersNR
Table 4.6.4-7a: CA- ParametersNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-ParametersNR ::= SEQUENCE {
	
	
	

	  multipleTimingAdvances
	[Not checked]
	
	

	  parallelTxSRS-PUCCH-PUSCH
	[Not checked]
	
	

	  parallelTxPRACH-SRS-PUCCH-PUSCH
	[Not checked]
	
	

	  simultaneousRxTxInterBandCA
	[Not checked]
	
	

	  simultaneousRxTxSUL
	[Not checked]
	
	

	  diffNumerologyAcrossPUCCH-Group
	[Not checked]
	
	

	  diffNumerologyWithinPUCCH-Group
	[Not checked]
	
	

	  supportedNumberTAG
	[Not checked]
	
	

	}
	
	
	


–
CA-ParametersEUTRA
Table 4.6.4-7b: CA- ParametersEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-ParametersEUTRA ::= SEQUENCE {
	
	
	

	  multipleTimingAdvance
	[Not checked]
	
	

	  simultaneousRx-Tx
	[Not checked]
	
	

	  supportedNAICS-2CRS-AP
	[Not checked]
	
	

	  additionalRx-Tx-PerformanceReq
	[Not checked]
	
	

	  ue-CA-PowerClass-N
	[Not checked]
	
	

	}
	
	
	


–
FeatureSetCombination
Table 4.6.4-7c: FeatureSetCombination
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombination ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SEQUENCE (SIZE (1..maxFeatureSetsPerBand) CHOICE {
	
	
	

	  eutra SEQUENCE {
	
	
	

	    downlinkSetEUTRA
	[Not checked]
	
	

	    uplinkSetEUTRA
	[Not checked]
	
	

	  }
	
	
	

	  nr SEQUENCE {
	
	
	

	    downlinkSetNR
	[Not checked]
	
	

	    uplinkSetNR
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetCombinationId
Table 4.6.4-7d: FeatureSetCombinationId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombinationId
	[Not checked]
	
	


–
FeatureSetDownlink
Table 4.6.4-7e: FeatureSetDownlink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlink ::= SEQUENCE {
	
	
	

	  featureSetListPerDownlinkCC SEQUENCE (SIZE (1..maxNrofServingCells)) OF 
	
	
	

	    FeatureSetDownlinkPerCC-Id[1]
	[Not checked]
	
	

	  intraBandFreqSeparationDL
	FreqSeparationClass
	
	

	  scalingFactor
	[Not checked]
	
	

	  crossCarrierSchedulingDL-OtherSCS
	[Not checked]
	
	

	  scellWithoutSSB
	[Not checked]
	
	

	  csi-RS-MeasSCellWithoutSSB
	[Not checked]
	
	

	  srs-AssocCSI-RS
	[Not checked]
	
	

	  type1-3-CSS
	[Not checked]
	
	

	  pdcchMonitoringAnyOccasions
	[Not checked]
	
	

	  pdcchMonitoringAnyOccasionsWithSpanGap
	[Not checked]
	
	

	  ue-SpecificUL-DL-Assignment
	[Not checked]
	
	

	  searchSpaceSharingCA-DL
	[Not checked]
	
	

	  timeDurationForQCL SEQUENCE {
	
	
	

	    scs-60kHz
	[Not checked]
	
	

	    sch-120kHz
	[Not checked]
	
	

	  }
	
	
	

	  pdsch-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	[Not checked]
	
	

	    scs-30kHz
	[Not checked]
	
	

	    scs-60kHz
	[Not checked]
	
	

	    scs-120kHz
	[Not checked]
	
	

	  }
	
	
	

	  csi-RS-IM-ReceptionForFeedback SEQUENCE {
	
	
	

	    maxNumberNZP-CSI-RS-PerCC
	[Not checked]
	
	

	    maxNumberPortsAcrossNZP-CSI-RS-PerCC
	[Not checked]
	
	

	    maxNumberCS-IM-PerCC
	[Not checked]
	
	

	    maxNumberSimultaneousCSI-RS-ActBWP-AllCC
	[Not checked]
	
	

	    totalNumberPortsSimultaneousCSI-RS-ActBWP-AllCC
	[Not checked]
	
	

	  }
	
	
	

	  typeI-SinglePanelCodebookList SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	[Not checked]
	
	

	    maxNumberResources[1]
	[Not checked]
	
	

	    totalNumberTxPorts[1]
	[Not checked]
	
	

	    supportedCodebookMode[1]
	[Not checked]
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	[Not checked]
	
	

	  }
	
	
	

	  typeI-MultiPanelCodebookList SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	[Not checked]
	
	

	    maxNumberResources[1]
	[Not checked]
	
	

	    totalNumberTxPorts[1]
	[Not checked]
	
	

	    supportedCodebookMode[1]
	[Not checked]
	
	

	    supportedNumberPanels[1]
	[Not checked]
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	[Not checked]
	
	

	  }
	
	
	

	  typeII-CodebookList SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	[Not checked]
	
	

	    maxNumberResources[1]
	[Not checked]
	
	

	    totalNumberTxPorts[1]
	[Not checked]
	
	

	    parameterLx[1]
	[Not checked]
	
	

	    amplitudeScalingType[1]
	[Not checked]
	
	

	    amplitudeSubsetRestriction[1]
	[Not checked]
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	[Not checked]
	
	

	  }
	
	
	

	  typeII-CodebookPortSelectionList SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	[Not checked]
	
	

	    maxNumberResources[1]
	[Not checked]
	
	

	    totalNumberTxPorts[1]
	[Not checked]
	
	

	    parameterLx[1]
	[Not checked]
	
	

	    amplitudeScalingType[1]
	[Not checked]
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetDownlinkId
Table 4.6.4-7e: FeatureSetDownlinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkId
	[Not checked]
	
	


–
FeatureSetEUTRA-DownlinkId
Table 4.6.4-7f: FeatureSetEUTRA-DownlinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetEUTRA-DownlinkId
	[Not checked]
	
	


–
FeatureSetDownlinkPerCC
Table 4.6.4-7g: FeatureSetDownlinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingDL
	SubcarrierSpacing
	
	

	  supportedBandwidthDL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	[Not checked]
	
	

	  maxNumberMIMO-LayersPDSCH
	MIMO-LayersDL
	
	

	  supportedModulationOrderDL
	ModulationOrder
	
	

	}
	
	
	


–
FeatureSetDownlinkPerCC-Id
Table 4.6.4-7h: FeatureSetDownlinkPerCC-Id
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkPerCC-Id
	[Not checked]
	
	


–
FeatureSetUplink
Table 4.6.4-7i: FeatureSetUplink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplink ::= SEQUENCE {
	
	
	

	  featureSetListPerUplinkCC SEQUENCE (SIZE (1.. maxNrofServingCells)) OF FeatureSetUplinkPerCC-Id
	
	
	

	  FeatureSetUplinkPerCC-Id[1]
	[Not checked]
	
	

	  scalingFactor
	[Not checked]
	
	

	  crossCarrierSchedulingUL-OtherSCS
	[Not checked]
	
	

	  intraBandFreqSeparationUL
	FreqSeparationClass
	
	

	  searchSpaceSharingCA-UL
	[Not checked]
	
	

	  srs-TxSwitch SEQUENCE {
	
	
	

	    supportedSRS-TxPortSwitch
	[Not checked]
	
	

	    txSwitchImpactToRx
	[Not checked]
	
	

	  }
	
	
	

	  supportedSRS-Resources SEQUENCE {
	
	
	

	    maxNumberAperiodicSRS-PerBWP
	[Not Checked]
	
	

	    maxNumberAperiodicSRS-PerBWP-PerSlot
	[Not Checked]
	
	

	    maxNumberPeriodicSRS-PerBWP
	[Not Checked]
	
	

	    maxNumberPeriodicSRS-PerBWP-PerSlot
	[Not Checked]
	
	

	    maxNumberSemiPersitentSRS-PerBWP
	[Not Checked]
	
	

	    maxNumberSP-SRS-PerBWP-PerSlot
	[Not Checked]
	
	

	    maxNumberSRS-Ports-PerResource
	[Not Checked]
	
	

	  }
	
	
	

	  twoPUCCH-Group
	[Not checked]
	
	

	  dynamicSwitchSUL
	[Not checked]
	
	

	  pusch-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	[Not checked]
	
	

	    scs-30kHz
	[Not checked]
	
	

	    scs-60kHz
	[Not checked]
	
	

	    scs-120kHz
	[Not checked]
	
	

	  }
	
	
	

	  csi-ReportFramework SEQUENCE {
	
	
	

	    maxNumberPeriodicCSI-ReportPerBWP
	[Not checked]
	
	

	    maxNumberAperiodicCSI-ReportPerBWP
	[Not checked]
	
	

	    maxNumberSemiPersistentCSI-ReportPerBWP
	[Not checked]
	
	

	    simultaneousCSI-ReportsAllCC
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetUplinkId
Table 4.6.4-7j: FeatureSetUplinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkId
	[Not checked]
	
	


–
FeatureSetEUTRA-UplinkId
Table 4.6.4-7k: FeatureSetEUTRA-UplinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetEUTRA-UplinkId
	[Not checked]
	
	


–
FeatureSetUplinkPerCC
Table 4.6.4-7l: FeatureSetUplinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingUL
	SubcarrierSpacing
	
	

	  supportedBandwidthUL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	[Not checked]
	
	

	  mimo-CB-PUSCH  SEQUENCE {
	
	
	

	    maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	    maxNumberSRS-ResourcePerSet
	[Not checked]
	
	

	  }
	
	
	

	  maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	  supportedModulationOrderUL
	ModulationOrder
	
	

	  simultaneousTxSUL-NonSUL
	[Not checked]
	
	

	}
	
	
	


–
FeatureSetUplinkPerCC-Id
Table 4.6.4-7m: FeatureSetUplinkPerCC-Id
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC-Id
	[Not checked]
	
	


–
FeatureSets
Table 4.6.4-7n: FeatureSets
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSets ::= SEQUENCE {
	
	
	

	  featureSetsDownlink SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink
	
	
	

	    FeatureSetDownlink[1]
	FeatureSetDownlink
	
	

	  featureSetsDownlinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC
	
	
	

	    FeatureSetDownlinkPerCC[1]
	FeatureSetDownlinkPerCC
	
	

	  featureSetsUplink SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink
	
	
	

	    FeatureSetUplink[1]
	FeatureSetUplink
	
	

	  featureSetsUplinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC
	
	
	

	    FeatureSetUplinkPerCC[1]
	FeatureSetUplinkPerCC
	
	

	}
	
	
	


FreqBandIndicatorEUTRA
Table 4.6.4-8: FreqBandIndicatorEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorEUTRA
	EUTRA Operating band under test
	
	


