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<Start of modified section>
Table 1: Applicability of tests
… lines skipped
	SMS over IMS

	18.1
	Mobile Originating SMS
	Rel-8
	C55
	UE supports MO SMS over IMS and E-UTRA and UE configured to use SMS over IP and UE is not category M1

	18.2
	Mobile Terminating SMS
	Rel-8
	C56
	UE supports SM-over-IP receiver and E-UTRA and UE configured to use SMS over IP and UE is not category M1


… lines skipped
	SMS over IMS / UE category M1

	J.18.1
	Mobile Originating SMS / UE category M1
	Rel-13
	C154
	UE supports MO SMS over IMS and UE configured to use SMS over IP and UE is category M1

	J.18.2
	Mobile Terminating SMS / UE category M1
	Rel-13
	C155
	UE supports SM-over-IP receiver and UE configured to use SMS over IP and UE is category M1


… lines skipped
<Start of modified section>
<End of modified section>
	C55
	IF A.3A/61 AND A.18/1 AND [73] A.4.4-2/xxx AND NOT [73] A.4.3.2-2A/1 THEN R ELSE N/A
	SM-over-IP sender and E-UTRA and UE configured to use SMS over IP and UE is not category M1

	C56
	IF A.3A/62 AND A.18/1 AND [73] A.4.4-2/xxx AND NOT [73] A.4.3.2-2A/1 THEN R ELSE N/A
	SM-over-IP receiver and E-UTRA and UE configured to use SMS over IP and UE is not category M1


… lines skipped
	C154
	IF A.3A/61 AND [73] A.4.4-2/xxx AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	SM-over-IP sender and UE configured to use SMS over IP and UE is category M1

	C155
	IF A.3A/62 AND [73] A.4.4-2/xxx AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	SM-over-IP receiver and UE configured to use SMS over IP and UE is category M1


<End of modified section>
