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4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages
[Text skipped here]
–
RRCConnectionSetupComplete
Table 4.6.1-18: RRCConnectionSetupComplete

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	1
	
	

	        registeredMME
	Not checked
	
	

	        dedicatedInfoNAS
	Present but contents not checked
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	UP-CIoT or CP-CIoT

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  up-CIoT-EPS-Optimisation-r13
	true
	
	UP-CIoT

	                  cp-CIoT-EPS-Optimisation-r13
	true
	
	CP-CIoT

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UP-CIoT
	If user plane CIoT supported (TS 36.523-2, A.4.4-1/132).

Note 1: This condition is only applicable if also condition CIoT-test apply.

	CP-CIoT
	If control plane CIoT supported (TS 36.523-2, A.4.4-1/nnn).

Note 1: This condition is only applicable if also condition CIoT-test apply.


–
SCGFailureInformationNR
Table 4.6.1-18AA: SCGFailureInformationNR
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCGFailureInformationNR-r15 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      SCGFailureInformationNR-r15-IEs SEQUENCE {
	
	
	

	        FailureReportSCG-NR-r15 SEQUENCE {
	
	
	

	          failureType-r15
	Any allowed value
	t310-Expiry, OR
randomAccessProblem, OR
rlc-MaxNumRetx, OR
scg-ChangeFailure, OR
scg-reconfigFailure, OR
srb3-IntegrityFailure
	

	          MeasResultFreqListFailNR-r15 SEQUENCE (SIZE (1..maxFreqNR-r15)) OF SEQUENCE {
	n entries of MeasResultFreqFailNR-r15
	n denotes the number of NR frequencies the UE is configured to measure by measConfig
	

	            MeasResultFreqFailNR-r15 SEQUENCE {
	entry [1]
	
	

	              carrierFreq-r15
	Downlink ARFCN of ssbFrequency
	ARFCN-ValueNR-r15
	

	              MeasResultCellListNR-r15 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	n entries of MeasResultCellNR-r15
	n denotes the number of reported cells/CSI-RS resources
	

	                MeasResultCellNR-r15 SEQUENCE {
	entry [1]
	
	

	                  PhysCellIdNR-r15
	INTEGER (0.. 1007)
	the physical layer identity (PCI) of an NR cell
	

	                  MeasResultNR-r15 SEQUENCE {
	
	
	

	                    RSRP-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-114
	Integer value for RSRP measurements
	

	                    RSRQ-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-115
	Integer value for RSRQ measurements
	

	                    RS-SINR-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-130
	Integer value for SINR measurements
	

	                  }
	
	
	

	                  MeasResultSSB-IndexList-r15 SEQUENCE (SIZE (1..maxRS-IndexReport-r15)) OF SEQUENCE {
	n entries of MeasResultSSB-Index-r15
	n denotes the number of RS indices for RRM
	

	                    MeasResultSSB-Index-r15 SEQUENCE {
	entry [1]
	
	

	                      RS-IndexNR-r15
	INTEGER (0.. maxRS-Index-1-r15)
	
	

	                      MeasResultNR-r15 SEQUENCE {
	
	
	

	                        RSRP-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-114
	Integer value for RSRP measurements
	

	                        RSRQ-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-115
	Integer value for RSRQ measurements
	

	                        RS-SINR-RangeNR-r15
	as specified in TS 38.508-1 [67], Table 4.6.3-130
	Integer value for SINR measurements
	

	                      }
	
	
	

	                    }
	
	
	

	                    ...
	
	MeasResultSSB-Index-r15 entry [x] if any
	

	                  }
	
	
	

	                }
	
	
	

	                ...
	
	MeasResultCellNR-r15 entry [x] if any
	

	              }
	
	
	

	            }
	
	
	

	            ...
	
	
	

	          }
	
	
	

	          measResultSCG-r15
	containing the NR MeasResultSCG-Failure IE as specified in TS 38.508-1 [67], Table 4.6.3-59
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	
	
	

	      }
	
	
	

	    }
	
	
	

	    criticalExtensionsFuture SEQUENCE {}
	
	
	

	  }
	
	
	

	}
	
	
	


