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	The applicability of feMTC test case 8.2.2.6.6 is FFS.

	
	

	Summary of change:
	A new condition was added for TC 8.2.2.6.6, making it applicable for UEs supporting E-UTRA and Maximum PDSCH/PUSCH bandwidth preference Indication.
A new PICs for Maximum PDSCH/PUSCH bandwidth preference Indication was added.
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	<<< ROWS SKIPPED >>>

	8.2.2.1
	RRC connection reconfiguration / Radio resource reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.2
	RRC connection reconfiguration / SRB/DRB reconfiguration / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.3.1
	CA / RRC connection reconfiguration / SCell addition/modification/release / Success / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.3.2
	CA / RRC connection reconfiguration / SCell addition/modification/release / Success / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.3.3
	CA / RRC connection reconfiguration / SCell addition/ modification/release / Success / Intra-band non-contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.4.1
	CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.4.2
	CA / RRC connection reconfiguration / SCell SI change / Success / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.4.3
	CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band non-contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.5.1
	CA / RRC connection reconfiguration / SCell Addition without UL / Success / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.5.2
	CA / RRC connection reconfiguration / SCell Addition without UL / Success / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.5.3
	CA / RRC connection reconfiguration / SCell Addition without UL / Success / Intra-band non-Contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.5 a1.
	CA / RRC connection reconfiguration / SCell addition without UL / SRS configuration / Periodic / multi-SRS switching
	Rel-14
	C320
	UEs supporting E-UTRA FDD-TDD DL CA and SRS switching between a band pair.
	pc_eFDD
	
	
	

	
	
	
	C321
	UEs supporting E-UTRA TDD-TDD DL CA and SRS switching between a band pair.
	pc_eTDD
	
	
	

	8.2.2.5a.2
	CA / RRC connection reconfiguration / TDD SCell addition without UL / SRS configuration / Aperiodic / inter-cell trigger
	Rel-14
	C320
	UEs supporting E-UTRA FDD-TDD DL CA and SRS switching between a band pair.
	pc_eFDD
	
	
	

	
	
	
	C321
	UEs supporting E-UTRA TDD-TDD DL CA and SRS switching between a band pair.
	pc_eTDD
	
	
	

	8.2.2.5a.3
	CA / RRC connection reconfiguration / TDD SCell addition without UL / SRS configuration / Collision handling / Priority
	Rel-14
	C320
	UEs supporting E-UTRA FDD-TDD DL CA and SRS switching between a band pair.
	pc_eFDD
	
	
	

	
	
	
	C321
	UEs supporting E-UTRA TDD-TDD DL CA and SRS switching between a band pair.
	pc_eTDD
	
	
	

	8.2.2.5a.4
	CA / RRC connection reconfiguration / TDD SCell addition without UL / SRS configuration / Collision handling / flexible SRS transmitting
	Rel-14
	C320
	UEs supporting E-UTRA FDD-TDD DL CA and SRS switching between a band pair.
	pc_eFDD
	
	
	

	
	
	
	C321
	UEs supporting E-UTRA TDD-TDD DL CA and SRS switching between a band pair.
	pc_eTDD
	
	
	

	8.2.2.6.1
	RRC connection reconfiguration/ UE Assistance Information/power preference indication setup and release
	Rel-11
	C187
	UEs supporting E-UTRA and Power Preference Indication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.6.2
	RRC connection reconfiguration/ UE Assistance Information/power preference indication release on connection re-establishment
	Rel-11
	C 187
	UEs supporting E-UTRA and Power Preference Indication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.6.3
	RRC connection reconfiguration/ UE Assistance Information/T340 running
	Rel-11
	C187
	UEs supporting E-UTRA and Power Preference Indication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.6.4
	RRC connection reconfiguration/ UE Assistance Information / Delay Budget Report setup and release
	Rel-14
	C298
	UE supporting delay budget reporting for MMTEL voice and video enhancements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.6.5
	RRC connection reconfiguration/ UE Assistance Information/ Delay Budget Report T342 running
	Rel-14
	C298
	UE supporting delay budget reporting for MMTEL voice and video enhancements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.2.6.6
	RRC connection reconfiguration/ UE Assistance Information/ maximum PDSCH/PUSCH bandwidth preference
	Rel-14
	Cxx
	UEs supporting E-UTRA and Maximum PDSCH/PUSCH bandwidth preference Indication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<<< ROWS SKIPPED >>>


Table 4-1a: Applicability of tests Conditions

	<<< ROWS SKIPPED >>>

	C341
IF A.4.1-1/8 THEN R ELSE N/A

	C342
IF A.4.1-1/8 AND A.4.4-2/27 AND A.4.4-2/31 THEN R ELSE N/A

	C343
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/148 AND A.4.4-1/154 AND A.4.4-1/178 THEN R ELSE N/A

	C344
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/148 AND NOT(A.4.4-1/154) AND A.4.4-1/178 THEN R ELSE N/A

	C345
IF A.4.4-1/148 AND A.4.4-1/178 THEN R ELSE N/A

	Cxx
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/179 THEN R ELSE N/A


<<< TEXT SKIPPED >>>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	<<< ROWS SKIPPED >>>

	177
	Supports multiple uplink SPS and reporting SPS assistance information
	36.306, 4.3.19.11
	Rel-14
	pc_multipleUplinkSPS
	Support of multiple uplink SPS and reporting SPS assistance information

	178
	Support of V2X communication as Pedestrian UE
	36.300, 23.14.1.1
	Rel-14
	pc_P2X_UE
	

	179
	Support of Maximum PDSCH/PUSCH bandwidth preference Indication
	36.306,
4.3.15.9
	Rel-14
	pc_ bwPrefInd
	


