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	Reason for change:
	At RAN5 #79 the propsal in discussion paper R5-183012 to test only Mid frequency for SEM in FR2 has been endorsed. This information is missing in the TR.

	
	

	Summary of change:
	The discussion paper R5-183012 has been added to the TR by merging it with 
R5-182028.

	
	

	Consequences if not approved:
	The analysis for the test frequency of SEM in FR2 will not be documented.
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	Other comments:
	This is the outcome of one revision of R5-184958.


< Unchanged sections omitted >

4.2
Test point analysis for FR2

This clause contains information on test point analysis and test point selection for test cases in [3] clause 6 and 7 with information about transmitting test point selection for FR2 listed in table 4.2-1 and receiver test point selection in table 4.2-2.
Table 4.2-1: NR UE transmitter test point selection for FR2 
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.5.1 Occupied Bandwidth
	12
	“38.521-2_TPanalysis_6.5.1_OccBW.zip”
	RAN5#2-5G-NR Adhoc

	6.5.2.1 Spectrum Emission Mask
	90
	“38.521-2_TPanalysis_6.5.2.1_SEM.zip”
	RAN5#2-5G-NR Adhoc
RAN5#79

	6.5.2.3 Adjacent Channel Leakage Ratio
	TBD
	“38.521-2_TPanalysis_6.5.2.3_ACLR.zip”
	RAN5#2-5G-NR Adhoc

	
	
	
	

	
	
	
	


Table 4.2-2: NR UE receiver test point selection for FR2 
	Subclause
	Number of test points
	Justification in attachment
	Comments

	7.5 Adjacent channel selectivity
	3
	“38.521-2_TPanalysis_7.5 ACS.zip”

	RAN5#2-5G-NR Adhoc

	7.6.2 InBand Blocking
	3
	“38.521-2_TPanalysis_7.6.2 InB_Block.zip”

	RAN5#2-5G-NR Adhoc

	
	
	
	


< End of changes >
The following zipfile is added to TR 38.905.
· 38.521-2_TPanalysis_6.5.2.1_SEM.zip
