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4
Recommended Test Case Applicability

Table 4-3a: Applicability of tests and additional information for testing for RAT-dependent test cases in TS 37.571-1 [5] for E-UTRA

	Clause
	TC Title
	Release of LPP
	Applicability
	
	Additional Information 

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Branch
	Number of TC Executions
	Release RAT

	8
	E-CID measurement requirements
	
	
	
	
	
	
	
	

	8.1.1
	FDD UE Rx-Tx time difference case (Rel-9 to Rel-11)
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	2Rx, 4Rx
	
	Rel-9, Rel-10, Rel-11

	8.1.1A
	FDD UE Rx-Tx time difference case (Rel-12 onwards)
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	2Rx, 4Rx
	
	Rel-12

	8.1.1B
	FDD UE Rx-Tx time difference case for UE Category 1bis
	Rel-9
	C77er
	Category 1bis FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	
	Rel-13

	8.1.2
	TDD UE Rx-Tx time difference case (Rel-9 to Rel-11)
	Rel-13
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	2Rx, 4Rx
	
	Rel-9, Rel-10, Rel-11

	8.1.2A
	TDD UE Rx-Tx time difference case (Rel-12 onwards)
	Rel-13
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	2Rx, 4Rx
	
	Rel-12

	8.1.2B
	FDD UE Rx-Tx time difference case for UE Category 1bis
	Rel-13
	C78er
	Category 1bis TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	
	
	Rel-13

	8.1.3
	E-UTRAN FDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-9
	C25er
	All FDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eFDD
	
	
	
	Rel-10

	8.1.4
	E-UTRAN TDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-13
	C26er
	All TDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eTDD
	
	
	
	Rel-10

	8.1.5
	E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-9
	C21er
	All FDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and Feature Group Indictor 115
	pc_eFDD
	
	
	
	Rel-11

	8.1.6
	E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-13
	C22er
	All TDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and ss-CCH interference handling and Feature Group Indictor 115
	pc_eTDD
	
	
	
	Rel-11

	8.1.7
	E-UTRAN FDD UE Rx-Tx time difference case for Cat-M1/M2 UE in CEModeA
	Rel-13
	C72er
	All FDD Category M1/M2 UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	
	Rel-14

	8.1.8
	E-UTRAN HD-FDD UE Rx-Tx time difference case for Cat-M1/M2 UE in CEModeA
	Rel-13
	C73er
	All HD-FDD Category M1/M2 UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	
	Rel-14

	8.1.9
	E-UTRAN TDD UE Rx-Tx time difference case for Cat-M1/M2 UE in CEModeA
	Rel-13
	C74er
	All TDD Category M1/M2 UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	
	
	Rel-14

	9
	OTDOA measurement requirements
	
	
	
	
	
	
	
	

	9.1.1
	FDD RSTD Measurement Reporting Delay
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-9

	9.1.1A
	FDD RSTD Measurement Reporting Delay for UE Category 1bis
	Rel-9
	C44er
	Category 1bis FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-13 (Note 3)

	9.1.2
	TDD RSTD Measurement Reporting Delay
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-9

	9.1.2A
	TDD RSTD Measurement Reporting Delay for UE Category 1bis
	Rel-9
	C45er
	Category 1bis  TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-13 (Note 3)

	9.1.3
	FDD RSTD Measurement Accuracy
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	2Rx, 4Rx
	
	Rel-9

	9.1.3A
	FDD RSTD Measurement Accuracy for UE Category 1bis
	Rel-9
	C44er
	Category 1bis FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-13 (Note 3)

	9.1.4
	TDD RSTD Measurement Accuracy
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	2Rx, 4Rx
	
	Rel-9

	9.1.4A
	TDD RSTD Measurement Accuracy for UE Category 1bis
	Rel-9
	C45er
	Category 1bis TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-13 (Note 3)

	9.2.1
	FDD-FDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	
	Rel-10 (Note 1)

	9.2.1A
	FDD-FDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Rel-14
	C46er
	Category 1bis FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	
	Rel-13 (Note 1, 3)

	9.2.2
	TDD-TDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-10 (Note 1)

	9.2.2A
	TDD-TDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Rel-14
	C47er
	Category 1bis  TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-13 (Note 1, 3)

	9.2.4
	FDD-FDD inter-frequency RSTD Accuracy 
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	2Rx, 4Rx
	
	Rel-10 (Note 1)

	9.2.4A
	FDD-FDD inter-frequency RSTD Accuracy for UE Category 1bis
	Rel-10
	C46er
	Category 1bis FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	
	Rel-13 (Note 1, 3)

	9.2.5
	TDD-TDD inter-frequency RSTD Accuracy
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	2Rx, 4Rx
	
	Rel-10 (Note 1)

	9.2.5A
	TDD-TDD inter-frequency RSTD Accuracy for UE Category 1bis
	Rel-10
	C47er
	Category 1bis TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-13 (Note 1, 3)

	9.3.1.1
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C48er
	All FDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.1.2
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C60er
	All FDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.2.1
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C49er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.2.2
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C61er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.3.1
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C50er
	All TDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-14

	9.3.3.2
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C62er
	All TDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-14

	9.3.4.1
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C51er
	All FDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.4.2
	FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C63er
	All FDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.5.1
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C52er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.5.2
	HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C64er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.6.1
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C53er
	All TDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eTDD
	
	
	
	Rel-14

	9.3.6.2
	TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C65er
	All TDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eTDD
	
	
	
	Rel-14

	9.3.7.1
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C48er
	All FDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.7.2
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C60er
	All FDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.8.1
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C49er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.8.2
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C61er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	
	Rel-14

	9.3.9.1
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C50er
	All TDD Category M1 UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-14

	9.3.9.2
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C62er
	All TDD Category M2 UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	
	Rel-14

	9.3.10.1
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C51er
	All FDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.10.2
	FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C63er
	All FDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.11.1
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C52er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.11.2
	HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C64er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eFDD
	
	
	
	Rel-14

	9.3.12.1
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C53er
	All TDD Category M1 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eTDD
	
	
	
	Rel-14

	9.3.12.2
	TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C65er
	All TDD Category M2 UEs supporting UE-assisted OTDOA and CE Mode B
	pc_eTDD
	
	
	
	Rel-14

	9.4.1.1
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C54er
	All FDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.1.2
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C66er
	All FDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.2.1
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C55er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.2.2
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C67er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.3.1
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Rel-13
	C56er
	All TDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.3.2
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Rel-13
	C68er
	All TDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.4.1
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C57er
	All FDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.4.2
	FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C69er
	All FDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.5.1
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C58er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.5.2
	HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C70er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.6.1
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Rel-13
	C59er
	All TDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.6.2
	TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Rel-13
	C71er
	All TDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.7.1
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C54er
	All FDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.7.2
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C66er
	All FDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.8.1
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C55er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.8.2
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C67er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.9.1
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Rel-13
	C56er
	All TDD Category M1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.9.2
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Rel-13
	C68er
	All TDD Category M2 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.10.1
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C57er
	All FDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.10.2
	FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C69er
	All FDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.11.1
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C58er
	All HD-FDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.11.2
	HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C70er
	All HD-FDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eFDD
	
	
	
	Rel-14

	9.4.12.1
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Rel-13
	C59er
	All TDD Category M1 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.4.12.2
	TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Rel-13
	C71er
	All TDD Category M2 UEs supporting UE-assisted OTDOA, CE Mode B and inter-frequency RSTD measurements
	pc_eTDD
	
	
	
	Rel-14

	9.5.1
	HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	Rel-14
	C75er
	All Category NB1 UEs supporting UE-assisted OTDOA
	
	
	
	
	Rel-14

	9.5.2
	HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Rel-14
	C75er
	All Category NB1 UEs supporting UE-assisted OTDOA
	
	
	
	
	Rel-14

	9.5.3
	HD-FDD Intra frequency RSTD Measurement Reporting Delay for NB-IOT Standalone Mode in enhanced coverage
	Rel-14
	C75er
	All Category NB1 UEs supporting UE-assisted OTDOA
	
	
	
	
	Rel-14

	9.6.1
	HD-FDD Inter frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	Rel-14
	C76er
	All Category NB1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	
	
	
	
	Rel-14

	9.6.2
	HD-FDD Inter frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Rel-14
	C76er
	All Category NB1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	
	
	
	
	Rel-14

	9.6.3
	HD-FDD Inter frequency RSTD Measurement Reporting Delay for NB-IOT Standalone Mode in enhanced coverage
	Rel-14
	C76er
	All Category NB1 UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	
	
	
	
	Rel-14

	10
	OTDOA measurement requirements for Carrier Aggregation
	
	
	
	
	
	
	
	

	10.1
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed. (Note 2)
	Rel-10

	10.1A
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed. (Note 2)
	Rel-10

	10.1B
	FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-12
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed. (Note 2)
	Rel-10

	10.1C
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-12
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed. (Note 2)
	Rel-11

	10.2
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.2A
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.2B
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-12
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.2C
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-12
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-11

	10.2D
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz +10MHz Bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.3
	FDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	Either TC 10.3 or TC 10.3A or TC 10.3A_1 or TC 10.3B or TC 10.3C shall be executed. (Note 2)
	Rel-10

	10.3A
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	Either TC 10.3 or TC 10.3A or TC 10.3A_1 or TC 10.3B or TC 10.3C shall be executed. (Note 2)
	Rel-10, Rel-11

	10.3A_1
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	Either TC 10.3 or TC 10.3A or TC 10.3A_1 or TC 10.3B or TC 10.3C shall be executed. (Note 2)
	Rel-12

	10.3B
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	Either TC 10.3 or TC 10.3A or TC 10.3A_1 or TC 10.3B or TC 10.3C shall be executed. (Note 2)
	Rel-10

	10.3C
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	Either TC 10.3 or TC 10.3A or TC 10.3A_1 or TC 10.3B or TC 10.3C shall be executed. (Note 2)
	Rel-11

	10.4
	TDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-10

	10.4A
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-10, Rel-11

	10.4A_1
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-12

	10.4B
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-10

	10.4C
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-11

	10.4D
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz+10MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	Either TC 10.4 or TC 10.4A or TC 10.4A_1 or TC 10.4B or TC 10.4C or TC 10.4D shall be executed. (Note 2)
	Rel-10

	10.5
	FDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	
	
	Rel-12

	10.6
	TDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	
	
	Rel-12

	10.7
	FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	2Rx, 4Rx
	
	Rel-12

	10.8
	TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	2Rx, 4Rx
	
	Rel-12

	Note 1:
This test case can be optionally tested for Rel-9 UEs supporting inter-frequency RSTD measurements that do not require measurement gaps.

Note 2:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 37.571-1, Clause 4.7.5 [5].

Note 3:
This test case can be optionally tested for E-UTRA Rel-9 and forward UEs with only 1Rx antenna.


< End of changes >
