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Begin of Change 

4.8.2.1.2.2
DRB PDCP configurations for AM RLC

Table 4.8.2.1.2.2-1: PDCP-Config-DRB-AM

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config-DRB-AM ::= SEQUENCE {
	
	
	

	  discardTimer
	Infinity
	
	

	  rlc-AM SEQUENCE {
	
	
	

	    statusReportRequired
	TRUE
	
	

	  }
	
	
	

	  rlc-UM SEQUENCE {}
	Not present
	
	

	  headerCompression CHOICE {
	
	
	

	    notUsed
	NULL
	
	

	  }
	
	
	

	  ul-DataSplitDRB-ViaSCG-r12
	TRUE
	Uplink transmission of split DRB PDCP SDUs configured to be transmitted on the PSCell 
	DC_Setup_Split_DRB

	  t-Reordering-r12
	ms200
	ENUMERATED {ms0, ms20, ms40, ms60, ms80, ms100, ms120, ms140,

ms160, ms180, ms200, ms220, ms240, ms260, ms280, ms300,

ms500, ms750}
	DC_Setup_Split_DRB

	  uplinkDataCompression-r15 SEQUENCE {
	
	
	UDC

	    bufferSize-r15
	kbyte2
	ENUMERATED {kbyte2, kbyte4, kbyte8, spare1}
	

	    dictionary-r15
	Not present
	ENUMERATED {sip-SDP, operator}
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	DC_Setup_Split_DRB
	Setup of Split DRB

	UDC
	Setup of DRB with uplinkDataCompression
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