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<End of modified section>

<Start of next modified section>

4.9
Test procedures

4.9.1
Test procedure to check user plane connectivity on DRB#n

This procedure aims at checking whether the UE User Plane Access Stratum is capable of exchanging data on DRB#n (#n is the DRB Id specified in the test case when the present procedure is called). In case the UE supports IP, it is also checked that the UE IP stack is connected to the UE User Plane Access Stratum.

Table 4.9.1-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	-
	EXCEPTION: Steps 1a1 to 1c2 describe behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place depending on the UE implementation.
	-
	-
	-
	-

	1a1
	IF (pc_IP_Ping = TRUE AND pc_IPv4 = TRUE) THEN, the SS sends an ICMP Echo request to the IPv4 address assigned to the UE on DRB#n.
	<--
	ICMP ECHO REQUEST
	-
	-

	1a2
	Check: Does the UE send an ICMP Echo reply on DRB#n?
	-->
	ICMP ECHO REPLY
	-
	P

	1b1
	ELSE IF (pc_IP_Ping = TRUE AND (pc_IPv4 = FALSE AND pc_IPv6 = TRUE)) THEN, the SS sends an ICMPv6 Echo request to the IPv6 address assigned to the UE on DRB#n.
	<--
	ICMPv6 ECHO REQUEST
	-
	-

	1b2
	Check: Does the UE send an ICMPv6 Echo reply on DRB#n?
	-->
	ICMPv6 ECHO REPLY
	-
	P

	1c1
	ELSE, the SS transmits one IP Packet to verify data path on DRB#n.

See NOTE 1.
	-
	-
	-
	-

	1c2
	Check: Does UE send the IP Packet on DRB#n in the uplink?
	-
	-
	-
	P

	NOTE 1:
A Test Loop is assumed to already have been closed


4.9.2
Test procedure to activate UE Beamlock Test Function (UBF)

4.9.2.1
Initiation

UE is operating in FR2 in RRC_CONNECTED state.

4.9.2.2
Procedure

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	SS request UE to activate UE beamlock function.
	<--
	ACTIVATE BEAMLOCK
	-
	-

	2
	UE confirms that UE beamlock function is activated
	-->
	ACTIVATE BEAMLOCK COMPLETE
	-
	-


4.9.2.3
Specific Message contents
Table 4.9.2.3-1
ACTIVATE BEAMLOCK
	Derivation Path: 38.509 clause 6.4.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 0 0
	
	

	UE Beamlock test Function
	0 0 0 0 0 0 0 1
	
	Tx Only

	UE Beamlock test Function
	0 0 0 0 0 0 1 0
	
	Rx Only

	UE Beamlock test Function
	0 0 0 0 0 0 1 1
	
	Tx and Rx


	Condition
	Explanation 

	Tx Only
	Activation UE beamlock function for Tx only 

	Rx Only
	Activation UE beamlock function for Rx only

	Tx and Rx
	Activation UE beamlock function for both Tx and Rx


Table 4.9.2.3-2
ACTIVATE BEAMLOCK COMPLETE
	Derivation Path: 38.509 clause 6.4.2

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 0 1
	
	


4.9.3
Test procedure to deactivate UE Beamlock Test Function (UBF)

4.9.3.1
Initiation

UE is operating in FR2 in RRC_CONNECTED state with UE beamlock test function activated.
4.9.3.2
Procedure
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	SS request UE to deactivate UE beamlock function.
	<--
	DEACTIVATE BEAMLOCK
	-
	-

	2
	UE confirms that UE beamlock function is activated
	-->
	DEACTIVATE BEAMLOCK COMPLETE
	-
	-


4.9.3.3
Specific Message contents
Table 4.9.3.3-1
DEACTIVATE BEAMLOCK
	Derivation Path: 38.509 clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 1 0
	
	


Table 4.9.3.3-2
DEACTIVATE BEAMLOCK COMPLETE
	Derivation Path: 38.509 clause 6.4.4

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 1 1
	
	


