Page 1



3GPP TSG-RAN WG5 Meeting #81
R5-187096
Spokane, WA, United State, 12 – 16 Nov 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-1
	CR
	4572
	rev
	-
	Current version:
	15.3.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update to 3 Tx test case for 3UL CA

	
	

	Source to WG:
	KTL

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_CA_Rel13-UEConTest
	
	Date:
	2018-11-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Removing editor’s notes due to adding applicability in 36.521-2

	
	

	Summary of change:
	Remove editor’s notes relating to -2 spec applicability

	
	

	Consequences if not approved:
	Test case will remain incomplete

	
	

	Clauses affected:
	6.5.2A.1.4, 6.5.2A.2.4, 6.5.2A.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Start of changes >>
6.5.2A.1.4
Error Vector Magnitude (EVM) for CA (3UL CA)



6.5.2A.1.4.1
Test Purpose

The Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.5.2.1.

<< Skip unchanged sections >>
6.5.2A.2.4
Carrier leakage for CA (3UL CA)



6.5.2A.2.4.1
Test Purpose

Carrier leakage is an additive sinusoid waveform that is confined within the aggregated transmission bandwidth configuration. The carrier leakage requirement is defined for each component carrier and is measured on the component carrier with PRBs allocated. The measurement interval is one slot in the time domain.

<< Skip unchanged sections >>
6.5.2A.3.4
In-band emissions for non allocated RB for CA (3UL CA)


6.5.2A.3.4.1
Test Purpose

Same test purpose as in clause 6.5.2A.3.1.1.

<< End of changes >>
