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5.5.3.3
Resource-lists

5.5.3.3.1
Resource-lists from the UE

Table 5.5.3.3.1-1: Resource-lists from the UE

	Derivation Path: RFC 4826 [83]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	resource-lists
	
	
	
	PRIVATE-CALL

GROUP-CALL

EMERGENCY-CALL

IMMPERIL-CALL

EMERGENCY-ALERT

	resource-lists
	"uri: mcptt-op.gov:resource-lists"
	
	TS 24.481 [11]
	CONFIG

	  list
	
	
	
	

	    entry
	px_MCPTT_User_B_ID
	The MCPTT ID of the invited user
	
	PRIVATE-CALL

GROUP-CALL

EMERGENCY-CALL

IMMPERIL-CALL

EMERGENCY-ALERT

	    entry
	"resource-lists/ue_configuration.xml/"
	UE Configuratrion document
	TS 24.481 [11]
	CONFIG

	    entry
	"resource-lists/ue_user_profile.xml/"
	UE User Profile document
	TS 24.481 [11]
	CONFIG

	    entry
	"resource-lists/ue_service_configuration.xml/"
	UE Service Configuration document
	TS 24.481 [11]
	CONFIG

	    entry
	"resource-lists/ue_group_configuration.xml/"
	UE Group Configuration document
	TS 24.481 [11]
	GROUPCONFIG


5.5.3.3.2
Resource-lists from the SS

Table 5.5.3.3.2-1: Resource-lists from the SS

	Derivation Path: RFC 4826 [83]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	resource-lists
	
	
	
	

	  list
	
	
	
	

	    entry
	px_MCPTT_User_A_ID
	The MCPTT ID of the invited user
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