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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>	
[bookmark: _Toc524978805]7.5B.3.5	Test requirement
For the NR CC, the throughput measurement of the carrier derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3 under the conditions specified in clause 7.5.5 in TS 38.521-1 [8]
[bookmark: _Toc526341677]7.8	Intermodulation characteristics
[bookmark: _Toc526341678]7.8B	Intermodulation characteristics for EN-DC in FR1
[bookmark: _Toc526341679]7.8B.1	General
[bookmark: _Toc526341680]7.8B.2	Wide band Intermodulation
[bookmark: _Toc526341681]7.8B.2.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341682]7.8B.2.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341683]7.8B.2.3	Inter-band EN-DC in FR1
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Modulated interferer details are TBD in 38.101-1
-	UL Power window is TBD
-	MU and TT missing in Annex F
7.8B.2.3.1	Test Purpose
[bookmark: _Toc336589962]Same test purpose as in clause 7.8.2.1 in TS 38.521-1 [8] for the NR carrier.
7.8B.2.3.2	Test Applicability
[bookmark: _Toc336589963]This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC within FR1.
7.8B.2.3.3	Minimum Conformance Requirements
Same minimum conformance requirements as in clause 7.8.2 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.8B.2.3.
[bookmark: _Toc336589964]7.8B.2.3.4	Test Description
[bookmark: _Toc336589967]Same test description as in clause 7.8.2.4  in TS 38.521-1 [8] for the NR carrier with the following exceptions: 
For Initial conditions as in clause 7.8.2.4.1 in TS 38.521-1 [8], the following steps are added to configure E-UTRA component:
2.1.	The parameter settings for the cell are set up according to TS 36.508 [11] subclause 4.4.3 with E-UTRA channel bandwidth and test frequencies defined in Table 4.6-2.
3.1.	Downlink signals are initially set up according to TS 36.521-1 [10] Annex C0, C.1 and C.3., and uplink signals according to Annex H.1 and H.3.1.
4.1.	The UL Reference Measurement channels are set according to Table 4.6-2.
Step 6 of Initial conditions as in clause 7.8.2.4.2 in TS 38.521-1 [8] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG according to TS 38.508 [6] clause 4.5.
[bookmark: _Toc336589968]7.8B.2.3.5	Test Requirement
Same test requirement as in clause 7.8.2.5 in TS 38.521-1 [8].
<<< END OF CHANGES >>>
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