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Begin of Change 

7.3.10.3
PDCP UDC / Reset
7.3.10.3.1
Test Purpose (TP)

(1)

with {UE in E-UTRA RRC_CONNECTED state with UDC configuration}

ensure that {
  when { UE receiving the checksum error notification }

   then { UE resets the UDC buffer and sets the FR field in UDC header of the first compressed PDU to 1}

            }

7.3.10.3.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.323 clause 5.11.6, 5.11.7, 6.2.17, 6.3.22 and 6.3.24. 
[TS 36.323, clause 5.11.6]
UDC works on the condition that compression buffer and de-compression buffer are synchronized. UDC buffer reset mechanism is to resynchronize buffer when error is detected. For resynchronization, UE shall reset the compression buffer to all zeros. After performing the reset, the FR field (details see subclause 6.3.22) in UDC header of the first compressed PDU shall be set to 1.

[TS 36.323, clause 5.11.7]
UDC checksum error notification PDCP control PDU indicates the compression buffer and de-compression buffer are out of synchronization. When receiving the notification, the UE shall trigger UDC buffer reset procedure to resynchonize the compression buffer.

[TS 36.323, clause 6.2.17]
Figure 6.2.17.1 shows the format of the PDCP Control PDU for UDC feedback packet. This format is applicable for DRBs configured with UDC.
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Figure 6.2.17.1: PDCP Control PDU format for UDC feedback packet

[TS 36.323, clause 6.3.22]
Length: 1 bit

Indication of whether UDC compression buffer is reset or not. Value '1' means this is the first compressed packet after UDC buffer reset.
Table 6.3.22.1: FR field

	Bit
	Description

	0
	Compression buffer is not reset.

	1
	Compression buffer has been reset.


[TS 36.323, clause 6.3.24]
Length: 1 bit

Indication of whether checksum error is detected or not. Value '1' means checksum error is detected and the UE shall reset the compression buffer.
Table 6.3.24.1: FE field

	Bit
	Description

	0
	No Error

	1
	Checksum Error Notification


7.3.10.3.3
Test description

7.3.10.3.3.1
Pre-test conditions
System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) according to [18].
-
The condition UDC is used for PDCP-Config in step 8 in 4.5.3.3 according to [18].
7.3.10.3.3.2
Test procedure sequence

Table 7.3.10.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS creates 3 PDCP Data PDUs and the Next_PDCP_TX_SN is set to "0".
	-
	-
	-
	-

	2
	The SS sends the PDCP Data PDU#0 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) and PDCP SN = 0.

After having sent a PDU, the SS set Next_PDCP_TX_SN= 1.
	<--
	PDCP PDU DATA #0
	-
	-

	3
	The UE sends the PDCP Data PDU#0 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) , PDCP SN = 0, FU = 1, FR = 0, Checksum = 1111.

Data is previously received data from PDU #0 after decompression. (Note 1)
	-->
	PDCP PDU DATA #0
	-
	-

	4
	The SS sends the PDCP Data PDU#1 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) and PDCP SN = 1.

After having sent a PDU, the SS set Next_PDCP_TX_SN= 2.
	<--
	PDCP PDU DATA #1
	-
	-

	5
	The UE sends the PDCP Data PDU#1 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) , PDCP SN = 1, FU = 1, FR = 0, Checksum = FFS.

Data is previously received data from PDU #1 after decompression. (Note 1)
	-->
	PDCP PDU DATA #1
	-
	-

	6
	The SS sends the PDCP Control PDU for UDC feedback packet with the following content to the UE:
D/C field  = 0 (Control PDU)
PDU type = 100 (UDC feedback packet)
FE = 1 (Checksum Error Notification)
	<--
	UDC feedback packet
	-
	-

	7
	The SS sends the PDCP Data PDU#2 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) and PDCP SN = 2.
	<--
	PDCP PDU DATA #2
	-
	-

	8
	Check: Does the UE sends the PDCP Data PDU#2 via RLC-AM RB with the following content to the UE:

D/C field  = 1 (PDCP Data PDU) , PDCP SN = 2, FU = 1, FR = 1, Checksum = 1111.

Data is previously received data from PDU #2 after decompression. (Note 1)
	-->
	PDCP PDU DATA #2
	1
	P

	Note 1: The SS acknowledges the received data. 


7.3.10.3.3.3
Specific message contents
None
End of Change 
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