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	Reason for change:
	Test purpose of RF test cases are not affected by AS security algorithm. In that way LTE RF test cases do not use AS ciphering in RF testing configuring null ciphering algorithm. Hence, 5G NR RF test cases can configure null ciphering algorithm in the same way as LTE RF testing.

	
	

	Summary of change:
	AS ciphering algorithm is changed to null algorithm

	
	

	Consequences if not approved:
	Unnecessary AS ciphering procedure is used in RF testing
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	Other comments:
	Resubmission of agreed CR R5-190549 in RAN5#4 5G-NR adhoc meeting without changes
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Table 4.6.3-125A: SearchSpaceZero

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
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	SearchSpaceZero
	0
	Index addressing SearchSpace#0 parameter set in Tables 13.11 .. 13.15 of TS 38.213 [22]
	


–
SecurityAlgorithmConfig
Table 4.6.3-126: SecurityAlgorithmConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityAlgorithmConfig ::= SEQUENCE {
	
	
	

	  cipheringAlgorithm
	nea0
	
	RF

	
	Set according to PIXIT px_NR_CipheringAlgorithm
	see TS 38.523-3 [23]
	SIG

	  integrityProtAlgorithm
	nia2
	
	

	
	Set according to PIXIT px_NR_IntegrityProtAlgorithm
	see TS 38.523-3 [23]
	SIG

	}
	
	
	


	Condition
	Explanation

	SIG
	Used for signalling test cases

	RF
	Used for RF/RRM test cases
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	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServCellIndex
	0
	
	


