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<< Unchanged sections omitted >>
5.2.3.1.1_4
4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type X for both SA and NSA

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
- Following are pending RAN4 core spec update

- SNR requirement is in []
- Annex for measurement uncertainty and test tolerance is TBD

- Annex for DL and UL signal setup is TBD

- PDSCH and PDCCH configuration before measurement is TBD

- Propagation condition description in Annex is TBD

- Message contents are TBD

- Minimum test time is TBD
- Connection diagram is TBD

5.2.3.1.1_4.1
Test purpose

[To verify the PDSCH mapping Type A enhanced performance under 4 receive antenna conditions for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput and as well verify the HARQ soft combining with default enhanced receiver type X configuration, for Rank 3 scenario.]

5.2.3.1.1_4.2
Test applicability

This test applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports and NR enhanced receiver type X.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC, 4 Rx antenna ports and NR enhanced receiver type X.

5.2.3.1.1_4.3
Test description

Same test description as in clause 5.2.3.1.1_1.3 with the following exception:

Step 3 of Test procedure as in clause 5.2.3.1.1_1.3.2 is replaced by:

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 5.2.3.1.1_4.4-1 as appropriate.

5.2.3.1.1_4.4
Test requirement

Table 5.2.3.1.1.0-5 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A TBD for each throughput test shall meet or exceed the specified value in Table 5.2.3.1.1_4.4-1 for the specified SNR including test tolerances for all throughput tests.

Table 5.2.3.1.1_4.4-1: Test Requirement for Rank 3

	Test num.
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-2
	R.PDSCH.1-2.3 FDD
	16QAM, 0.48
	TDLA30-10
	4x4, ULA Medium A
	70
	[22.2]+TT


<< End of changes >>
