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<Start of first modified section>
4.5.5
SWITCHED_OFF

4.5.5.1
Initiation

The SS shall:

1>
if Test State ID=0-A:

2>
Do nothing;

1>
else if Test State ID=0N-B:

2>
use 1 NR cell, default parameters;

2>
perform the procedure according to the table 4.5.5.2-1: NR SWITCHED_OFF_0_B;

1>
else if Test State ID=0E-B:

2>
FFS

NOTE: The procedure for State 0N-B is used as default.

4.5.5.2
Procedures

Table 4.5.5.2-1: NR SWITCHED_OFF_0N_B

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-20
	Same as table 4.5.2.2-2, steps 1-20.
	-
	-
	-
	-

	21-26
	Same as table 4.9.6.1-1, steps 1a1-1b1
	-
	-
	-
	-


4.5.5.3
Specific message contents

All specific message contents shall be according clause 4.6 and 4.7.

NOTE: The procedure refers to default messages content. If a test case requires specific parameters to be set during the procedure e.g. list with ePLMNs or/and TAIs is stored, new or not 5G-GUTI, etc. then, this needs to be specified in the test case, which uses the procedure.
<End of modified section>
