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<Unchanged Sections Omitted>
<Start of Change Sections>
4.8.2.2
Reference packet filters

Table 4.8.2.2-1: Packet filter list #1

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘0000’B
	Id  0
	

	  Component type 1 ID
	‘0000 0001’B
	Match-all type
	


Table 4.8.2.2-2: Packet filter list #2

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘0010’B
	Id  2
	

	  Component type 1 ID
	0 0 0 1 0 0 0 0
	IPv4 remote address type
	remoteIPv4

	
	0 0 1 0 0 0 0 1
	IPv6 remote address type/prefix lenght type
	remoteIPv6

	Component type 1 Value
	
10.10.10.2

255.255.255.255
	See Note 1
	remoteIPv4

	
	
C0C0:C0C0:C0C0:C002
C0C0:C0C0:C0C0:C0C0/

64




	See Note 1
	remoteIPv6

	Note 1:
This IP address is also the address of an IP server able to send a flow of downlink IP packets to the UE. remoteIPv4 applies if the UE has acquired an IPv4 address only, remoteIPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address.


Table 4.8.2.2-3: Packet filter list #3

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘0011’B
	Id  3
	

	  Component type 1 ID
	0 0 0 1 0 0 0 0
	IPv4 remote address type
	remoteIPv4

	
	0 0 1 0 0 0 0 1
	IPv6 remote address type/prefix lenght type
	remoteIPv6

	Component type 1 Value
	
10.10.10.3

255.255.255.255
	See Note 1
	remoteIPv4

	
	
C0C0:C0C0:C0C0:C003
C0C0:C0C0:C0C0:C0C0/

64



	See Note 1
	remoteIPv6

	Note 1:
This IP address is also the address of an IP server able to send a flow of downlink IP packets to the UE. remoteIPv4 applies if the UE has acquired an IPv4 address only, remoteIPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address.


Table 4.8.2.2-3a: Packet filter list #3a

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘1111’B
	Id 15
	

	  Component type 1 ID
	0 0 0 1 0 0 0 0
	IPv4 remote address type
	remoteIPv4

	
	0 0 1 0 0 0 0 1
	IPv6 remote address type/prefix lenght type
	remoteIPv6

	Component type 1 Value
	
10.10.10.30

255.255.255.255
	See Note 1
	remoteIPv4

	
	
C0C0:C0C0:C0C0:C030
C0C0:C0C0:C0C0:C0C0/

64



	See Note 1
	remoteIPv6

	Note 1:
This IP address is also the address of an IP server able to send a flow of downlink IP packets to the UE. remoteIPv4 applies if the UE has acquired an IPv4 address only, remoteIPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address.


Table 4.8.2.2-4: Packet filter list #4

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘0100’B
	Id  4
	

	  Component type 1 ID
	0 0 0 1 0 0 0 0
	IPv4 remote address type
	remoteIPv4

	
	0 0 1 0 0 0 0 1
	IPv6 remote address type/prefix lenght type
	remoteIPv6

	Component type 1 Value
	
10.10.10.4

255.255.255.255
	See Note 1
	remoteIPv4

	
	
C0C0:C0C0:C0C0:C004
C0C0:C0C0:C0C0:C0C0/

64



	See Note 1
	remoteIPv6

	Note 1:
This IP address is also the address of an IP server able to send a flow of downlink IP packets to the UE. remoteIPv4 applies if the UE has acquired an IPv4 address only, remoteIPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address.


Table 4.8.2.2-5: Packet filter list #5

	Derivation Path: TS 24.501, table 9.11.4.13

	Information Element
	Value/remark
	Comment
	Condition

	Packet filter list
	
	
	

	  Packet filter direction
	‘11’B
	bidirectional
	

	  Packet filter identifier
	‘0101’B
	Id  5
	

	  Component type 1 ID
	0 0 0 1 0 0 0 0
	IPv4 remote address type
	remoteIPv4

	
	0 0 1 0 0 0 0 1
	IPv6 remote address type/prefix lenght type
	remoteIPv6

	Component type 1 Value


	
10.10.10.5

255.255.255.255
	See Note 1
	remoteIPv4

	
	
C0C0:C0C0:C0C0:C005
C0C0:C0C0:C0C0:C0C0/

64



	See Note 1
	remoteIPv6

	Note 1:
This IP address is also the address of an IP server able to send a flow of downlink IP packets to the UE. remoteIPv4 applies if the UE has acquired an IPv4 address only, remoteIPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address.


<End of Change Section>

