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4.5.3
E-UTRAN and NR measurement parameters

4.5.3.1
UE based A-GNSS measurement parameters

In case of UE-based A-GNSS, the measurement parameters are contained in the LPP GNSS‑LocationInformation IE which is included in the A‑GNSS‑ProvideLocationInformation IE provided in the LPP message of type PROVIDE LOCATION INFORMATION. The measurement parameter in case of UE-based A-GNSS is the horizontal position estimate reported by the UE and expressed in latitude/longitude.

4.5.3.2
UE assisted A-GNSS measurement parameters

In case of UE-assisted A-GNSS, the measurement parameters are contained in the LPP GNSS‑SignalMeasurementInformation IE which is included in the A‑GNSS‑ProvideLocationInformation IE provided in the LPP message of type PROVIDE LOCATION INFORMATION. The measurement parameters in case of UE-assisted A-GNSS are the UE GNSS code phase measurements, as specified in TS 36.302 [5] and TS 36.214 [6]. The UE GNSS code phase measurements are converted into a horizontal position estimate using the procedure detailed in Annex B.
4.5.3.3
2D Error definition

The 2D position error is defined by the horizontal difference in meters between the ellipsoid point reported or calculated from the LPP message of type PROVIDE LOCATION INFORMATION and the actual position of the UE in the test case considered.

4.5.3.4
Response time

Max Response Time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response times specified for all test cases are Time-to-First-Fix (TTFF) unless otherwise stated, i.e. the UE shall not re‑use any information on GNSS time, location or other aiding data that was previously acquired or calculated and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [44] clause 5.6 for the purpose of deleting this information.
NEXT CHANGED SECTION 
4.12
NR test conditions

4.12.1
NR terminology

The terminology used in this specification for NR architecture options is described below.

Table 4.12.1-1: NR terminology

	Terminology
	Abbreviation
	Option

	NSA
	
	

	E-UTRA-NR Dual Connectivity
	EN-DC
	NSA Option 3

	NR-E-UTRA Dual Connectivity
	NE-DC
	NSA Option 4

	NG-RAN E-UTRA-NR Dual Connectivity
	NGEN-DC
	NSA Option 7

	SA
	
	

	NG-RAN NR Radio Access
	NG-RAN NR
	SA Option 2

	NG-RAN E-UTRA Radio Access
	NG-RAN E-UTRA
	SA Option 5


4.12.2
NR frequency band and frequency range

The A-GNSS tests in clause 13, MBS tests in clause 11, WLAN tests in clause 15 and BLE tests in clause 16 are, where relevant, performed on the NR test frequency and default channel bandwidth of the NR operating frequency band of the UE as defined in TS 38.508-1 [45] clause 6.2.3.
The A-GNSS requirements and tests in clause 13 apply for NR UE in FR1. 

If the UE supports multiple frequency bands then the A-GNSS Sensitivity tests in clause 13.2 shall be repeated in each supported frequency band.

The NR OTDOA tests in clause 14 are performed on the ARFCN(s) of the operating frequency band of the UE and the channel bandwidth(s) specified in the test cases and as defined in FFS.

NEXT CHANGED SECTION
4B
Applicability of tests for types and Categories of UE

4B.1
Introduction

In this clause, the applicability of the tests defined in clauses 7 to 16 of this specification are detailed for various types and Categories of UE for information.

4B.2
Applicability of requirements and tests

The applicability of the requirements for various types and Categories of UE for the tests in this specification are defined as follows:

-
for the tests in clause 7 (E-UTRA A-GNSS): applicabilities are defined in TS 36.171 [3] clauses 4.1 and 4.1.1 

-
for the tests in clauses 8 (E-UTRA ECID), 9 (E-UTRA OTDOA), 10 (E-UTRA OTDOA for Carrier Aggregation): applicabilities are defined in TS 36.133 [23] clause 3.6.1 

-
for the tests in clauses 11 (E-UTRA and NR MBS), 12 (E-UTRA WLAN and BLE): applicabilities are defined in TS 37.171 [39] 

-
for the tests in clause 13 (NR A-GNSS): applicabilities are defined in TS 38.171 [43] clause 4.1

-
for the tests in clause 14 (NR OTDOA): applicabilities are defined in TS 38.133 [23] clause 3.6 

-
for the tests in clauses 15 (NR WLAN), 16 (NR BLE): applicabilities are defined in TS 37.171 [39].

These are summarised below for the relevant tests in this specification.

Table 4B.2-1: Applicability of tests for various types and Categories of UE (informative)

	Tests
	Types and Categories of UE

	
	LTE UE other than types and Categories listed here
	UE Category 0 (Note 1)
	UE Category 1
	UE Category 1bis (Note 2)
	UE Category M1
	UE Category M2
	UE Category NB1 and NB2 (Note 3) 
	UE configured with NR EN-DC
	UE supporting NR SA mode or NE-DC or NGEN-DC

	Clause 7 (E-UTRA A-GNSS)
	All
	All
	All
	All
	All (UE must also support VoLTE)
	All (UE must also support VoLTE)
	None
	N/A
	N/A

	Clause 8 (E-UTRA ECID),
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	None
	Requirements and tests defined in RAN 4. Tests here are FFS
	N/A

	Clause 9 (E-UTRA OTDOA)
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	Only tests defined for NB-IOT
	Requirements and tests defined in RAN 4. Tests here are FFS
	N/A

	Clause 10 (E-UTRA OTDOA for Carrier Aggregation)
	All
	All
	All
	None
	None
	None
	None
	Requirements and tests defined in RAN 4. Tests here are FFS
	N/A

	Clause 11 (E-UTRA and NR MBS)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements and tests defined in RAN 4. Tests here are FFS
	Requirements and tests defined in RAN 4. Tests here are FFS

	Clause 12 (E-UTRA WLAN and BLE)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements and tests defined in RAN 4. Tests here are FFS
	Requirements and tests defined in RAN 4. Tests here are FFS

	Clause 13 (NR A-GNSS)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	All
	All

	Clause 14 (NR OTDOA)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A.
	FFS

	Clause 15 (NR WLAN)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	FFS
	FFS

	Clause 16 (NR BLE)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	FFS
	FFS

	Note 1: The requirements for a UE Category 0 are derived assuming UE Category 0 and a single antenna receiver.

Note 2: The requirements for UE Category 1bis are derived assuming UE Category 1bis and a single antenna receiver.

Note 3: The requirements for UE Category NB1/NB2 are derived assuming UE Category NB1/NB2 and a single antenna receiver.


Editor's note: the current versions of this specification and TS 37.571-3 do not accurately reflect the above table. The above table should therefore be used where it differs from the applicabilities given in this specification and TS 37.571-3.

NEXT CHANGED SECTION
7.5.5
Test description

7.5.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 36.508 [18] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [18] clause 4.3.1.
Channel Bandwidth to be tested: as defined in TS 36.508 [18] clause 4.3.1
The UE moves on a rectangular trajectory of 940 m by 1 440 m with rounded corner defined in Figure 7.1. The initial reference is first defined followed by acceleration to final speed of 100 km/h in 250 m. The UE then maintains the speed for 400 m. This is followed by deceleration to final speed of 25 km/h in 250 m. The UE then turn 90 degrees with turning radius of 20 m at 25 km/h. This is followed by acceleration to final speed of 100 km/h in 250 m. The sequence is repeated to complete the rectangle.
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l 15  

r = 20 m  

1 440 m  

940 m  

l 13  

l 1 2  

l 11  

l 14  

l 21  

l 22  

l 23  

l 24   l 25  


Figure 7.1: Rectangular trajectory of the moving scenario and periodic update test case

Trajectory Parameters

	Parameter
	Distance (m)
	Speed (km/h)

	l11, l15, l21, l25
	20
	25

	l12, l14, l22, l24
	250
	25 to 100 and 100 to 25

	l13
	400
	100

	l23
	900
	100


1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 7.5.7 or 7.5.8 for GNSS scenario #5 in TS 37.571-5 [20].

3.
The parameter settings for the cell are set up according to TS 36.508 [18] clause 4.4.3, single cell scenario.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 36.508 [18] clause 4.5.3 (State 3, Generic RB established) on a channel in the Mid EARFCN range.

NEXT CHANGED SECTION 
13
NR A-GNSS minimum performance requirements

13.1
General

This clause defines the minimum performance requirements for both UE based and UE assisted A-GNSS FDD and TDD NR UEs. If a UE supports both UE based and UE assisted modes then it shall be tested in both modes.
The requirements in this section apply for NR UE in FR1. 

For ease of use of this document a number of Test Configurations corresponding to Network Deployment Types are defined in Table 13.1.1.

Table 13.1.1: Test Configuration
	Test Configuration
	Network Deployment Type

	A
	EN-DC (NSA Option 3)

	B
	NG-RAN NR (SA Option 2)

	FFS
	NE-DC (NSA Option 4)


13.2
Sensitivity

13.2.1
Sensitivity Coarse time assistance

13.2.1.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.2.1.1

Table 13.2.1.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.2.1.2
Test purpose

To verify the performance of the first position estimate, when the UE is provided with only coarse time assistance. 
13.2.1.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS.

13.2.1.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 13.2.1.2 for the parameters specified in table 13.2.1.3 or 13.2.1.4.
Table 13.2.1.2: Requirements Sensitivity Coarse time assistance

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


Table 13.2.1.3: Parameters Sensitivity Coarse time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(2

	GPS L1 C/A Signal for one satellite
	dBm
	-142

	GPS L1 C/A Signal for remaining satellites
	dBm
	-147


Table 13.2.1.4: Parameters Sensitivity Coarse time assistance - Sub-Tests 2 to 5 and Sub-Tests 8 to 13

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.2.1.5

	
	Total number of generated satellites
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-136

	
	Reference low signal power level
	dBm
	-145

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.2.1.5: Power level and satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1:
For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


The normative reference for this requirement is TS 38.171 [43] clause 5.1.1 and 6.1.1. 
13.2.1.5
Test description

13.2.1.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [45] clause 6.2.3.
1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.2.1.7 or 13.2.1.8 for GNSS scenario #1 in TS 37.571-5 [20]. For GNSS-1, select the first satellite SV ID defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the one satellite with the higher level. 

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [45] clause 4.5.4 (RRC_CONNECTED).

13.2.1.5.2
Test procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 37.571-5 [20] with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.6 of TS 37.571-5 [20] 

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20] with the value of GNSS Reference Time offset by a random value as specified in clause 6.2.7.2 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
If the UE returns a valid result in the LPP PROVIDE LOCATION INFORMATION message within the Max response time specified in table 13.2.1.10 then record the result and process it as specified in step 9. If the UE does not return a valid result within the Max response time specified in table 13.2.1.10 or reports an Error in the LPP PROVIDE LOCATION INFORMATION message then record one Bad Result.

8.
If the UE message at step 7 includes the ackRequested IE set to TRUE, then the SS shall send a LPP acknowledgment message.

9.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.2.1.10 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Signal Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE, used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.2.1.10 and record one Good Result or Bad Result as appropriate.

10.
Repeat steps 1 to 9 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. For GNSS-1, select the first satellite SV ID defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the one satellite with the higher level. Use new random values for the UE location and altitude in step 1 and for the GNSS Reference Time offset in step 5.

11.
Repeat steps 1 to 10 until the statistical requirements of clause 13.2.1.7 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, for GNSS-1 select the next satellite SV ID from the one used previously, defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20], for the one satellite with the higher level.

12.
Release the signalling connection.

13.2.1.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or ‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy
	‘19’ (51.2m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	
	

	>>>time
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’

Sub-test 8: ‘gps’ and ‘galileo’
Sub-test 9: ‘bds’ 

Sub-test 10: ‘gps’and’bds’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.2.1.6
Test requirement

For the parameters specified in table 13.2.1.7 or 13.2.1.8 the UE shall meet the requirements and the success rate specified in table 13.2.1.10 with a confidence level of 95% according to Annex D.

Table 13.2.1.7: Test parameters Sensitivity Coarse time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS L1 C/A Signal for one satellite
	dBm
	-141

	GPS L1 C/A Signal for remaining satellites
	dBm
	-146


Table 13.2.1.8: Test parameters Sensitivity Coarse time assistance - Sub-Tests 2 to 5 and Sub-Tests 8 to 13

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.2.1.9

	
	Total number of generated satellites
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GPS(1)
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	BDS
	Reference high signal power level
	dBm
	-135

	
	Reference low signal power level
	dBm
	-144

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.2.1.9: Power level and satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1(1)
	GNSS-2
	GNSS-3

	Single constellation
	High signal level
	1
	-
	-

	
	Low signal level
	5
	-
	-

	Dual constellation
	High signal level
	1
	-
	-

	
	Low signal level
	2
	3
	-

	Triple constellation
	High signal level
	1
	-
	-

	
	Low signal level
	1
	2
	2

	Note 1: For GPS capable receivers, GNSS-1, i.e. the system having the satellite with high signal level, shall be GPS.


Table 13.2.1.10: Test requirements for Sensitivity Coarse Time Assistance

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


13.2.2
Sensitivity Fine time assistance

13.2.2.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.2.2.1

Table 13.2.2.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.2.2.2
Test purpose

To verify the performance of the first position estimate, when the UE is additionally provided with fine time assistance. 
13.2.2.3
Test applicability

This test applies to all types of NR UE that support EN-DC and A-GNSS and that are capable of providing an enhanced performance when the network provides Fine Time Assistance. 

This test applies to all types of NR UE with LPP Release 15 onwards that support NG-RAN NR and A-GNSS and that are capable of providing an enhanced performance when the network provides Fine Time Assistance.
13.2.2.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 13.2.2.2 for the parameters specified in table 13.2.2.3 or 13.2.2.4.
Table 13.2.2.2: Requirements Sensitivity Fine time assistance

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


Table 13.2.2.3: Parameters Sensitivity Fine time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(2

	GPS L1 C/A Fine time assistance error range
	(s
	(10

	GPS L1 C/A Signal for all satellites
	dBm
	-147


Table 13.2.2.4: Parameters Sensitivity Fine time assistance - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.2.2.5

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	
	GNSS fine time assistance error range
	s
	(10

	Galileo
	Reference signal power level 
	dBm
	-147

	GPS(1)
	Reference signal power level
	dBm
	-147

	GLONASS
	Reference signal power level
	dBm
	-147

	BDS
	Reference signal power level
	dBm
	-147

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.2.2.5: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	6
	-
	-

	Dual constellation
	3
	3
	-

	Triple constellation
	2
	2
	2


The normative reference for this requirement is TS 38.171 [43] clause 5.1.2 and 6.1.2. 
13.2.2.5
Test description

13.2.2.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [45] clause 6.2.3.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.2.2.7 or 13.2.2.8 for GNSS scenario #1 in TS 37.571-5 [20].

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [45] clause 4.5.4 (RRC_CONNECTED).

13.2.2.5.2
Test procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 37.571-5 [20] with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.6 of TS 37.571-5 [20] 

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20] with the value of GNSS Reference Time and GNSS Reference Time for one cell offset by a random value as specified in clause 6.2.7.2 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
If the UE returns a valid result in the LPP PROVIDE LOCATION INFORMATION message within the Max response time specified in table 13.2.2.10 then record the result and process it as specified in step 9. If the UE does not return a valid result within the Max response time specified in table 13.2.2.10 or reports an Error in the LPP PROVIDE LOCATION INFORMATION message then record one Bad Result.

8.
If the UE message at step 7 includes the ackRequested IE set to TRUE, then the SS shall send a LPP acknowledgment message.

9.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.2.2.10 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.2.2.10 and record one Good Result or Bad Result as appropriate.

10.
Repeat steps 1 to 9 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Use new random values for the UE location and altitude in step 1 and for the GNSS Reference Time GNSS Reference Time for one cell offsets in step 5.

11.
Repeat steps 1 to 10 until the statistical requirements of clause 13.2.2.7 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

12.
Release the signalling connection.

13.2.2.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy
	‘19’ (51.2m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	
	

	>>>time
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’

Sub-test 8: ‘gps’ and ‘galileo’
Sub-test 9: ‘bds’

Sub-test 10: ‘gps’and’bds’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.2.2.6
Test requirement

For the parameters specified in table 13.2.2.7 or 13.2.2.8 the UE shall meet the requirements and the success rate specified in table 13.2.2.10 with a confidence level of 95% according to Annex D.

Table 13.2.2.7: Test parameters Sensitivity Fine time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(1.8

	GPS Fine Time assistance error range
	(s
	(9

	GPS L1 C/A Signal for all satellites
	dBm
	-146


Table 13.2.2.8: Test parameters Sensitivity Fine time assistance - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.2.2.9

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	
	GNSS fine time assistance error range
	s
	(9

	Galileo
	Reference signal power level 
	dBm
	-146

	GPS(1)
	Reference signal power level
	dBm
	-146

	GLONASS
	Reference signal power level
	dBm
	-146

	BDS
	Reference signal power level
	dBm
	-146

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.2.2.9: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	6
	-
	-

	Dual constellation
	3
	3
	-

	Triple constellation
	2
	2
	2


Table 13.2.2.10: Test requirements for Sensitivity Fine Time Assistance

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


13.3
Nominal Accuracy

13.3.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.3.1

Table 13.3.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.3.2
Test purpose

To verify the performance of the first position estimate, when the UE is provided with ideal GNSS signal conditions. 
13.3.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS.
13.3.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 13.3.2 or 13.3.3 for the parameters specified in table 13.3.4 or 13.3.5.
Table 13.3.2: Requirements Nominal Accuracy - Sub-Test 1

	Success rate
	2-D position error
	Max response time

	95 %
	30 m
	20 s


Table 13.3.3: Requirements Nominal Accuracy - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	Success rate
	2-D position error
	Max response time

	95 %
	15 m
	20 s


Table 13.3.4: Parameters Nominal Accuracy - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(2

	GPS L1 C/A Signal for all satellites
	dBm
	-130


Table 13.3.5: Parameters Nominal Accuracy - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.3.6

	
	Total number of generated satellites 
	-
	6 or 7(2)

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	QZSS
	Reference signal power level for all satellites
	dBm
	-128.5

	SBAS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.

NOTE 2: 7 satellites apply only for SBAS case.


If QZSS is supported, one of the GPS satellites will be replaced by a QZSS satellite with respective signal support.

If SBAS is supported, the SBAS satellite with the highest elevation will be added to the scenario.

Table 13.3.6: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)
	SBAS

	Single constellation
	6
	--
	--
	1

	Dual constellation
	3
	3
	--
	1

	Triple constellation
	2
	2
	2
	1

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


The normative reference for this requirement is TS 38.171 [43] clause 5.2 and 6.2. 
13.3.5
Test description

13.3.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [45] clause 6.2.3.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.3.8 or 13.3.9 for GNSS scenario #3 in TS 37.571-5 [20].

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [45] clause 4.5.4 (RRC_CONNECTED).

13.3.5.2
Test procedure

1.
Start GNSS scenario #3 as specified in clause 6.2.1.2 of TS 37.571-5 [20] with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.6 of TS 37.571-5 [20] 

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in the step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20] with the value of GNSS Reference Time offset by a random value as specified in clause 6.2.7.2 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the (first) LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
If the UE returns a valid result in the LPP PROVIDE LOCATION INFORMATION message within the Max response time specified in table 13.3.11 then record the result and process it as specified in step 9. If the UE does not return a valid result within the Max response time specified in table 13.3.11 or reports an Error in the LPP PROVIDE LOCATION INFORMATION message then record one Bad Result.

8.
If the UE message at step 7 includes the ackRequested IE set to TRUE, then the SS shall send a LPP acknowledgment message.

9.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.3.11 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.3.11 and record one Good Result or Bad Result as appropriate.

10.
Repeat steps 1 to 9 using GNSS scenario #4 instead of #3 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Use new random values for the UE location and altitude in step 1 and for the GNSS Reference Time offset in step 5.

11.
Repeat steps 1 to 10 until the statistical requirements of clause 13.3.6 are met. Each time scenario #3 or #4 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

12.
Release the signalling connection.

13.3.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy (Sub-Test 1)
	’10’ (15.9m)
	

	>> horizontalAccuracy (Sub-Tests 2 to 5 and 8 to 13)
	’6’ (7.7m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	
	

	>>>time
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 2: ‘glonass’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 3: ‘galileo’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 4: ‘gps’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 5: ‘gps’ and ‘glonass’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 8: ‘gps’ and ‘galileo’ and possibly ‘sbas’ and/or ‘qzss’
Sub-test 9: ‘bds’ and possibly ‘sbas’ and /or ‘qzss’

Sub-test 10: ‘gps’and’bds’and possibly ‘sbas’and/or’qzss’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	Depending on UE capabilities

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.3.6
Test requirement

For the parameters specified in table 13.3.8 or 13.3.9 the UE shall meet the requirements and the success rate specified in table 13.3.11 or 13.3.12 with a confidence level of 95% according to Annex D.

Table 13.3.8: Test parameters Nominal Accuracy - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS L1 C/A Signal for all satellites
	dBm
	-130


Table 13.3.9: Test parameters Nominal Accuracy - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.3.10

	
	Total number of generated satellites
	-
	6 or 7(2)

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	QZSS
	Reference signal power level for all satellites
	dBm
	-128.5

	SBAS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.

NOTE 2: 7 satellites apply only for SBAS case.


If QZSS is supported, one of the GPS satellites will be replaced by a QZSS satellite with respective signal support.

If SBAS is supported, the SBAS satellite with the highest elevation will be added to the scenario.

Table 13.3.10: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)
	SBAS

	Single constellation
	6
	-
	-
	1

	Dual constellation
	3
	3
	-
	1

	Triple constellation
	2
	2
	2
	1

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


Table 13.3.11: Test requirements for Nominal Accuracy – Sub-Test 1

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	31.3 m
	20.3 s


Table 13.3.12: Test requirements for Nominal Accuracy – Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	16.3 m
	20.3 s


13.4
Dynamic Range

13.4.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.4.1

Table 13.4.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.4.2
Test purpose

To verify the performance of the first position estimate, when the UE is provided with GNSS signals with large dynamic ranges. 
13.4.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS.
13.4.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 13.4.2 for the parameters specified in table 13.4.3 or 13.4.4.
Table 13.4.2: Requirements Dynamic Range

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


Table 13.4.3: Parameters Dynamic Range - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	6

	HDOP Range
	-
	1.4 to 2.1

	GPS Coarse Time assistance error range
	seconds
	(2

	Propagation conditions
	-
	AWGN

	GPS L1 C/A Signal for 1st satellite
	dBm
	-129

	GPS L1 C/A Signal for 2nd satellite
	dBm
	-135

	GPS L1 C/A Signal for 3rd satellite
	dBm
	-141

	GPS L1 C/A Signal for 4th satellite
	dBm
	-147

	GPS L1 C/A Signal for 5th satellite
	dBm
	-147

	GPS L1 C/A Signal for 6th satellite
	dBm
	-147


Table 13.4.4: Parameters Dynamic Range - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.4.6

	
	Total number of generated satellites
	-
	6

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level
	dBm
	-127.5

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-129

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-131.5

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-133.5

	
	Reference low signal power level
	dBm
	-145

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.4.5: Power level and satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	High signal level
	2
	--
	--

	
	Low signal level
	4
	--
	--

	Dual constellation
	High signal level
	1
	1
	--

	
	Low signal level
	2
	2
	--

	Triple constellation
	High signal level
	1
	1
	1

	
	Low signal level
	1
	1
	1

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


The normative reference for this requirement is TS 38.171 [43] clause 5.3 and 6.3. 
13.4.5
Test description

13.4.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [18] clause 6.2.3.
1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.4.7 or 13.4.8 for GNSS scenario #1 in TS 37.571-5 [20]. Randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the satellites with the higher levels. 

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [45] clause 4.5.4 (RRC_CONNECTED).

13.4.5.2
Test procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 37.571-5 [20] with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.6 of TS 37.571-5 [20]

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in the step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20] with the value of GNSS Reference Time offset by a random value as specified in clause 6.2.7.2 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the (first) LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
If the UE returns a valid result in the LPP PROVIDE LOCATION INFORMATION message within the Max response time specified in table 13.4.10 then record the result and process it as specified in step 9. If the UE does not return a valid result within the Max response time specified in table 13.4.10 or reports an Error in the LPP PROVIDE LOCATION INFORMATION message then record one Bad Result.

8.
If the UE message at step 7 includes the ackRequested IE set to TRUE, then the SS shall send a LPP acknowledgment message.

9.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 7.3.9 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.4.10 and record one Good Result or Bad Result as appropriate.

10.
Repeat steps 1 to 9 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the satellites with the higher levels. Use new random values for the UE location and altitude in step 1 and for the GNSS Reference Time offset in step 5.

11.
Repeat steps 1 to 10 until the statistical requirements of clause 13.4.6 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20], for the satellites with the higher levels.

12.
Release the signalling connection.

13.4.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy
	‘19’ (51.2m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	
	

	>>>time
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’

Sub-test 8: ‘gps’ and ‘galileo’
Sub-test 9: ‘bds’

Sub-test 10: ‘gps’and’bds’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.4.6
Test requirement

For the parameters specified in table 13.4.7 or 13.4.8 the UE shall meet the requirements and the success rate specified in table 13.4.10 with a confidence level of 95% according to Annex D.

Table 13.4.7: Test parameters Dynamic Range - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	6

	HDOP Range
	-
	1.4 to 2.1

	GPS Coarse Time assistance error range
	seconds
	(1.8

	Propagation conditions
	-
	AWGN

	GPS L1 C/A Signal for 1st satellite
	dBm
	-128.2

	GPS L1 C/A Signal for 2nd satellite
	dBm
	-134

	GPS L1 C/A Signal for 3rd satellite
	dBm
	-140

	GPS L1 C/A Signal for 4th satellite
	dBm
	-146

	GPS L1 C/A Signal for 5th satellite
	dBm
	-146

	GPS L1 C/A Signal for 6th satellite
	dBm
	-146


Table 13.4.8: Test parameters Dynamic Range - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.4.9

	
	Total number of generated satellites
	-
	6

	
	HDOP Range
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level
	dBm
	-126.7

	
	Reference low signal power level
	dBm
	-146

	GPS(1)
	Reference high signal power level
	dBm
	-128.2

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-130.7

	
	Reference low signal power level
	dBm
	-146

	BDS
	Reference high signal power level
	dBm
	-132.7

	
	Reference low signal power level
	dBm
	-144

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.4.9: Power level and satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	High signal level
	2
	--
	--

	
	Low signal level
	4
	--
	--

	Dual constellation
	High signal level
	1
	1
	--

	
	Low signal level
	2
	2
	--

	Triple constellation
	High signal level
	1
	1
	1

	
	Low signal level
	1
	1
	1

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


Table 13.4.10: Test requirements for Dynamic Range

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


13.5
Multi-Path scenario

13.5.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.5.1

Table 13.5.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.5.2
Test purpose

To verify the performance of the first position estimate, when the UE is provided with GNSS signals with multi-path components. 
13.5.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS.
13.5.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 13.5.2 for the parameters specified in table 13.5.3 or 13.5.4.
Table 13.5.2: Requirements Multi-Path scenario

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


Table 13.5.3: Parameters Multi-Path scenario - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites (Satellites 1, 2 unaffected by multi-path)

(Satellites 3, 4, 5 affected by multi-path)
	-
	5

	GPS Coarse time assistance error range
	seconds
	(2

	HDOP Range
	-
	1.8 to 2.5

	GPS L1 C/A Signal for satellite 1, 2
	dBm
	-130

	GPS L1 C/A Signal for satellite 3, 4, 5
	dBm
	LOS signal of -130 dBm, multi-path signal of -136 dBm 


Table 13.5.4: Parameters Multi-Path scenario - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.5.5

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level 
	dBm
	-127

	GPS(1)
	Reference signal power level
	dBm
	-128.5

	GLONASS
	Reference signal power level
	dBm
	-131

	BDS
	Reference signal power level
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.5.5: Channel model allocation

	
	Channel model allocation for each constellation

	
	GNSS-1
	GNSS-2
	GNSS-3

	Single constellation
	One-tap channel
	2
	--
	--

	
	Two-tap channel
	4
	--
	--

	Dual constellation
	One-tap channel
	1
	1
	--

	
	Two-tap channel
	2
	2
	--

	Triple constellation
	One-tap channel
	1
	1
	1

	
	Two-tap channel
	1
	1
	1


The normative reference for this requirement is TS 38.171 [43] clause 5.4 and 6.4. 
13.5.5
Test description

13.5.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [45] clause 6.2.3.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.5.7 or 13.5.8 for GNSS scenario #1 in TS 37.571-5 [20]. Randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the satellites with one-tap channels.

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [18] clause 4.5. 4 (RRC_CONNECTED).

13.5.5.2
Test procedure

1.
Start GNSS scenario #1 as specified in clause 6.2.1.2 of TS 37.571-5 [20] with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 500 m above WGS‑84 reference ellipsoid using the method described in clause 6.2.1.2.6 of TS 37.571-5 [20]. The initial carrier phase difference between taps of the multi-path model shall be randomly selected between 0 and 2radians by selecting the next random number from a standard uniform random number generator, in the range 0 to 2, representing radians with a resolution of 0.1, representing 0.1 radians.

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in the step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20] with the value of GNSS Reference Time offset by a random value as specified in clause 6.2.7.2 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
If the UE returns a valid result in the LPP PROVIDE LOCATION INFORMATION message within the Max response time specified in table 13.5.10 then record the result and process it as specified in step 9. If the UE does not return a valid result within the Max response time specified in table 13.5.10 or reports an Error in the LPP PROVIDE LOCATION INFORMATION message then record one Bad Result.

8.
If the UE message at step 7 includes the ackRequested IE set to TRUE, then the SS shall send a LPP acknowledgment message.

9.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.5.10 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.5.10 and record one Good Result or Bad Result as appropriate.

10.
Repeat steps 1 to 9 using GNSS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20] for the satellites with the one-tap channels. Use new random values for the UE location and altitude, and the initial carrier phase difference between taps of the multi-path model in step 1 and for the GNSS Reference Time offset in step 5.

11.
Repeat steps 1 to 10 until the statistical requirements of clause 13.5.6 are met. Each time scenario #1 or #2 is used, the start time of the GNSS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used, randomly select from the satellite SV IDs defined in the relevant table of Satellites to be simulated in clause 6.2.1.2 in TS 37.571-5 [20], for the satellites with the one-tap channels.

12.
Release the signalling connection

13.5.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy
	‘19’ (51.2m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	
	

	>>>time
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’

Sub-test 8: ‘gps’ and ‘galileo’
Sub-test 9: ‘bds’

Sub-test 10: ‘gps’and’bds’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.5.6
Test requirement

For the parameters specified in table 13.5.7 or 13.5.8 the UE shall meet the requirements and the success rate specified in table 13.5.10 with a confidence level of 95% according to Annex D.

Table 13.5.7: Test parameters Multi-Path scenario - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(1.8

	HDOP Range
	-
	1.8 to 2.5

	GPS L1 C/A Signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS L1 C/A Signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136.2 dBm 

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause 4.2.4.


Table 13.5.8: Test parameters Multi-Path scenario - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.5.9

	
	Total number of generated satellites
	-
	6

	
	HDOP Range per system
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.5.9: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	6
	--
	--

	Dual constellation
	3
	3
	--

	Triple constellation
	2
	2
	2

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


Table 13.5.10: Test requirements for Multi-Path scenario

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	101.3 m
	20.3 s


13.6
Moving scenario and periodic update (Rel-9 to Rel-13)
13.6.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 13.6.1

Table 13.6.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


13.6.2
Test purpose

To verify the performance when the UE is requested to use periodical reporting with a reporting interval of 2 seconds.

13.6.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS, with LPP Release 9 to 13. 

13.6.4
Minimum conformance requirements

The position estimates, after the first reported position estimate, shall meet the accuracy requirement in table 13.6.2 or 13.6.3 with the periodical reporting interval of 2 seconds for the parameters specified in table 13.6.4 or 13.6.5.

NOTE:
In the actual testing the UE may report error messages until it has been able to acquire GNSS measured results or a position estimate. The SS shall only consider the first measurement report different from an error message as the first position estimate in the requirement in table 13.6.2 or 13.6.3.

Table 13.6.2: Requirements Moving scenario and periodic update - Sub-Test 1

	Success Rate
	2-D position error
	Periodical reporting interval

	95 %
	100 m
	2 s


Table 13.6.3: Requirements Moving scenario and periodic update - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	Success Rate
	2-D position error
	Periodical reporting interval

	95 %
	50 m
	2 s


Table 13.6.4: Parameters Moving scenario and periodic update - Sub-Test 1 

	Parameters
	Unit
	Value

	Number of generated satellites 
	-
	5

	HDOP Range
	-
	1.8 to 2.5

	Propagation condition
	-
	AWGN

	GPS L1 C/A signal for all satellites
	dBm
	-130


Table 13.6.5: Parameters Moving scenario and periodic update - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.6.6

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	Galileo
	Reference signal power level 
	dBm
	-127

	GPS(1)
	Reference signal power level
	dBm
	-128.5

	GLONASS
	Reference signal power level
	dBm
	-131

	BDS
	Reference signal power level
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.6.6: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	6
	--
	--

	Dual constellation
	3
	3
	--

	Triple constellation
	2
	2
	2

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


The normative reference for this requirement is TS 38.171 [43] clause 5.5 and 6.5. 
13.6.5
Test description

13.6.5.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: as defined in TS 38.508-1 [45] clause 6.2.3 for FR1.
Channel Bandwidth to be tested: as defined in TS 38.508-1 [45] clause 6.2.3
The UE moves on a rectangular trajectory of 940 m by 1 440 m with rounded corner defined in Figure 13.1. The initial reference is first defined followed by acceleration to final speed of 100 km/h in 250 m. The UE then maintains the speed for 400 m. This is followed by deceleration to final speed of 25 km/h in 250 m. The UE then turn 90 degrees with turning radius of 20 m at 25 km/h. This is followed by acceleration to final speed of 100 km/h in 250 m. The sequence is repeated to complete the rectangle.
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Figure 13.1: Rectangular trajectory of the moving scenario and periodic update test case

Trajectory Parameters

	Parameter
	Distance (m)
	Speed (km/h)

	l11, l15, l21, l25
	20
	25

	l12, l14, l22, l24
	250
	25 to 100 and 100 to 25

	l13
	400
	100

	l23
	900
	100


1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in Annex A.

2.
Set the GNSS test parameters as specified in table 13.6.8 or 13.6.9 for GNSS scenario #5 in TS 37.571-5 [20].

3.
For Test Configuration A (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.2, non-standalone E-UTRA single cell and NR single cell network scenarios. 

For Test Configuration B (Table 13.1.1), the parameter settings for the cell are set up according to TS 38.508-1 [45] clause 4.4.1.1, standalone NR single cell network scenarios.
4.
Switch on the UE.

5.
Establish a signalling connection according to the generic procedure in TS 38.508-1 [45] clause 4.5. 4 (RRC_CONNECTED).

13.6.5.2
Test procedure

1.
Start GNSS scenario #5 as specified in clause 6.2.1.2 of TS 37.571-5 [20]

2.
Send a RESET UE POSITIONING STORED INFORMATION message.

3.
Send an LPP REQUEST CAPABILITIES message.

4.
The UE returns an LPP PROVIDE CAPABILITIES message indicating the assistance data supported by the UE in the Assistance Data Support List in the A GNSS Provide Capabilities IE.

5.
Send an LPP PROVIDE ASSISTANCE DATA message to provide the assistance data that is supported by the UE as indicated in the step 4 and in accordance with clause 6.2.6 of TS 37.571-5 [20], and with the values defined in clause 6.2.7 of TS 37.571-5 [20]. If the UE message at step 4 includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

6.
Send an LPP REQUEST LOCATION INFORMATION message to obtain a fix.

7.
Ignore any Error messages that the UE may report in LPP PROVIDE LOCATION INFORMATION messages until it has been able to acquire the GNSS signals and reports the first GNSS Measurement Information or Location Information.

8.
Discard the first GNSS Measurement Information or Location Information.

9.
Record the time of reception of the next LPP PROVIDE LOCATION INFORMATION message after reception of the first GNSS Measurement Information or Location Information.

10.
After the reception of the first GNSS Measurement Information or Location Information reported in a LPP PROVIDE LOCATION INFORMATION message, every time the UE returns a GNSS Measurement Information or Location Information in the LPP PROVIDE LOCATION INFORMATION message record the time of reception and the result. If the difference between the time of reception and the time of reception of the previous result is less than 1.5 seconds or greater than 2.5 seconds, or if the UE reports an Error in any LPP PROVIDE LOCATION INFORMATION messages, then record one Bad Result. Otherwise process the result as specified in step 12.

11.
If the UE messages at steps 7 to 10 include the ackRequested IE set to TRUE, then the SS shall send LPP acknowledgment messages as required.

12.
For UE based testing compare the reported Location Information in the LPP PROVIDE LOCATION INFORMATION message against the simulated position of the UE at the time of applicability reported in the Location Information, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.6.11 or 13.6.12 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GNSS Measurement Information reported in the LPP PROVIDE LOCATION INFORMATION message to a 2D position using the method described in clause 4.4.3 and then compare the result against the simulated position of the UE at the time of applicability reported in the GNSS Measurement Information, and calculate the 2D position error as specified in clause 4.5.2.3. Compare the 2D position error against the value in table 13.6.11 or 13.6.12 and record one Good Result or Bad Result as appropriate.

13.
If the UE sends the first LPP PROVIDE LOCATION INFORMATION that contains GNSS Measurement Information or Location Information later than 240s after the start of the GNSS scenario, fail the UE and stop the test early. Otherwise collect LPP PROVIDE LOCATION INFORMATION results during 900s, starting from the time recorded in step 9. If at any time the difference between the times of reception of two consecutive results is greater than 240s, fail the UE and stop the test early. Use the collected Good Results and Bad Results to determine the PASS/FAIL according to clause 13.6.6.

14.
Release the signalling connection.

13.6.5.3
Message contents

Message contents are according to TS 38.508-1 [45] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> periodicalReporting
	
	

	>> reportingAmount
	‘ra-Infinity‘
	Infinite means during the complete test time

	>> reportingInterval
	‘ri0-5’
	2 seconds

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy (Sub-Test 1)
	‘19’ (51.2m)
	

	>> horizontalAccuracy (Sub-Tests 2 to 5 and 8 to 13)
	‘13’ (24.5m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	Not present
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’

Sub-test 8: ‘gps’ and ‘galileo’
Sub-test 9: ‘bds’ 

Sub-test 10: ‘gps’and’bds’

Sub-test 11: ‘gps’ and ‘glonass’ and ‘bds’

Sub-test 12: ‘gps’ and 'galileo' and ‘glonass’

Sub-test 13: ‘gps’ and ‘galileo’ and ‘bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


13.6.6
Test requirement

For the parameters specified in table 13.6.8 or 13.6.9 the UE shall meet the requirements and the success rate specified in table 13.6.11 or 13.6.12 after the first reported position estimates.

NOTES:
1. In the testing the UE may report error messages until it has been able to acquire GNSS measured results or a position estimate. The test equipment shall only consider the first measurement report different from an error message as the first position estimate in the requirement in table 13.6.11 or 13.6.12.


2. Due to the statistical nature of the results it is not possible to design a test with predefined confidence level for the success rate in table 13.6.11 or 13.6.12, therefore a simple PASS/FAIL of the results gathered against this success rate is used.

Table 13.6.8: Test parameters Moving scenario and periodic update - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	5

	HDOP Range
	-
	1.8 to 2.5

	Propagation condition
	-
	AWGN

	GPS L1 C/A Signal for all satellites
	dBm
	-130


Table 13.6.9: Test parameters Moving scenario and periodic update - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 13.6.10

	
	Total number of generated satellites
	-
	6

	
	HDOP Range per system
	-
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	Galileo
	Reference signal power level for all satellites
	dBm
	-127

	GPS(1)
	Reference signal power level for all satellites
	dBm
	-128.5

	GLONASS
	Reference signal power level for all satellites
	dBm
	-131

	BDS
	Reference signal power level for all satellites
	dBm
	-133

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


Table 13.6.10: Satellite allocation

	
	Satellite allocation for each constellation

	
	GNSS 1(1)
	GNSS 2(1)
	GNSS 3(1)

	Single constellation
	6
	--
	--

	Dual constellation
	3
	3
	--

	Triple constellation
	2
	2
	2

	NOTE 1: GNSS refers to global systems i.e., GPS, Galileo, GLONASS and BDS.


Table 13.6.11: Test requirements for Moving scenario and periodic update - Sub-Test 1

	System
	Success rate
	2-D position error
	Periodical reporting interval

	All
	95 %
	101.3 m
	Between 1.5 s and 2.5s


Table 13.6.12: Test requirements for Moving scenario and periodic update - Sub-Tests 2 to 5 and Sub-Tests 8 to 13
	System
	Success rate
	2-D position error
	Periodical reporting interval

	All
	95 %
	51.3 m
	Between 1.5 s and 2.5s


13.7
Moving scenario and periodic update (Rel-14 onwards)

13.7.1
Sub-tests 

Same as defined in clause 13.6.1.

13.7.2
Test purpose

Same as defined in clause 13.6.2.

13.7.3
Test applicability

This test applies to all types of NR UE that support EN-DC or NG-RAN NR, and A-GNSS with periodical reporting with LPP Release 14 onwards.

NOTE:
The capability to support periodical reporting is indicated in LPP [4] by either omitting the field periodicalReportingNotSupported-r14 in the LPP PROVIDE CAPABILITIES message, or by including the field periodicalReportingNotSupported-r14 in the LPP PROVIDE CAPABILITIES message but with bits for UE-assisted or UE-based mode set to zero.

13.7.4
Minimum conformance requirements

Same as defined in clause 13.6.4.

13.7.5
Test description

Same as defined in clause 13.6.5.

13.7.6
Test requirement

Same as defined in clause 13.6.6.


NEXT CHANGED SECTION 
Annex C (normative):
General test conditions and declarations

The requirements of this clause apply to all applicable tests in the present document.

In all the relevant clauses in this clause all 2D position error measurements shall be carried out according to the general rules for statistical testing in Annex D.
In this clause, the terms GNSS and A-GNSS also include the cases where the only satellite system used is GPS unless otherwise stated.
The test tolerances may not be valid for operating bands above 4200 MHz since some test system uncertainties are changed for frequencies above 4200 MHz. The test tolerances for bands above 4200 MHz are For Further Study [FFS].
C.1
Acceptable uncertainty of Test System

The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.

It should be noted that the uncertainties in clause C.1 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.

C.1.1
Measurement of test environments

The measurement accuracy of the UE environmental test conditions, defined in Annex G or TS 36.508 [18] clause 4.1, shall be:

	Pressure
	5 kPa

	Temperature
	2 degrees

	Relative Humidity
	5 %

	DC Voltage
	1.0 %

	AC Voltage
	1.5 %

	Vibration
	10 %

	Vibration frequency
	0.1 Hz


The above values shall apply unless the test environment is otherwise controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.

C.1.2
A-GNSS Minimum Performance requirements

Table C.1.1: Maximum Test System Uncertainty for A-GNSS Minimum Performance tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2.1, 6.2.1, 7.1.1, 13.2.1 Sensitivity Coarse Time Assistance
	Coarse Time Assistance
	200 ms
	

	
	Absolute GNSS signal level
	1 dB
	

	
	Position error
	0.05 m
	Position error consists of 0.05 m system uncertainty. The effect of position reporting resolution of approximately 1.2 m (see note) is not included in the allowable test system uncertainty but is included in the Test Parameter Relaxations since this resolution limitation limits the reporting capability of the UE. For simplicity the combined Test Parameter Relaxation is given as 1.3 m

	
	Response time
	 300 ms
	

	5.2.2, 6.2.2, 7.1.2, 13.2.2 Sensitivity Fine Time Assistance
	Coarse Time Assistance
	200 ms
	

	
	Fine Time Assistance
	1 us
	

	
	Absolute GNSS signal level
	1 dB
	

	
	Position error
	0.05 m
	Position error as above

	
	Response time
	 300 ms
	

	5.3, 6.3, 7.2, 13.3 Nominal Accuracy
	Coarse Time Assistance
	200 ms
	

	
	Absolute GNSS signal level
	1 dB
	

	
	Position error
	0.05 m
	Position error as above

	
	Response time
	 300 ms
	

	5.4, 6.4, 7.3, 13.4 Dynamic Range
	Coarse Time Assistance
	200 ms
	

	
	Absolute GNSS signal level
	1 dB
	

	
	Relative GNSS signal level
	0.2 dB
	

	
	Position error
	0.05 m
	Position error as above

	
	Response time
	 300 ms
	

	5.5, 6.5, 7.4, 13.5 Multi-path scenario
	Coarse Time Assistance
	200 ms
	

	
	Absolute GNSS signal level
	1 dB
	

	
	Relative GNSS signal level
	0.2 dB
	

	
	Position error
	0.05 m
	Position error as above

	
	Response time
	 300 ms
	

	5.6, 6.6, 7.5, 7.5A, 13.6, 13.7 Moving scenario and periodic update
	Absolute GNSS signal level
	1 dB
	

	
	Position error
	0.05 m
	Position error as above

	
	Differential response time
 100 ms
	 100 ms
	


NOTE:
For UE based mode the effect of position reporting resolution is given by:
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meters, where R is the radius of the earth and φ is the latitude of the location. For the GNSS scenarios defined in TS 37.571-5 [20] this equates to approximately Editor’s note: this needs checking once the GNSS scenarios are agreed [TBD] m. For simplicity this is given as 1.2 m.

For UE assisted mode it is assumed that the output from the WLS position solution calculation in Annex B is coded using the same position coding method as for UE based mode before being used to calculate position error. Therefore the effect of reporting resolution will be the same as for UE based mode. 

C.1.3
ECID and OTDOA Measurement requirements

Table C.1.3-1: Maximum Test System Uncertainty for ECID and OTDOA Measurement Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case (Rel-9 to Rel-11)
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.1A E-UTRAN FDD UE Rx – Tx time difference case (Rel-12 onwards)
	Same as 8.1.1
	Same as 8.1.1

	8.1.1B E-UTRAN FDD UE Rx – Tx time difference case for UE Category 1bis
	Same as 8.1.1
	Same as 8.1.1

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case (Rel-9 to Rel-11)
	Same as 8.1.1
	Same as 8.1.1

	8.1.2A E-UTRAN TDD UE Rx – Tx time difference case (Rel-12 onwards)
	Same as 8.1.1
	Same as 8.1.1

	8.1.2B E-UTRAN TDD UE Rx – Tx time difference case for UE Category 1bis
	Same as 8.1.1
	Same as 8.1.1

	8.1.3 E-UTRAN FDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB dB averaged over BWConfig
±3TS Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.4 E-UTRAN TDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Same as 8.1.3
	Same as 8.1.3

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB dB averaged over BWConfig
Ês3 / Noc ±0.3 dB dB averaged over BWConfig
±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 1 signal / AWGN

Ês3 / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5

	8.1.7 E-UTRAN FDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	8.1.8 E-UTRAN HD-FDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	8.1.9 E-UTRAN TDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	9.1.1 FDD RSTD Measurement Reporting Delay
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.6 dB averaged over BWConfig 

Ês1 / Noc ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc ±0.6 dB averaged over BWConfig 

Ês2 / Noc ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc ±0.6 dB averaged over BWConfig 

Ês3 / Noc ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN 

PRS Ês3 / Noc and Ês3 / Noc are the ratios of cell 3 signal / AWGN

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.1.1A FDD RSTD Measurement Reporting Delay for UE Category 1bis
	Same as 9.1.1
	

	9.1.2 TDD RSTD Measurement Reporting Delay
	Same as 9.1.1
	

	9.1.2A TDD RSTD Measurement Reporting Delay for UE Category 1bis
	Same as 9.1.1
	

	9.1.3 FDD RSTD Measurement Accuracy
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN

	9.1.3A FDD RSTD Measurement Accuracy for UE Category 1bis
	Same as 9.1.3
	

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	

	9.1.4A TDD RSTD Measurement Accuracy for UE Category 1bis
	Same as 9.1.3
	

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc2 ±0.6 dB averaged over BWConfig 

Ês3 / Noc2 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.2.1A FDD-FDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Same as 9.2.1
	

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Same as 9.2.1
	

	9.2.2A TDD-TDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Same as 9.2.1
	

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 2 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

	9.2.4A FDD-FDD inter frequency RSTD Accuracy for UE Category 1bis
	Same as 9.2.4
	

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	

	9.2.5A TDD-TDD inter frequency RSTD Accuracy for UE Category 1bis
	Same as 9.2.4
	

	9.3.1.1 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.1.2 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.2.1 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.2.2 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.3.1 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.3.2 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.4.1 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.4.2 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.5.1 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.5.2 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.6.1 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.6.2 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.7.1 FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.7.2 FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.8.1 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.8.2 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.9.1 TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.9.2 TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.10.1 FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.10.2 FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.11.1 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.11.2 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.12.1 TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.12.2 TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.4.1.1 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.1.2 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.2.1 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.2.2 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.3.1 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.3.2 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.4.1 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.4.2 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.5.1 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.5.2 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.6.1 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.6.2 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.7.1 FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.7.2 FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.8.1 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.8.2 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.9.1 TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.9.2 TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.10.1 FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.10.2 FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.11.1 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.11.2 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.12.1 TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.12.2 TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.5.1 HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	Noc ±1.0 dB averaged over BWConfig
NPRS Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
NPRS Ês2 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 1 Ts
	Note:

NPRS Ês1 / Noc and Ês1 / Noc are the ratios of nCell 1 signal / AWGN

NPRS Ês2 / Noc and Ês2 / Noc are the ratios of nCell 2 signal / AWGN

	9.5.2 HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Same as 9.5.1
	Same as 9.5.1

	9.5.3 HD-FDD Intra frequency RSTD Measurement Reporting Delay for NB-IOT Inband Mode in enhanced coverage
	TBD
	TBD

	9.6.1 HD-FDD Inter-Frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
NPRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
NPRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 2 Ts
	Note:

NPRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of nCell 1 signal / AWGN for frequency 1

NPRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of nCell 2 signal / AWGN for frequency 2

	9.6.2 HD-FDD Inter-Frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Same as 9.6.1
	Same as 9.6.1

	9.6.3 HD-FDD Inter frequency RSTD Measurement Reporting Delay for NB-IOT Inband Mode in enhanced coverage
	TBD
	TBD

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc2 ±0.6 dB averaged over BWConfig 

Ês3 / Noc2 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	Same as 10.1

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Same as 10.1
	Same as 10.1

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	Same as 10.1

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

PRS Ês3 / Noc2 ±0.3 dB averaged over BWConfig 

Ês3 / Noc2 ±0.3 dB averaged over BWConfig
Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	

	10.3A_1 FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	Same as 10.3
	Same as 10.3

	10.3B FDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.3C FDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	

	10.4A_1 TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	Same as 10.3
	Same as 10.3

	10.4B TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4C TDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4D TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz+10 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.5 FDD 3 DL CA RSTD Measurement Reporting Delay
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Noc3 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc3 ±0.6 dB averaged over BWConfig 

Ês3 / Noc3 ±0.6 dB averaged over BWConfig
PRS Ês4 / Noc3 ±0.6 dB averaged over BWConfig 

Ês4 / Noc3 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc3 and Ês3 / Noc3 are the ratios of cell 3 signal / AWGN for frequency 3

PRS Ês4 / Noc3 and Ês4 / Noc3 are the ratios of cell 4 signal / AWGN for frequency 3

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	10.6 TDD 3 DL CA RSTD Measurement Reporting Delay
	Same as 10.5
	Same as 10.5

	10.7 FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Noc3 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

PRS Ês3 / Noc3 ±0.3 dB averaged over BWConfig 

Ês3 / Noc3 ±0.3 dB averaged over BWConfig
PRS Ês4 / Noc3 ±0.3 dB averaged over BWConfig 

Ês4 / Noc3 ±0.3 dB averaged over BWConfig
Cell Timing Difference (Intra-freq) = ± 1 Ts

Cell Timing Difference (Inter-freq) = ± 2 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

PRS Ês3 / Noc3 and Ês3 / Noc3 are the ratios of cell 3 signal / AWGN for frequency 3

PRS Ês4 / Noc3 and Ês4 / Noc3 are the ratios of cell 4 signal / AWGN for frequency 3

	10.8 TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Same as 10.7
	Same as 10.7

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests.
	

	AWGN Bandwidth
	≥ 1.08 MHz, 2.7 MHz, 4.5 MHz, 9 MHz, 13.5 MHz, 18 MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


C.1.4
MBS Minimum Performance requirements

Table C.1.4-1: Maximum Test System Uncertainty for MBS Minimum Performance tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	11.1, 11.1A MBS Measurement Reporting Delay
	Beacon power level
	±2 dB
	

	
	Response time
	±300 ms
	

	11.2, 11.2A MBS Sensitivity Measurement Accuracy
	Beacon power level
	±2 dB
	

	
	Code phase delay difference
	±5 ns
	Code phase delay difference error value of +/- 5ns, being derived from 10% of the most stringent code phase delay measurement accuracy requirement 

	11.3, 11.3A MBS Nominal Measurement Accuracy
	Beacon power level
	±2 dB
	

	
	Code phase delay
	±5 ns
	Code phase delay error as above

	11.4, 11.4A MBS Dynamic Range Measurement Accuracy
	Beacon power level
	±2 dB
	

	
	Code phase delay
	±5 ns
	Code phase delay error as above

	11.5, 11.5A MBS Measurement Accuracy in Multipath
	Beacon power level
	±2 dB
	

	
	Code phase delay
	±5 ns
	Code phase delay error as above

	Note: Code phase delay is equal to the propagation delay from the (simulated) beacon transmitter to the UE receive antenna based on the propagation distance in the test case.


C.1.5
WLAN and BLE measurement requirements
Table C.1.5-1: Maximum Test System Uncertainty for WLAN and BLE measurement tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	12.1.1 WLAN AP Identification and reporting delay under nominal conditions
	Response time
	±300 ms
	

	12.1.2 WLAN AP Identification and reporting delay under dynamic range conditions
	Response time
	±300 ms
	

	
	AP Power Level Difference
	±1 dB
	

	12.2.1 Bluetooth identification
	Response time
	±300 ms
	


Note: AP Power Level Difference is the difference between the WLAN Received Power Level from the high power WLAN AP with respect to the low power WLAN APs.

C.2
Test Parameter Relaxations (This clause is informative)

The Test Parameter Relaxations defined in this clause have been used to relax the Conformance requirement to derive the Test Requirements.

The Test Parameter Relaxations are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Parameter Relaxations may sometimes be set to zero.

The Test Parameter Relaxations should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

C.2.1
A-GNSS Minimum Performance requirements

Table C.2.1: Test Parameter Relaxations for A-GNSS Minimum Performance tests

	Clause
	Test Parameter Relaxation

	5.2.1, 6.2.1, 7.1.1, 13.2.1 Sensitivity Coarse Time Assistance
	Coarse Time Assistance
	200 ms

	
	Absolute GNSS signal level
	1 dB

	
	Position error
	1.3 m

	
	Response time
	300 ms

	5.2.2, 6.2.2, 7.1.2, 13.2.2 Sensitivity Fine Time Assistance
	Coarse Time Assistance
	200 ms

	
	Fine Time Assistance
	1 us

	
	Absolute GNSS signal level
	1 dB

	
	Position error
	1.3 m

	
	Response time
	300 ms

	5.3, 6.3, 7.2, 13.3 Nominal Accuracy
	Coarse Time Assistance
	200 ms

	
	Absolute GNSS signal level
	0 dB

	
	Position error
	1.3 m

	
	Response time
	300 ms

	5.4, 6.4, 7.3, 13.4 Dynamic Range
	Coarse Time Assistance
	200 ms

	
	Absolute GNSS signal level
	1 dB

	
	Relative GNSS signal level
	0.2 dB

	
	Position error
	1.3 m

	
	Response time
	300 ms

	5.5, 6.5, 7.4, 13.5 Multi-path scenario
	Coarse Time Assistance
	200 ms

	
	Absolute GNSS signal level
	0 dB

	
	Relative GNSS signal level
	0.2 dB

	
	Position error
	1.3 m

	
	Response time
	300 ms

	5.6, 6.6, 7.5, 7.5A, 13.6, 13.7 Moving scenario and periodic update
	Absolute GNSS signal level
	0 dB

	
	Position error
	1.3 m

	
	Differential Response Time
	100 ms


C.2.2
ECID and OTDOA Measurement requirements

Table C.2.2: Test Parameter Relaxations for ECID and OTDOA Measurement requirements

	Clause
	Test Parameter Relaxation

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case (Rel-9 to Rel-11)
	
	

	8.1.1A E-UTRAN FDD UE Rx – Tx time difference case (Rel-12 onwards)
	
	

	8.1.1B E-UTRAN FDD UE Rx – Tx time difference case for UE Category 1bis
	
	

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case (Rel-9 to Rel-11)
	
	

	8.1.2A E-UTRAN TDD UE Rx – Tx time difference case (Rel-12 onwards)
	
	

	8.1.2B E-UTRAN TDD UE Rx – Tx time difference case for UE Category 1bis
	
	

	8.1.3 E-UTRAN FDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Parameters

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +1.00dB
	Test Tolerance

0dB
+0.3dB

0dB

	8.1.4 E-UTRAN TDD UE Rx-Tx time difference under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Same as 8.1.3
	Same as 8.1.3

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Parameters

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +3.00dB

Ês3 / Noc: +1.00dB
	Test Tolerance

0dB
+0.4dB

0dB

0dB

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5

	8.1.7 E-UTRAN FDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	8.1.8 E-UTRAN HD-FDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	8.1.9 E-UTRAN TDD UE Rx-Tx time difference case for Category M1/M2 UE in CEModeA
	Same as 8.1.1
	Same as 8.1.1

	9.1.1 FDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.1A FDD RSTD Measurement Reporting Delay for UE Category 1bis
	Response time
	300 ms

	9.1.2 TDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.2A TDD RSTD Measurement Reporting Delay for UE Category 1bis
	Response time
	300 ms

	9.1.3 FDD RSTD Measurement Accuracy
	For Test 2 and Test 4:

PRS Ês1 / Noc averaged over BWConfig
PRS Ês2 / Noc averaged over BWConfig
For all tests:

Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	9.1.3A FDD RSTD Measurement Accuracy for UE Category 1bis
	Same as 9.1.3
	Same as 9.1.3

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	Same as 9.1.3

	9.1.4A TDD RSTD Measurement Accuracy for UE Category 1bis
	Same as 9.1.3
	Same as 9.1.3

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.1A FDD-FDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Response time
	300 ms

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.2A TDD-TDD inter-frequency RSTD measurement reporting delay for UE Category 1bis
	Response time
	300 ms

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	PRS Ês1 / Noc1 averaged over BWConfig
PRS Ês2 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 2 Ts

	9.2.4A FDD-FDD inter frequency RSTD Accuracy for UE Category 1bis
	Same as 9.2.4
	Same as 9.2.4

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	Same as 9.2.4

	9.2.5A TDD-TDD inter frequency RSTD Accuracy for UE Category 1bis
	Same as 9.2.4
	Same as 9.2.4

	9.3.1.1 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.1.2 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.2.1 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.2.2 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.3.1 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.3.2 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.4.1 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.4.2 FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.5.1 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.5.2 HD-FDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.6.1 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.1.1
	Same as 9.1.1

	9.3.6.2 TDD intra-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.1.1
	Same as 9.1.1

	9.3.7.1 FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.7.2 FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.8.1 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.8.2 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.9.1 TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.9.2 TDD intra-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.10.1 FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.10.2 FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.11.1 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.11.2 HD-FDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.3.12.1 TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.1.3
	Same as 9.1.3

	9.3.12.2 TDD intra-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.1.3
	Same as 9.1.3

	9.4.1.1 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.1.2 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.2.1 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.2.2 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.3.1 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.3.2 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode A for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.4.1 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.4.2 FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.5.1 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.5.2 HD-FDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.6.1 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M1
	Same as 9.2.1
	Same as 9.2.1

	9.4.6.2 TDD inter-frequency RSTD Measurement Reporting Delay in CE Mode B for Category M2
	Same as 9.2.1
	Same as 9.2.1

	9.4.7.1 FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.7.2 FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.8.1 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.8.2 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.9.1 TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.9.2 TDD inter-frequency RSTD Measurement Accuracy in CE Mode A for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.10.1 FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.10.2 FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.11.1 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.11.2 HD-FDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.4.12.1 TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M1
	Same as 9.2.4
	Same as 9.2.4

	9.4.12.2 TDD inter-frequency RSTD Measurement Accuracy in CE Mode B for Category M2
	Same as 9.2.4
	Same as 9.2.4

	9.5.1 HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	For Test 2 and Test 4:

PRS Ês1 / Noc averaged over BWConfig
PRS Ês2 / Noc averaged over BWConfig
For all tests:

Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	9.5.2 HD-FDD Intra frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Same as 9.5.1
	Same as 9.5.1

	9.5.3 HD-FDD Intra frequency RSTD Measurement Reporting Delay for NB-IOT Inband Mode in enhanced coverage
	TBD
	TBD

	9.6.1 HD-FDD Inter-Frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in normal coverage
	PRS Ês1 / Noc1 averaged over BWConfig
PRS Ês2 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 2 Ts

	9.6.2 HD-FDD Inter-Frequency RSTD Measurement Accuracy for NB-IOT Inband Mode in enhanced coverage
	Same as 9.6.1
	Same as 9.6.1

	9.6.3 HD-FDD Inter frequency RSTD Measurement Reporting Delay for NB-IOT Inband Mode in enhanced coverage
	TBD
	TBD

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Response time
	300 ms

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Response time
	300 ms

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Response time
	300 ms

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Response time
	300 ms

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Response time
	300 ms

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Response time
	300 ms

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Response time
	300 ms

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	PRS Ês2 / Noc2 averaged over BWConfig
PRS Ês3 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	Same as 10.3

	10.3A_1 FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	Same as 10.3
	Same as 10.3

	10.3B FDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz+5MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.3C FDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	Same as 10.3

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-10 and Rel-11)
	Same as 10.3
	Same as 10.3

	10.4A_1 TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz (Rel-12 onwards)
	Same as 10.3
	Same as 10.3

	10.4B TDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz+5MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4C TDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4D TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz+10 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.5 FDD 3 DL CA RSTD Measurement Reporting Delay
	Response time
	300 ms

	10.6 TDD 3 DL CA RSTD Measurement Reporting Delay
	Response time
	300 ms

	10.7 FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	PRS Ês3 / Noc3 averaged over BWConfig
PRS Ês4 / Noc3 averaged over BWConfig
Cell Timing Difference (Intra-band)

Cell Timing Difference (Inter-band)
	+0.3 dB

+0.3 dB

± 1 Ts

± 2 Ts

	10.8 TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Same as 10.7
	Same as 10.7


C.2.3
MBS Minimum Performance requirements

Table C.2.3-1: Test Parameter Relaxations for MBS Minimum Performance tests

	Clause
	Test Parameter Relaxation

	11.1,11.1A MBS Measurement Reporting Delay
	Beacon power level
	0 dB (no relaxation)

	
	Response time
	300 ms

	11.2,11.2A MBS Sensitivity Measurement Accuracy
	Beacon power level
	2 dB

	
	Code phase difference
	5 ns

	11.3,11.3A MBS Nominal Measurement Accuracy
	Beacon power level
	0 dB (no relaxation)

	
	Code phase difference
	5 ns

	11.4,11.4A MBS Dynamic Range Measurement Accuracy
	Beacon power level
	2 dB

	
	Code phase difference
	5 ns

	11.5,11.5A MBS Measurement Accuracy in Multipath
	Beacon power level
	0 dB (no relaxation)

	
	Code phase difference
	5 ns


C.2.4
WLAN and BLE measurement requirements

Table C.2.4-1: Test Parameter Relaxations for WLAN and BLE measurement tests

	Clause
	Test Parameter Relaxation

	12.1.1 WLAN AP Identification and reporting delay under nominal conditions
	Response time
	300 ms

	12.1.2 WLAN AP Identification and reporting delay under dynamic range conditions
	Response time
	300 ms

	
	Low Power WLAN APs Received Power Level
	1 dB

	12.2.1 Bluetooth identification
	Response time
	300 ms


C.3
Interpretation of measurement results

The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in TR 102 273-1-2 [7], clause 6.5.
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in clause C.1.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in clause C.1, it is still permitted to use this apparatus provided that an adjustment is made value as follows.

Any additional uncertainty in the Test System over and above that specified in clause C.1 shall be used to tighten the Test Requirement - making the test harder to pass. (This may require modification of stimulus signals). This procedure will ensure that a Test System not compliant with clause C.1does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with clause C.1 had been used.

C.4
Derivation of Test Requirements (This clause is informative)

The Test Requirements have been calculated by relaxing the Conformance requirement of the core specification using the Test Parameter Relaxations defined in clause C.2. When the Test Parameter Relaxation is zero, the Test Requirement will be the same as the Conformance requirement. When the Test Parameter Relaxation is non-zero, the Test Requirements will differ from the Conformance requirement, and the formula used for this relaxation is given in table C.4.1, C.4.2, C.4.3 and C.4.4.

Table C.4.1: Derivation of Test Requirements for A-GNSS Minimum Performance tests

	Test
	Conformance requirement in
TS 25.171 [31] or TS 25.172 [19] or TS 36.171 [3] or 38.171 [43]
	Test Parameter Relaxation (TPR)
	Test Requirement

	5.2.1, 6.2.1, 7.1.1, 13.2.1 Sensitivity Coarse Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS L1 C/A signal level (test 5.2.1, 7.1.1, 13.2.1, sub-test 1)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (Galileo)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (GPS) (test 6.2.1, 7.1.1, 13.2.1, sub-tests 4, 5, 8, and 10 to 13)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (GLONASS)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (BDS)
	-136, -145 dBm
	1 dB
	Level + TPR: -135, -144 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	5.2.2, 6.2.2, 7.1.2, 13.2.2 Sensitivity Fine Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Fine Time Assistance
	(10 us
	1 us
	UL-TPR, LL+TPR: (9 us

	
	Absolute GPS L1 C/A signal level (test 5.2.2, 7.1.2, 13.2.2, sub-test 1)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (Galileo)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (GPS) (test 6.2.2, 7.1.2, 13.2.2, sub-tests 4, 5, 8 and 10 to 13)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (GLONASS)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (BDS)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	5.3, 6.3, 7.2, 13.3 Nominal Accuracy
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS L1 C/A signal level (test 5.3, 7.2, 13.3, sub-test 1)
	-130 dBm
	0 dB 
	Formulas: Level + TPR: -130 dBm 

	
	Absolute GNSS signal level (Galileo)
	 -127 dBm
	0 dB
	Level + TPR: -127 dBm

	
	Absolute GNSS signal level (GPS) (test 6.3, 7.2, 13.3, sub-tests 4, 5, 8 and 10 to 13)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (QZSS)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (SBAS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (BDS)
	-133 dBm
	0 dB
	Level + TPR: -133 dBm

	
	Position error
	30 m
	1.3 m
	Error +TPR: 31.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	5.4, 6.4, 7.3, 13.4 Dynamic Range
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS L1 C/A signal level (test 5.4, 7.3, 13.4, sub-test 1)
	-129 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm

	
	Absolute GNSS signal level (Galileo)
	-127.5 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Absolute GNSS signal level (GPS) (test 6.4, 7.3, 13.4, sub-tests 4, 5, 8 and 10 to 13)
	-129 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131.5 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm

	
	Absolute GNSS signal level (BDS)
	-133.5 to -145 dBm
	1 dB
	Level + TPR: each level +1 dBm

	
	Relative GPS L1 C/A signal level (test 5.4, 7.3, 13.4, sub-test 1)
	18 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -128.2 dBm

	
	Relative GNSS signal level (Galileo)
	19.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -126.7 dBm

	
	Relative GNSS signal level (GPS) (test 6.4, 7.3, 13.4, sub-tests 4, 5, 8 and 10 to 13)
	18 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -128.2 dBm

	
	Relative GNSS signal level (GLONASS)
	15.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -130.7 dBm

	
	Relative GNSS signal level (BDS)
	11.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -132.7 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	5.5, 6.5, 7.4, 13.5 Multi-path scenario
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS L1 C/A signal level (test 5.5, 7.4, 13.5, sub-test 1)
	-130 dBm
	0 dB 
	Formulas: Level + TPR: -130 dBm

	
	Absolute GNSS signal level (Galileo)
	-127 dBm
	0 dB
	Level + TPR: -127 dBm

	
	Absolute GNSS signal level (GPS) (test 6.5, 7.4, 13.5, sub-tests 4, 5, 8 and 10 to 13)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (BDS)
	-133 dBm
	0 dB
	Level + TPR: -133 dBm

	
	Relative GPS L1 C/A signal level (test 5.5, 7.4, 13.5, sub-test 1)

-142, -147 dBm
	6 dB
	0.2 dB
	Relative level + TPR: relative level + 0.2dB: 6.2 dB

	
	Relative GNSS signal level (all GNSSs) (test 6.5, 7.4, 13.5, sub-tests 4, 5, 8 and 10 to 13)
	Y dB where “Y” is given in Table 4.2.2
	0.2 dB
	Relative level + TPR: relative level + 0.2dB: Y + 0.2 dB

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	5.6, 6.6, 7.5, 7.5A., 13.6, 13.7 Moving scenario and periodic update
	Absolute GPS L1 C/A Signal level (test 5.6, 7.5, 7.5A., 13.6, 13.7, sub-test 1)
	-130 dBm
	0 dB 
	Formulas: Level + TPR: -130 dBm

	
	Absolute GNSS signal level (Galileo)
	-127 dBm
	0 dB
	Level + TPR: -127 dBm

	
	Absolute GNSS signal level (GPS) (test 6.6, 7.5, 7.5A., 13.6, 13.7, sub-tests 4, 5, 8 and 10 to 13)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (BDS)
	-133 dBm
	0 dB
	Level + TPR: -133 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Differential response time
	2s +/- 20 %
	100 ms
	Time +TPR: 1.5 s and 2.5 s
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