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{Start of changes}
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	
	<Unchanged sections skipped>
	
	
	
	
	
	

	6.3.4A.1.1
	General ON/OFF time mask for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD, TDD
	

	6.3.4A.1.2
	General ON/OFF time mask for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD, TDD
	

	6.3.4A.1.3
	General ON/OFF time mask for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD, TDD
	

	6.3.4A.1.4
	General ON/OFF time mask for CA (3UL CA)
	Rel-13
	C19a
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E18
	TDD
	

	
	
	
	C116a
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E18
	FDD, TDD
	

	6.3.4A.1.5
	General ON/OFF time mask for CA (4UL CA)
	Rel-15
	C19a
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E20
	TDD
	

	
	
	
	C116a
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E20
	FDD, TDD
	

	6.3.4B.1
	ON/OFF time mask for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	D05
	FDD, TDD
	

	6.3.4C.1
	General ON/OFF time mask for Dual Connectivity
	Rel-12
	C224
	UE supporting Dual Connectivity
	E03
	FDD, TDD
	

	6.3.4C.1_1
	General ON/OFF time mask for asynchronous Dual Connectivity
	Rel-12
	C225
	UE supporting asynchronous Dual Connectivity
	E03
	FDD, TDD
	

	6.3.4E.1
	General ON/OFF time mask for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD, HD-FDD, TDD
	

	6.3.4E.2
	Prach and SRC ON/OFF time mask for UE category 0
	Rel-12
	C112
	UE supporting E-UTRA (UE category 0
	D01
	FDD, HD-FDD, TDD
	

	6.3.4EA.1
	General ON/OFF time mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.3.4EA.2.1
	PRACH time mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.3.4EA.2.2
	SRS time mask for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	6.3.4EB.1
	General ON/OFF time mask for UE category 1bis
	Rel-13
	C112c
	UE supporting E-UTRA and UE category 1bis
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{End of changes}
