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	Other comments:
	


4.6.4
UE capability information elements

–
AccessStratumRelease

Table 4.6.4-1: AccessStratumRelease

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	


–
BandCombinationList
Table 4.6.4-2: BandCombinationList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE (SIZE (1..maxBandComb)) OF SEQUENCE {
	At least 1 entry
	
	

	  bandList[1] SEQUENCE (SIZE (1..maxSimultaneousBands)) OF CHOiCE {
	
	
	

	    eutra SEQUENCE {
	
	
	

	      bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	      ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	      ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	    }
	
	
	

	    nr SEQUENCE {
	
	
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      ca-BandwidthClassDL-NR
	Not checked
	
	

	      ca-BandwidthClassUL-NR
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSetCombination
	Not checked
	
	

	  ca-ParametersEUTRA
	Not checked
	
	

	  ca-ParametersNR
	Not checked
	
	

	  mrdc-Parameters
	Not checked
	
	

	  supportedBandwidthCombinationSet
	BIT STRING (SIZE (1..32))
	
	

	  powerClass-v1530
	Not Checked
	
	


–
CA-BandwidthClassEUTRA

Table 4.6.4-3: CA-BandwidthClassEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassEUTRA
	Not checked
	
	


–
CA-BandwidthClassNR

Table 4.6.4-4: CA-BandwidthClassNR

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassNR
	Not checked
	
	


–
CA-ParametersEUTRA
Table 4.6.4-5: CA- ParametersEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-ParametersEUTRA ::= SEQUENCE {
	
	
	

	  multipleTimingAdvance
	Not checked
	
	

	  simultaneousRx-Tx
	Not checked
	
	

	  supportedNAICS-2CRS-AP
	Not checked
	
	

	  additionalRx-Tx-PerformanceReq
	Not checked
	
	

	  ue-CA-PowerClass-N
	Not checked
	
	

	  supportedBandwidthCombinationSetEUTRA-v1530
	Not checked
	
	

	}
	
	
	


–
CA-ParametersNR
Table 4.6.4-6: CA- ParametersNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-ParametersNR ::= SEQUENCE {
	
	
	

	  multipleTimingAdvances
	Not checked
	
	

	  parallelTxSRS-PUCCH-PUSCH
	Not checked
	
	

	  parallelTxPRACH-SRS-PUCCH-PUSCH
	Not checked
	
	

	  simultaneousRxTxInterBandCA
	Not checked
	
	

	  simultaneousRxTxSUL
	Not checked
	
	

	  diffNumerologyAcrossPUCCH-Group
	Not checked
	
	

	  diffNumerologyWithinPUCCH-Group
	Not checked
	
	

	  supportedNumberTAG
	Not checked
	
	

	}
	
	
	


–
CodebookParameters
Table 4.6.4-6A: CodebookParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CodebookParameters ::= SEQUENCE {
	
	
	

	  type1 SEQUENCE {
	
	
	

	    singlePanel SEQUENCE {
	
	
	

	      supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF  SEQUENCE {
	
	
	

	        maxNumberTxPortsPerResource[1]
	Not checked
	
	

	        maxNumberResourcesPerBand[1]
	Not checked
	
	

	        totalNumberTxPortsPerBand[1]
	Not checked
	
	

	      }
	
	
	

	      modes
	Not checked
	
	

	      maxNumberCSI-RS-PerResourceSet
	Not checked
	
	

	    }
	
	
	

	    multiPanel  SEQUENCE {
	
	
	

	      supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF  SEQUENCE {
	
	
	

	        maxNumberTxPortsPerResource[1]
	Not checked
	
	

	        maxNumberResourcesPerBand[1]
	Not checked
	
	

	        totalNumberTxPortsPerBand[1]
	Not checked
	
	

	      }
	
	
	

	      modes
	Not checked
	
	

	      nrofPanels
	Not checked
	
	

	      maxNumberCSI-RS-PerResourceSet
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  type2 SEQUENCE {
	
	
	

	    supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF  SEQUENCE {
	
	
	

	      maxNumberTxPortsPerResource[1]
	Not checked
	
	

	      maxNumberResourcesPerBand[1]
	Not checked
	
	

	      totalNumberTxPortsPerBand[1]
	Not checked
	
	

	    }
	
	
	

	    parameterLx
	Not checked
	
	

	    amplitudeScalingType
	Not checked
	
	

	    amplitudeSubsetRestriction
	Not checked
	
	

	  }
	
	
	

	  type2-PortSelection SEQUENCE {
	
	
	

	    supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF  SEQUENCE {
	
	
	

	      maxNumberTxPortsPerResource[1]
	Not checked
	
	

	      maxNumberResourcesPerBand[1]
	Not checked
	
	

	      totalNumberTxPortsPerBand[1]
	Not checked
	
	

	    }
	
	
	

	    parameterLx
	Not checked
	
	

	    amplitudeScalingType
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetCombination
Table 4.6.4-7: FeatureSetCombination

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombination ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SEQUENCE (SIZE (1..maxFeatureSetsPerBand) CHOICE {
	
	
	

	  eutra SEQUENCE {
	
	
	

	    downlinkSetEUTRA
	Not checked
	
	

	    uplinkSetEUTRA
	Not checked
	
	

	  }
	
	
	

	  nr SEQUENCE {
	
	
	

	    downlinkSetNR
	Not checked
	
	

	    uplinkSetNR
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetCombinationId
Table 4.6.4-8: FeatureSetCombinationId

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombinationId
	Not checked
	
	


–
FeatureSetDownlink
Table 4.6.4-9: FeatureSetDownlink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlink ::= SEQUENCE {
	
	
	

	  featureSetListPerDownlinkCC SEQUENCE (SIZE (1..maxNrofServingCells)) OF 
	
	
	

	    FeatureSetDownlinkPerCC-Id[1]
	Not checked
	
	

	  intraBandFreqSeparationDL
	FreqSeparationClass
	
	

	  scalingFactor
	Not checked
	
	

	  crossCarrierSchedulingDL-OtherSCS
	Not checked
	
	

	  scellWithoutSSB
	Not checked
	
	

	  csi-RS-MeasSCellWithoutSSB
	Not checked
	
	

	  dummy1
	Not checked
	
	

	  type1-3-CSS
	Not checked
	
	

	  pdcchMonitoringAnyOccasions
	Not checked
	
	

	dummy2
	Not checked
	
	

	  ue-SpecificUL-DL-Assignment
	Not checked
	
	

	  searchSpaceSharingCA-DL
	Not checked
	
	

	  timeDurationForQCL SEQUENCE {
	
	
	

	    scs-60kHz
	Not checked
	
	

	    scsh-120kHz
	Not checked
	
	

	  }
	
	
	

	  pdsch- ProcessingType1-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	  }
	
	
	

	  dummy3 SEQUENCE {
	
	
	

	    maxNumberNZP-CSI-RS-PerCC
	Not checked
	
	

	    maxNumberPortsAcrossNZP-CSI-RS-PerCC
	Not checked
	
	

	    maxNumberCS-IM-PerCC
	Not checked
	
	

	    maxNumberSimultaneousCSI-RS-ActBWP-AllCC
	Not checked
	
	

	    totalNumberPortsSimultaneousCSI-RS-ActBWP-AllCC
	Not checked
	
	

	  }
	
	
	

	  dummy4 SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	Not checked
	
	

	    maxNumberResources[1]
	Not checked
	
	

	    totalNumberTxPorts[1]
	Not checked
	
	

	    supportedCodebookMode[1]
	Not checked
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	Not checked
	
	

	  }
	
	
	

	  dummy5 SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	Not checked
	
	

	    maxNumberResources[1]
	Not checked
	
	

	    totalNumberTxPorts[1]
	Not checked
	
	

	    supportedCodebookMode[1]
	Not checked
	
	

	    supportedNumberPanels[1]
	Not checked
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	Not checked
	
	

	  }
	
	
	

	  dummy6SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	Not checked
	
	

	    maxNumberResources[1]
	Not checked
	
	

	    totalNumberTxPorts[1]
	Not checked
	
	

	    parameterLx[1]
	Not checked
	
	

	    amplitudeScalingType[1]
	Not checked
	
	

	    amplitudeSubsetRestriction[1]
	Not checked
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	Not checked
	
	

	  }
	
	
	

	  dummy7 SEQUENCE (SIZE (1.. maxNrofCodebooks)) OF SEQUENCE {
	
	
	

	    maxNumberTxPortsPerResource[1]
	Not checked
	
	

	    maxNumberResources[1]
	Not checked
	
	

	    totalNumberTxPorts[1]
	Not checked
	
	

	    parameterLx[1]
	Not checked
	
	

	    amplitudeScalingType[1]
	Not checked
	
	

	    maxNumberCSI-RS-PerResourceSet[1]
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetDownlinkId
Table 4.6.4-10: FeatureSetDownlinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkId
	Not checked
	
	


–
FeatureSetDownlinkPerCC
Table 4.6.4-11: FeatureSetDownlinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingDL
	Not checked
	
	

	  supportedBandwidthDL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	Not checked
	
	

	  maxNumberMIMO-LayersPDSCH
	MIMO-LayersDL
	
	

	  supportedModulationOrderDL
	ModulationOrder
	
	

	}
	
	
	


–
FeatureSetDownlinkPerCC-Id
Table 4.6.4-12: FeatureSetDownlinkPerCC-Id
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkPerCC-Id
	Not checked
	
	


–
FeatureSetEUTRA-DownlinkId
Table 4.6.4-13: FeatureSetEUTRA-DownlinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetEUTRA-DownlinkId
	Not checked
	
	


–
FeatureSetEUTRA-UplinkId
Table 4.6.4-14: FeatureSetEUTRA-UplinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetEUTRA-UplinkId
	Not checked
	
	


–
FeatureSets
Table 4.6.4-15: FeatureSets
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSets ::= SEQUENCE {
	
	
	

	  featureSetsDownlink SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink
	
	
	

	    FeatureSetDownlink[1]
	FeatureSetDownlink
	
	

	  featureSetsDownlinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC
	
	
	

	    FeatureSetDownlinkPerCC[1]
	FeatureSetDownlinkPerCC
	
	

	  featureSetsUplink SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink
	
	
	

	    FeatureSetUplink[1]
	FeatureSetUplink
	
	

	  featureSetsUplinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC
	
	
	

	    FeatureSetUplinkPerCC[1]
	FeatureSetUplinkPerCC
	
	

	}
	
	
	


–
FeatureSetUplink
Table 4.6.4-16: FeatureSetUplink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplink ::= SEQUENCE {
	
	
	

	  featureSetListPerUplinkCC SEQUENCE (SIZE (1.. maxNrofServingCells)) OF FeatureSetUplinkPerCC-Id
	
	
	

	  FeatureSetUplinkPerCC-Id[1]
	Not checked
	
	

	  scalingFactor
	Not checked
	
	

	  crossCarrierSchedulingUL-OtherSCS
	Not checked
	
	

	  intraBandFreqSeparationUL
	FreqSeparationClass
	
	

	  searchSpaceSharingCA-UL
	Not checked
	
	

	  dummy1 SEQUENCE {
	
	
	

	    supportedSRS-TxPortSwitch
	Not checked
	
	

	    txSwitchImpactToRx
	Not checked
	
	

	  }
	
	
	

	  supportedSRS-Resources SEQUENCE {
	
	
	

	    maxNumberAperiodicSRS-PerBWP
	Not Checked
	
	

	    maxNumberAperiodicSRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberPeriodicSRS-PerBWP
	Not Checked
	
	

	    maxNumberPeriodicSRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberSemiPersitentSRS-PerBWP
	Not Checked
	
	

	    maxNumberSP-SRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberSRS-Ports-PerResource
	Not Checked
	
	

	  }
	
	
	

	  twoPUCCH-Group
	Not checked
	
	

	  dynamicSwitchSUL
	Not checked
	
	

	  pusch- ProcessingType1-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	  }
	
	
	

	  dummy2 SEQUENCE {
	
	
	

	    maxNumberPeriodicCSI-ReportPerBWP
	Not checked
	
	

	    maxNumberAperiodicCSI-ReportPerBWP
	Not checked
	
	

	    maxNumberSemiPersistentCSI-ReportPerBWP
	Not checked
	
	

	    simultaneousCSI-ReportsAllCC
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetUplinkId
Table 4.6.4-17: FeatureSetUplinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkId
	Not checked
	
	


–
FeatureSetUplinkPerCC
Table 4.6.4-18: FeatureSetUplinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingUL
	Not checked
	
	

	  supportedBandwidthUL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	Not checked
	
	

	  mimo-CB-PUSCH  SEQUENCE {
	
	
	

	    maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	    maxNumberSRS-ResourcePerSet
	Not checke
	
	

	  }
	
	
	

	  maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	  supportedModulationOrderUL
	ModulationOrder
	
	

	}
	
	
	


–
FeatureSetUplinkPerCC-Id
Table 4.6.4-19: FeatureSetUplinkPerCC-Id
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC-Id
	Not checked
	
	


–
FreqBandIndicatorEUTRA

Table 4.6.4-20: FreqBandIndicatorEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorEUTRA
	EUTRA Operating band under test
	
	


–
FreqBandList

Table 4.6.4-21: FreqBandList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandList::= SEQUENCE (SIZE (1..maxBandsMRDC)) OF CHOICE {
	
	
	

	  bandInformationEUTRA SEQUENCE {
	
	
	EN-DC

	    bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	    ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	    ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	  }
	
	
	

	  bandInformationNR SEQUENCE {
	
	
	

	    bandNR
	FreqBandIndicatorNR
	
	

	    maxBandwidthRequestedDL
	Not checked
	
	

	    maxBandwidthRequestedUL
	Not checked
	
	

	    maxCarriersRequestedDL
	Not checked
	
	

	    maxCarriersRequestedUL
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
FreqSeparationClass

Table 4.6.4-22: FreqSeparationClass
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqSeparationClass
	Not checked
	
	


–
IMS-Parameters

Table 4.6.4-23: IMS-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	IMS-Parameters ::= SEQUENCE {
	
	
	

	  ims-ParametersCommon SEQUENCE {
	
	
	

	    voiceOverEUTRA-5GC
	Not Checked
	
	

	  }
	
	
	

	  ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	    voiceOverNR
	Not Checked
	
	

	  }
	
	
	

	}
	
	
	


–
InterRAT-Parameters

Table 4.6.4-24: InterRAT-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	InterRAT-Parameters ::= SEQUENCE {
	
	
	

	  eutra SEQUENCE {
	
	
	

	    supportedBandListEUTRA SEQUENCE (SIZE (1..maxBandsEUTRA)) OF FreqBandIndicatorEUTRA
	FreqBandIndicatorEUTRA
	
	

	    eutra-ParametersCommon SEQUENCE {
	
	
	

	      mfbi-EUTRA
	Not Checked
	
	

	      modifiedMPR-BehaviorEUTRA
	Not Checked
	
	

	      multiNS-Pmax-EUTRA
	Not Checked
	
	

	      rs-SINR-MeasEUTRA
	Not Checked
	
	

	    }
	
	
	

	    eutra-ParametersXDD-Diff    SEQUENCE {
	
	
	

	      rsrqMeasWidebandEUTRA
	Not Checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MAC-Parameters
Table 4.6.4-25: MAC-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MAC-Parameters ::= SEQUENCE {
	
	
	

	  mac-ParametersCommon SEQUENCE {
	
	
	

	    lcp-Restriction
	Not checked
	
	

	    dummy
	Not checked
	
	

	    lch-ToSCellRestriction
	Not checked
	
	

	  }
	
	
	

	  mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	    skipUplinkTxDynamic
	Not checked
	
	

	    logicalChannelSR-DelayTimer
	Not checked
	
	

	    longDRX-Cycle
	Not checked
	
	

	    shortDRX-Cycle
	Not checked
	
	

	    multipleSR-Configurations
	Not checked
	
	

	    multipleConfiguredGrants
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
MeasAndMobParameters
Table 4.6.4-26: MeasAndMobParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParameters::= SEQUENCE {
	
	
	

	  measAndMobParametersCommon SEQUENCE {
	
	
	

	    supportedGapPattern
	Not checked
	
	

	    ssb-RLM
	Not checked
	
	

	    ssb-AndCSI-RS-RLM
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	    intraAndInterF-MeasAndReport
	Not checked
	
	

	    eventA-MeasAndReport
	Not checked
	
	

	  }
	
	
	

	  MeasAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	    ss-SINR-Meas
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	    csi-SINR-Meas
	Not checked
	
	

	    csi-RS-RLM
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
MeasAndMobParametersMRDC
Table 4.6.4-27: MeasAndMobParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParametersMRDC::= SEQUENCE {
	
	
	

	  measAndMobParametersMRDC -Common SEQUENCE {
	
	
	

	    independentGapConfig
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC -XDD-Diff SEQUENCE {
	
	
	

	    sftd-MeasPSCell
	Not checked
	
	

	    sftd-MeasNR-Cell
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC -FRX-Diff SEQUENCE {
	
	
	

	    simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
MIMO-Layers
Table 4.6.4-28: MIMO-Layers

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MIMO-LayersDL
	Not checked
	
	

	MIMO-LayersUL
	Not checked
	
	


–
MIMO-ParametersPerBand
Table 4.6.4-29: MIMO-ParametersPerBand
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MIMO-ParametersPerBand ::= SEQUENCE {
	
	
	

	  tci-StatePDSCH SEQUENCE {
	
	
	

	    maxNumberConfiguredTCIstatesPerCC
	Not checked
	
	

	    maxNumberActiveTCI-PerBWP
	Not checked
	
	

	  }
	
	
	

	  additionalActiveTCI-StatePDCCH
	Not checked
	
	

	  pusch-TransCoherence
	Not checked
	
	

	  beamCorrespondenceWithoutUL-BeamSweeping
	Not checked
	
	

	  periodicBeamReport
	Not checked
	
	

	  aperiodicBeamReport
	Not checked
	
	

	  sp-BeamReportPUCCH
	Not checked
	
	

	  sp-BeamReportPUSCH
	Not checked
	
	

	  dummy1 SEQUENCE {
	
	
	

	    maxNumberSSB-CSI-RS-ResourceOneTx
	Not checked
	
	

	    maxNumberSSB-CSI-RS-ResourceTwoTx
	Not checked
	
	

	    supportedCSI-RS-Density
	Not checked
	
	

	  }
	
	
	

	  maxNumberRxBeam
	Not checked
	
	

	  maxNumberRxTxBeamSwitchDL SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	    scs-240kHz
	Not checked
	
	

	  }
	
	
	

	  maxNumberNonGroupBeamReporting
	Not checked
	
	

	  groupBeamReporting
	Not checked
	
	

	  uplinkBeamManagement SEQUENCE {
	
	
	

	    maxNumberSRS-ResourcePerSet
	Not checked
	
	

	    maxNumberSRS-ResourceSet
	Not checked
	
	

	  }
	
	
	

	  maxNumberCSI-RS-BFD
	Not checked
	
	

	  maxNumbeSSB-BFD
	Not checked
	
	

	  maxNumberCSI-RS-SSB-CBD
	Not checked
	
	

	  dummy2
	Not checked
	
	

	  twoPortsPTRS-UL
	Not checked
	
	

	  dummy5 SEQUENCE {
	
	
	

	    maxNumberAperiodicSRS-PerBWP
	Not checked
	
	

	    maxNumberAperiodicSRS-PerBWP-PerSlot
	Not checked
	
	

	    maxNumberPeriodicSRS-PerBWP
	Not checked
	
	

	    maxNumberPeriodicSRS-PerBWP-PerSlot
	Not checked
	
	

	    maxNumberSemiPersitentSRS-PerBWP
	Not checked
	
	

	    maxNumberSP-SRS-PerBWP-PerSlot
	Not checked
	
	

	    maxNumberSRS-Ports-PerResource
	Not checked
	
	

	  }
	
	
	

	  dummy3
	Not checked
	
	

	  beamReportTiming SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	  }
	
	
	

	  ptrs-DensityRecommendationSetDL SEQUENCE {
	
	
	

	    scs-15kHz
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	    }
	
	
	

	    scs-30kHz
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	    }
	
	
	

	    scs-60kHz
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	    }
	
	
	

	    scs-120kHz
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  ptrs-DensityRecommendationSetUL SEQUENCE {
	
	
	

	    scs-15kHz SEQUENCE {
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	      sampleDensity1
	Not checked
	
	

	      sampleDensity2
	Not checked
	
	

	      sampleDensity3
	Not checked
	
	

	      sampleDensity4
	Not checked
	
	

	      sampleDensity5
	Not checked
	
	

	    }
	
	
	

	    scs-30kHz SEQUENCE {
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	      sampleDensity1
	Not checked
	
	

	      sampleDensity2
	Not checked
	
	

	      sampleDensity3
	Not checked
	
	

	      sampleDensity4
	Not checked
	
	

	      sampleDensity5
	Not checked
	
	

	    scs-60kHz SEQUENCE {
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	      sampleDensity1
	Not checked
	
	

	      sampleDensity2
	Not checked
	
	

	      sampleDensity3
	Not checked
	
	

	      sampleDensity4
	Not checked
	
	

	      sampleDensity5
	Not checked
	
	

	    scs-120kHz SEQUENCE {
	
	
	

	      frequencyDensity1
	Not checked
	
	

	      frequencyDensity2
	Not checked
	
	

	      timeDensity1
	Not checked
	
	

	      timeDensity2
	Not checked
	
	

	      timeDensity3
	Not checked
	
	

	      sampleDensity1
	Not checked
	
	

	      sampleDensity2
	Not checked
	
	

	      sampleDensity3
	Not checked
	
	

	      sampleDensity4
	Not checked
	
	

	      sampleDensity5
	Not checked
	
	

	  }
	
	
	

	  dummy4 SEQUENCE {
	
	
	

	    burstLength
	Not checked
	
	

	    maxSimultaneousResourceSetsPerCC
	Not checked
	
	

	    maxConfiguredResourceSetsPerCC
	Not checked
	
	

	    maxConfiguredResourceSetsAllCC
	Not checked
	
	

	  }
	
	
	

	  aperiodicTRS
	Not checked
	
	

	}
	
	
	


–
ModulationOrder
Table 4.6.4-30: ModulationOrder
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	ModulationOrder
	Not checked
	
	


–
MRDC-Parameters
Table 4.6.4-31: MRDC-Parameters

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MRDC-Parameters ::= SEQUENCE {
	
	
	

	  singleUL-Transmission
	Not checked
	
	

	  dynamicPowerSharing
	Not checked
	
	

	  tdm-Pattern
	Not checke
	
	

	  ul-SharingEUTRA-NR
	Not checked
	
	

	  ul-SwitchingTimeEUTRA-NR
	Not checked
	
	

	  simultaneousRxTxInterBandENDC
	Not checked
	
	

	  asyncIntraBandENDC
	Not checked
	
	

	}
	
	
	


–
PDCP-Parameters
Table 4.6.4-32: PDCP-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Parameters ::= SEQUENCE {
	
	
	

	  supportedROHC-Profiles SEQUENCE {
	
	
	

	    profile0x0000
	Not checked
	
	

	    profile0x0001
	Not checked
	
	

	    profile0x0002
	Not checked
	
	

	    profile0x0003
	Not checked
	
	

	    profile0x0004
	Not checked
	
	

	    profile0x0006
	Not checked
	
	

	    profile0x0101
	Not checked
	
	

	    profile0x0102
	Not checked
	
	

	    profile0x0103
	Not checked
	
	

	    profile0x0104
	Not checked
	
	

	  }
	
	
	

	  maxNumberROHC-ContextSessions
	Not checked
	
	

	  uplinkOnlyROHC-Profiles
	Not checked
	
	

	  continueROHC-Context
	Not checked
	
	

	  outOfOrderDelivery
	Not checked
	
	

	  shortSN
	Not checked
	
	

	  pdcp-DuplicationSRB
	Not checked
	
	

	  pdcp-DuplicationMCG-OrSCG-DRB
	Not checked
	
	

	}
	
	
	


–
PDCP-ParametersMRDC
Table 4.6.4-33: PDCP-ParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-ParametersMRDC ::= SEQUENCE {
	
	
	

	  pdcp-DuplicationSplitSRB
	Not checked
	
	

	  pdcp-DuplicationSplitDRB
	Not checked
	
	

	}
	
	
	


–
Phy-Parameters
Table 4.6.4-34: Phy-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	Phy-Parameters ::= SEQUENCE {
	
	
	

	  phy-ParametersCommon SEQUENCE {
	
	
	

	    csi-RS-CFRA-ForHO
	Not checked
	
	

	    dynamicPRB-BundlingDL
	Not checked
	
	

	    sp-CSI-ReportPUCCH
	Not checked
	
	

	    sp-CSI-ReportPUSCH
	Not checked
	
	

	    nzp-CSI-RS-IntefMgmt
	Not checked
	
	

	    type2-SP-CSI-Feedback-LongPUCCH
	Not checked
	
	

	    precoderGranularityCORESET
	Not checked
	
	

	    dynamicHARQ-ACK-Codebook
	Not checked
	
	

	    semiStaticHARQ-ACK-Codebook
	Not checked
	
	

	    spatialBundlingHARQ-ACK
	Not checked
	
	

	    dynamicBetaOffsetInd-HARQ-ACK-CSI
	Not checked
	
	

	    pucch-Repetition-F1-3-4
	Not checked
	
	

	    ra-Type0-PUSCH
	Not checked
	
	

	    dynamicSwitchRA-Type0-1-PDSCH
	Not checked
	
	

	    dynamicSwitchRA-Type0-1-PUSCH
	Not checked
	
	

	    pdsch-MappingTypeA
	Not checked
	
	

	    pdsch-MappingTypeB
	Not checked
	
	

	    interleavingVRB-ToPRB-PDSCH
	Not checked
	
	

	    interSlotFreqHopping-PUSCH
	Not checked
	
	

	    type1-PUSCH-RepetitionMultiSlots
	Not checked
	
	

	    type2-PUSCH-RepetitionMultiSlots
	Not checked
	
	

	    pusch-RepetitionMultiSlots
	Not checked
	
	

	    pdsch-RepetitionMultiSlots
	Not checked
	
	

	    downlinkSPS
	Not checked
	
	

	    configuredUL-GrantType1
	Not checked
	
	

	    configuredUL-GrantType2
	Not checked
	
	

	    pre-EmptIndication-DL
	Not checked
	
	

	    cbg-TransIndication-DL
	Not checked
	
	

	    cbg-TransIndication-UL
	Not checked
	
	

	    cbg-FlushIndication-DL
	Not checked
	
	

	    dynamicHARQ-ACK-CodeB-CBG-Retx-DL
	Not checked
	
	

	    rateMatchingResrcSetSemi-Static
	Not checked
	
	

	    rateMatchingResrcSetDynamic
	Not checked
	
	

	    bwp-SwitchingDelay
	Not checked
	
	

	  }
	
	
	

	  phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	    dynamicSFI
	Not checked
	
	

	    twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	    twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	    twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	  }
	
	
	

	  phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	    dynamicSFI
	Not checked
	
	

	    dummy1
	Not checked
	
	

	    twoFL-DMRS
	Not checked
	
	

	    dummy2
	Not checked
	
	

	    dummy3
	Not checked
	
	

	    supportedDMRS-TypeDL
	Not checked
	
	

	    supportedDMRS-TypeUL
	Not checked
	
	

	    semiOpenLoopCSI
	Not checked
	
	

	    csi-ReportWithoutPMI
	Not checked
	
	

	    csi-ReportWithoutCQI
	Not checked
	
	

	    onePortsPTRS
	Not checked
	
	

	    twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	    pucch-F2-WithFH
	Not checked
	
	

	    pucch-F3-WithFH
	Not checked
	
	

	    pucch-F4-WithFH
	Not checked
	
	

	    freqHoppingPUCCH-F0-2
	Not checked
	
	

	    freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	    mux-SR-HARQ-ACK-CSI-PUCCH- MultiPerSlot
	Not checked
	
	

	    uci-CodeBlockSegmentation
	Not checked
	
	

	    onePUCCH-LongAndShortFormat
	Not checked
	
	

	    twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	    intraSlotFreqHopping-PUSCH
	Not checked
	
	

	    pusch-LBRM
	Not checked
	
	

	    pdcch-BlindDetectionCA
	Not checked
	
	

	    tpc-PUSCH-RNTI
	Not checked
	
	

	    tpc-PUCCH-RNTI
	Not checked
	
	

	    tpc-SRS-RNTI
	Not checked
	
	

	    absoluteTPC-Command
	Not checked
	
	

	    twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	    twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    pusch-HalfPi-BPSK
	Not checked
	
	

	    pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	    almostContiguousCP-OFDM-UL
	Not checked
	
	

	    sp-CSI-RS
	Not checked
	
	

	    sp-CSI-IM
	Not checked
	
	

	    tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	    multipleCORESET
	Not checked
	
	

	  }
	
	
	

	  phy-ParametersFR1 SEQUENCE {
	
	
	

	    pdcchMonitoringSingleOccasion
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    pdsch-256QAM-FR1
	Not checked
	
	

	    pdsch-RE-MappingFR1- PerSymbol
	Not checked
	
	

	  }
	
	
	

	  phy-ParametersFR2 SEQUENCE {
	
	
	

	    dummy
	Not checked
	
	

	    pdsch-RE-MappingFR2- PerSymbol
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
Phy-ParametersMRDC
Table 4.6.4-35: Phy-ParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	Phy-ParametersMRDC ::= SEQUENCE {
	
	
	

	  naics-Capability-List SEQUENCE (SIZE (1..maxNrofNAICS-Entries)) OF SEQUENCE {
	
	
	

	    numberOfNAICS-CapableCC[1]
	Not checked
	
	

	    numberOfAggregatedPRB[1]
	Not checked
	
	

	}
	
	
	


–
ProcessingParameters
Table 4.6.4-36: ProcessingParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	ProcessingParameters ::= SEQUENCE {
	
	
	

	  fallback
	Not checked
	
	

	  differentTB-PerSlot SEQUENCE {
	
	
	

	    upto1
	Not checked
	
	

	    upto2
	Not checked
	
	

	    upto4
	Not checked
	
	

	    upto7
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
RAT-Type
Table 4.6.4-37: RAT-Type

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RAT-Type
	nr
	
	

	
	eutra-nr
	
	EN-DC


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
RF-Parameters
Table 4.6.4-38: RF-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-Parameters ::= SEQUENCE {
	
	
	

	  supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {
	At least 1 entry
	
	

	    bandNR[1]
	FreqBandIndicatorNR
	
	

	    modifiedMPR-Behaviour[n]
	Not checked
	
	

	    mimo-ParametersPerBand[n]
	Not checked
	
	

	    extendedCP[n]
	Not checked
	
	

	    multipleTCI[n]
	Not checked
	
	

	    bwp-WithoutRestriction [n]
	Not checked
	
	

	    bwp-SameNumerology[n]
	Not checked
	
	

	    bwp-DiffNumerology[n]
	Not checked
	
	

	    crossCarrierScheduling-SameSCS [n]
	Not checked
	
	

	    pdsch-256QAM-FR2[n]
	Not checked
	
	

	    pusch-256QAM[n]
	Not checked
	
	

	    ue-PowerClass[n]
	Not checked
	
	

	    rateMatchingLTE-CRS[n]
	Not checked
	
	

	    channelBWs-DL-v1530[n] CHOICE {
	
	
	

	      fr1 SEQUENCE {
	
	
	

	        scs-15kHz
	Not checked
	
	

	        scs-30kHz
	Not checked
	
	

	        scs-60kHz
	Not checked
	
	

	      }
	
	
	

	      fr2 SEQUENCE {
	
	
	

	        scs-60kHz
	Not checked
	
	

	        scs-120kHz
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    channelBWs-UL-v1530[n] CHOICE {
	
	
	

	      fr1 SEQUENCE {
	
	
	

	        scs-15kHz
	Not checked
	
	

	        scs-30kHz
	Not checked
	
	

	        scs-60kHz
	Not checked
	
	

	      }
	
	
	

	      fr2 SEQUENCE {
	
	
	

	        scs-60kHz
	Not checked
	
	

	        scs-120kHz
	Not checked
	
	

	      }
	
	
	

	    }   
	
	
	

	  }
	
	
	

	  supportedBandCombinationList
	Not checked
	
	

	  appliedFreqBandListFilter
	FreqBandList
	
	

	}
	
	
	


–
RF-ParametersMRDC
Table 4.6.4-39: RF-ParametersMRDC

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-ParametersMRDC ::= SEQUENCE {
	
	
	

	  supportedBandCombinationList
	BandCombinationList
	
	

	  appliedFreqBandListFilter
	FreqBandList
	
	

	}
	
	
	


–
RLC-Parameters
Table 4.6.4-40: RLC-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Parameters ::= SEQUENCE {
	
	
	

	  am-WithShortSN
	Not checked
	
	

	  um-WithShortSN
	Not checked
	
	

	  um-WIthLongSN
	Not checked
	
	

	}
	
	
	


–
SDAP-Parameters
Table 4.6.4-41: SDAP-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SDAP-Parameters::= SEQUENCE {
	
	
	

	  as-ReflectiveQoS
	Not checked
	
	

	}
	
	
	


–
SRS-SwitchingTimeNR
Table 4.6.4-42: SRS-SwitchingTimeNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SRS-SwitchingTimeNR::= SEQUENCE {
	
	
	

	  switchingTimeDL
	Not checked
	
	

	  switchingTimeUL
	Not checked
	
	

	}
	
	
	


–
SRS-SwitchingTimeEUTRA
Table 4.6.4-43: SRS-SwitchingTimeEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SRS-SwitchingTimeEUTRA::= SEQUENCE {
	
	
	

	  switchingTimeDL
	Not checked
	
	

	  switchingTimeUL
	Not checked
	
	

	}
	
	
	


–
SupportedBandwidth
Table 4.6.4-44: SupportedBandwidth

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SupportedBandwidth ::= CHOICE {
	
	
	

	  fr1
	Not checked
	
	

	  fr2
	Not checked
	
	

	}
	
	
	


–
UE-CapabilityRAT-ContainerList

Table 4.6.4-45: UE-CapabilityRAT-ContainerList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-ContainerList::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF SEQUENCE {
	1 entry
	
	

	    rat-Type[1]
	RAT-Type
	
	

	    ue-CapabilityRAT-Container[1]
	UE-NR-Capability
	
	

	    ue-CapabilityRAT-Container[1]
	UE-MRDC-Capability
	
	EN-DC

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRAT-RequestList
Table 4.6.4-46: UE-CapabilityRAT-RequestList
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-RequestList::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF SEQUENCE {
	1 entry
	
	

	    rat-Type[1]
	RAT-Type
	
	

	    capabilityRequestFilter
	Not present
	
	

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRequestFilterNR
Table 4.6.4-47: UE-CapabilityRequestFilterNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRequestFilterNR::= SEQUENCE {
	
	
	

	  frequencyBandListFilter
	Not present
	
	

	  nonCriticalExtension SEQUENCE {
	Not present
	
	

	    srs-SwitchingTimeRequest
	Not present
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      srs-SwitchingTimeRequest
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UE-MRDC-Capability
Table 4.6.4-48: UE-MRDC-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-MRDC-Capability::= SEQUENCE {
	
	
	

	  measAndMobParametersMRDC
	Not checked
	
	

	  phy-ParametersMRDC-v1530
	Not checked
	
	

	  rf-ParametersMRDC
	RF-ParametersMRDC
	
	

	  generalParametersMRDC SEQUENCE {
	
	
	

	    splitSRB-WithOneUL-Path
	Not checked
	
	

	    splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	    srb3
	Not checked
	
	

	    v2x-EUTRA-v1530
	Not checked
	
	

	  }
	
	
	

	  fdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	Not checked
	
	

	      sftd-MeasNR-Cell
	Not checked
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	Not checked
	
	

	      splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	      srb3
	Not checked
	
	

	      v2x-EUTRA-v1530
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	Not checked
	
	

	      sftd-MeasNR-Cell
	Not checked
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	Not checked
	
	

	      splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	      srb3
	Not checked
	
	

	      v2x-EUTRA-v1530
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-MRDC-Capabilities
	
	
	

	    measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSetCombinations SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination
	Not checked
	
	

	  pdcp-ParametersMRDC-v1530
	Not checked
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
UE-NR-Capability
Table 4.6.4-49: UE-NR-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	
	

	  pdcp-Parameters
	Not checked
	
	

	  rlc-Parameters
	Not checked
	
	

	  mac-Parameters
	Not checked
	
	

	  phy-Parameters
	Not checked
	
	

	  rf-Parameters
	RF-Parameters
	
	

	  measAndMobParameters
	Not checked
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	Not checked
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSets
	Not checked
	
	

	  featureSetCombinations SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination
	Not checked
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    fdd-Add-UE-NR-Capabilities-1530 SEQUENCE {
	
	
	

	      eutra-ParametersXDD-Diff  SEQUENCE {
	
	
	

	        rsrqMeasWidebandEUTRA
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    tdd-Add-UE-NR-Capabilities-v1530 SEQUENCE {
	
	
	

	        eutra-ParametersXDD-Diff  SEQUENCE {
	
	
	

	          rsrqMeasWidebandEUTRA Not Checked
	
	
	

	        }
	
	
	

	      }
	
	
	

	    dummy
	Not checked
	
	

	    interRAT-Parameters
	Not checked
	
	

	    inactiveState
	Not checked
	
	

	    delayBudgetReporting
	Not checked
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      sdap-Parameters
	Not checked
	
	

	      overheatingInd
	Not checked
	
	

	      ims-Parameters
	Not checked
	
	

	      fr1-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr2-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr1-fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	        phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	          dynamicSFI
	Not checked
	
	

	          dummy1
	Not checked
	
	

	          twoFL-DMRS
	Not checked
	
	

	          dummy2
	Not checked
	
	

	          dummy3
	Not checked
	
	

	          supportedDMRS-TypeDL
	Not checked
	
	

	          supportedDMRS-TypeUL
	Not checked
	
	

	          semiOpenLoopCSI
	Not checked
	
	

	          csi-ReportWithoutPMI
	Not checked
	
	

	          csi-ReportWithoutCQI
	Not checked
	
	

	          onePortsPTRS
	Not checked
	
	

	          twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	          pucch-F2-WithFH
	Not checked
	
	

	          pucch-F3-WithFH
	Not checked
	
	

	          pucch-F4-WithFH
	Not checked
	
	

	          freqHoppingPUCCH-F0-2
	Not checked
	
	

	          freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	          mux-SR-HARQ-ACK-CSI-PUCCH- MultiPerSlot
	Not checked
	
	

	          uci-CodeBlockSegmentation
	Not checked
	
	

	          onePUCCH-LongAndShortFormat
	Not checked
	
	

	          twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	          intraSlotFreqHopping-PUSCH
	Not checked
	
	

	          pusch-LBRM
	Not checked
	
	

	          pdcch-BlindDetectionCA
	Not checked
	
	

	          tpc-PUSCH-RNTI
	Not checked
	
	

	          tpc-PUCCH-RNTI
	Not checked
	
	

	          tpc-SRS-RNTI
	Not checked
	
	

	          absoluteTPC-Command
	Not checked
	
	

	          twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	          twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	          pusch-HalfPi-BPSK
	Not checked
	
	

	          pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	          almostContiguousCP-OFDM-UL
	Not checked
	
	

	          sp-CSI-RS
	Not checked
	
	

	          sp-CSI-IM
	Not checked
	
	

	          tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	          multipleCORESET
	Not checked
	
	

	        }
	
	
	

	        measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	          ss-SINR-Meas
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	          csi-SINR-Meas
	Not checked
	
	

	          csi-RS-RLM
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        reducedCP-Latency
	Not checked
	
	

	        nonCriticalExtension
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


